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ABSTRACT g

Sneak Analysis is aimed at identifying designed-in conditions that could §
inhibit desired system functions or produce undesired system functions which 3
could adversely affect crew safety or mission equipment. The Sneak Analysis 3
Application Guidelines effort established the technique as a cost-effective 5

analysis tool which can be scheduled in reliability program plans specified in
MIL-STD-7858. The analysis technique differs from other systems analysis i
techniques in that it is based on identifying designed in inadvertent modes of
operation and is not based on failed equipment or software. Sneak Analysis can
be effectively blended with fault related analyses to identify design and fault
related problems in & cust-effective manner. The analysis produces excellent
rasults in early program deveiopment phases, and can be used effectively to
identify late development phase problems missed by testing and other analyses.
System reliability 1s improved by the resolution of the Sneak Analysis identified

: problems.
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SECTION 1
1. INTRODUCTION

Sneak Analysis is an engineering analysis tool which cun be used for hardware
and software systems to identify latent paths which cause concurreni unwanted
functions or inhibit desired functions, assuming all components and codes are
functioning properly. The objective of this analysis taol is the prediction of
these problems before they occur in tes* or operation. If these problems are
identified early in a program, the cost of modifications and redesign should be
reduced and the reliability and safety of the system should increase. MIL-$TD-7858
(Reliability Program for System and Equipments Development and Production,

15 September 1980) has a task (#205) which, if specified, will require Sneak
Analysis on new efforts. The number of dnllars that can be allocated for relia-
bility program tasks is limited for equipments and systems that are procured with
fixed or constrained budgets. Therefore, it was necessary to determine whether
Sneak Analysis was both effective and had estimable costs before inclusion as a
program requirement. Sneak Analysis data have been collected and analyzed to
provide proper visibility of costs and effectiveness. This effort resulted in
the collection of these data, analysis in detail of the cost and problem identi-
fication effectiveness of Sneak Analysis, and development of guidelines for ap-
plication of Sneak Analysis requirements.

1.1 Objective. The objective of this effort was to develop guidelines for
applying and structuring Sneak Analysis based on the type of equipment or soft-
ware, complexity, development phase and program dollars. These guidelines define
Sneak Analysis program requirements, monitoring criteria and cost effectiveness
parameters. These guidelines can be used to tailor requirements for Sneak
Analysis to the needs of each individual program,

1.2 Approach. The approach for this effort was based on an in-depth study
of 102 compietea Sneak Analysis projects (out of a total of 111 projects) for
various systems, equipment, software codes, and project environments. The study
compared methods of analysis, cost of analysis, size and complexity of equipments,
type of equipment, phase of development and effectiveness of the analysis. Based
on these results, guidelines were developed for specifying, applying, and monitor-
ing Sneak Analysis requirements. In addition, a feasibility study was performed
for developing simplified Sneak Analysis techniques for small-scale hardware
applications.

1.3 Problems. The acquisition of data associated with real program system
change cosis was very limited and difficult to obtain. There was little, if any,
composite data at the program level which identified engineering, equipment, test,
documentation and retrofit costs for approved changes. The statistical validity
of program savings associated with correcting Sneak Analysis jdentified system
problems is based on derived "average" project change costs. These change costs
can vary significantly from project to project and have a resultant effect on
postulated program savings.

T T




1.4 Factor Index Guide. The major document topics are outlined in
Table 1-1 according to primary and secondary references. The table should be
. of value to the reader in locating particular subject matter because of the
document structure and size. The document structure is organized by the six
tasks described in Section 2. The structure is based on the step-by-step
Statement of Work tasks and the resulting engineering analysis effort. The size
of the document is due in part to the extensive effort devoted to identifying
Sneak Analysis effectiveness based on the actual project results, as presented
in Appendix A.

TABLE 1-1. EACTORIINDEX“GUIDE

TOP1CS REFERENCE SECTIONS REFERENCE SECTIONS
APPLICATION GUIDELINES 3.5.6
MONITORING GUIDELINES 3.4.4 3.4.2.1, 3.8.2.2
RISK ASSESSMENTS 3.5.1, 3.5.2, 3.5.4
CONTRACTING PRACTICES 3.4.2.3 3.4.4.1, APPENDICES
C-H
SPECIFICATION REQUIREMENTS 3.4 APPENDIX 1
TAILORING PROCESS 3.4.30 3.5.5, 3.4.2.1
REQUEST FOR PROPOSAL 3.4.20
CONSIDERATIONS
EVALUATION CRITERIA 3.9.2.2
CONSIDERATIONS
QUALITY ASSURANCE 3.34.1.7 3.5.1, 3.4.4.4
HARDWARE ANALYSES 3.3.1, 3.3.2 3.4.3.1
SOFTWARE ANALYSES 3.3.3, 3.3.4
PROBLEM IDENTIFICATION 3.2.1.2, 3.2.2.7, 2.2, 3.4.4.5,
EFFECTIVENESS 3.2.3, 3.2.4.4 3.6.2.1, 3.6.2.2
€OST EFFECTIVENESS 3.2.2.7, 3.2.3, 2.2.2, 3.2.2.1,
3.5.3 3.2.2.2, 3.2.2.3,
3.2.2.4, 3.2.2.5,
3.2.2.6
C0ST COMPARISONS 3.2.2.1, 3.2.2.2,
3.2.2.3, 3.2.2.4,
3.2.2.5, 3.2.2.86,
3.2.2.7, 3.2.3
COST ESTIMATING APPENDIX B, 3.5.6 3.4.?.1. 3.5.6,
3.6.
PROJECT PHASING 3.2.1.1, 3.2.1.2 3.5.2, 3.5.3, 3.5.4
3.2.1.3, 3.2.1.4,
3.2.2.2
EQUIPMENT SELECTION 3.2.1.3, 3.2.1.4, 3.6.5
3.2.2.4, 3.2.2.5,
3.2.4 (ALL)
SYSTEM CRITICALITY 3.2.1.4, 3.2.2.5,
_ 3.2.4 (ALL)
: PROJECT DURATION 3.2.2.3 2.2.3
; FEASIBILITY STUDY 3.6
i PROJECT HISTORY TABLES APPENOIX A
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2. SNEAK ANALYSIS APPLICATION SUMMARY
This section contains a summary presentation of the task flow, analysis !
trends based on actual project results, analysis technique comparisons, Sneak \
Analysis Application Guidelines, tailoring requirements, cost estimation tech-

niques, and overall project conclusions. The detailed presentation of task ;
material is presented in Section 3. g
2.1 Task Flow. The Sneak Analysis Application Guidelines task flow is E
shown in Figure 2-1. i
!

SCA & SSA

HISTORICAL

DATA

———

SA DATA
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AND ANALYSIS I

TASK 1
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APPLICATION
CUIDELINES
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EFFECTIVENESS
ANALYSIS

TASK 2

SA
FEASIBILITY
STUDY

TASK §

SA
ACQUISITION
REQUIREAENTS

TASK &

SA
& OTHER
ANALYSES

TASK 3

Figure 2-1. Task Flow

Task 1 required the collection of historical data for a statistically sig-
nificant number of hardware and software Sneak Analysis projects. The informa-
tion gathered represented the complete data base for one contractor acting in
the role of an independent analyst. The 111 projects were sufficient for this
project application and were the basis for the subsequent application guidelines
effort. The importance of Task 1 is depicted in Figure 2-1 as it provides
direct input to three tasks. The detailed historical data are presented in
Appendix A. Task 1 results are presented in Section 3.1.

Task 2 required a detailed analysis of the historical data for relevant
trends in terms of cost, technique effectiveness, project phasing, and typ=s
of equipment/software analyzed. This was the major task element of the total
effort since the tables were to be used as the basis for any assertions or claims
concerning Sneak Analysis. Task 2 results are presented in Section 3.2,
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Task 3 resulted in an examination of various analysis techniques for com-
monalities and differences in an attempt to determine the most applicable tools
for project use. Twelve hardware techniques and five software techniques were
included in the study. Task 3 results are presented in Section 3.3.

Task 4 provided the Sneak Analysis requirements, specifications, sample . :
Statements of Work, Request for Proposal requirements, evaluation criteria, and X
decision making processes. An additional task effort addressed the description 2
of guidelines and roles of the procuring activity in Sneak Analysis projects.

Task 4 results are presented in Section 3.4.

Task 5 resulted in the development of guidelines for the application of the
Sneak Analysis tool. The task addressed cost, schedule, equipment, risk, and

analysis effectiveness. This task, along with Tasks 3 and 4, provides the primary 3
user output to be considered in the Sneak Analysis selection process. Task 5 4
results are presented in Section 3.5. 4

Task 6 produced the feasibility study results which addressed the develop-
ment of Sneak Analysis capability for small-scale system applications. The
feasibility study rasulted in the conclusion that an automated Sneak Analysis
program system could be developed which provides limited Sneak Analysis capa-
bility for small-scale systems. General system requirements are provided for
this computerized system. Task 6 results are presented in Section 3.6.

2.2 Effectiveness Measures. Sneak Analysis has been used effectively in
virtually all types of electrical and electronic systems and recently in soft-
ware systems. Table 2-1 presents an abbreviated list of the Appendix A project
systems and subsystems where hardware and software Sneak Analyses have been

implemented.

TABLE 2-1. SNEAK ANALYSIS EQUIPMENT/SOFTWARE APPLICATIONS

SNEAK ANALYSIS EQUIPMENT/SOFTWARE APPLICATIONS
ELECTRICAL POWER GENERATION CAUTION/WARNING SYSTEM ;
ELECTRICAL POWER DISTRIBUTION MONITOR/CONTROL SYSTEM :
ELECTRICAL POWER CONTROL INSTRUMENTATION SYSTEM 3
ELECTRICAL SUPPORT EQUIPMENT DATA ACQUISITION AND PROCESSING 3
FLIGHT/LAUNCH SEQUENCER TELEMETRY/SIGNAL CONDITIONING
FLIGHT CONTROL SYSTEM DATA RECORDER #
GUIDANCE/NAVIGATION SYSTEM COUNTERMEASURE/DISPENSER SYSTEM 3
LANDING SYSTEM LASER SECKER SYSTEM ;
ATTITUDE CONTROL SYSTEM ENVIRONMENTAL CONTROL SYSTEM g
ANGLE-OF -ATTACK TRANSMITTER EJECTION SEAT SEQUENCER
PROPULSION SYSTEM DIAGNOSTIC SYSTEM
ENGINE CONTROL SYSTEM LIGHTING SYSTEM
THRUST REVERSER/ FULL CONTROL SAFETY SYSTEM
AVIONICS SYSTEM TRANSPORTATION SYSTEM
THERMAL CONTROL EXPERIMENT SYSTEM
ORDNANCE/PYROTECHNIC SYSTEM COMPUTER DATA LINK COMTROLLER =
ARMING AND FUSING SYSTEM SHOP TEST EQUIPMENT 3
WEAPON CONTROL SYSTEM BLOWOUT PROTECTION SYSTEM 3
FIRE CONTROL RADAR SYSTEM TOWER LOWERING SYSTEM 3
DETECTOR SYSTEM ON-BOARD SOF TWARE

e e e gt s
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Water environments. The applications have spanned from a total electrical
system analysis to analysis of selected functions within a single system.
Projects have been performed for mature technology systems to the more recent
state-of-the-art systems. The applications have included complex system [
designs, extensively redesigned systems, systems with unresolved test problems !
and systems with field related problems. Table 2-1 represents a minimum 1isting
of systems which can be considered candidates for future analysis, either

separately or in combination.

The project applications have included the Space, Airborne, and Ground/ E

e AL

In general, the larger the system(s), the more numerous are the equipment/
software interfaces and the greater the number of problems identified in the :
areas included in the Sneak Analysis project. Size of system to be analvzed and !
cost of analysis are related since the cost for Sneak Analysis is based on the i
number of components for hardware systems and executable instructicns for software :
systems. Analysis results are also highly influenced by nrogram development phase

and criticality of the system(s) analyzed.

2.2.1 Program phase. In order to determine the most effective develop-
ment phase to implement Sneak Analysis, the relative program costs requirad to
correct system problems by phase were developed and presented in Section 3.5.2.
This information is essential to adequately develop the reliability program plan
referenced in MIL-STD-785B. Sneak Analysis cost by phase and, more importantly, :
the postulated cost to modify equipment/software design can be predicted. This 3
enables an orderly reliability program plan development, analysis tool planning :
and selection, and resource estimation and allocation. Figure 2-2 presents the }
change cost trendlines for hardware and software systems. Note the especially
high relative program cost for changes in the late development phases.

7% '] 75-!
S0 - 50
HARDWARE SOFTWARE :
CHANGE CHANGE .
COST COST b
MULTIPLES MULTIPLES )
28 - 25 ‘\
3
:
CON ' VAL 'FSED ' FSPD' PP ' UNP' CON ' VAL FSEDTFSPD ' PP ' UNP | :
HARDWARE DEVELOPMENT PHASE SOFTWARE DEVELOPMENT PHASE
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Figure 2-2. Development Phase Change Cost v
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The earlier the program development phase that a problem is identi®ied and
corrected, the lower the overall program cost. In Fiqure 2-2, the ideal analysis
start times are the Conceptual (CON), Validation (VAL), Full-Scale Engineering
Development (FSED), and Full-Scale Prototype Development (FSPD) phases. Since
Sneak Analysis is based on detailed system drawings and computer program instruc-
tions, the most likely early phases for implementation would be the Full-Scale
Engineering Development and Full-Scale Prototype Development nhases. The costs
associated with correcting problems in the latter two phases, Pilot Production (PP)
and Unlimited Production (UNP), are significantly higher than the preceding four
development phases. Change costs in the latter two phases can range from 10 to
100 times those of the earlier development phases. As such, the implementation
of an analysis tool such as Sneak Analysis should be planned in the early develop-
ment phases when the design is still reasonably fluid and can be changed in a
cost-effective manner. Cost savings for early identification of problems appears
to be potentially greater for software systems than for hardware systems.

One of the primary report findings resulting from the detailed study of
Sneak Analysis effectiveness is that significant levels of eguipment/software
problems are present in systems, regardless of the program development phase.
1f these problems are not identified and corrected, onerational reliability will
be adversely affected. The definitive trend of analysis technique effectiveness
in terms of the number of problem reports released is presented in Figures 2-3
and 2-4,
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4 SNEAK CIRCUIT REPORT (SCR)
AVERAGE / DESIGN CONCERN PEPORT (DSR)
NUMBER OF / DRAWING ERROR REPORT (DER)
HARDWARE 100 — /
SNEAK
ANALYSIS /
REPORTS /
S0 = /
v / /\_‘
scm!
0-""'—“/ " pers
PEVELOPMENT | concepr ]wu.nm'nonl rsep | FsPo Pe une
Figire 2-3. Development Phase Distribution of Hardware Reports
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Figu "2 2-4., Development Phase Distribution of Software Reports

The hardware project report averages presented in Figure 2-3 illustrate the
relative effectiveness of the Sneak Analysis technique in identifying system
problems. The level of problem identification is very pronounced during the
early development phases when it is most cost-effective to implement design
changes. Although the report level declines in later development phases, it is
very important to note that even mature and mass produced or one-of-a-kind
systems still contain a sufficient level of embedded problems to justify per-
forming the analysis. Projects in the Unlimited Production phase especially have
been analyzed by other techniques, and thoroughly tested, and yet problems are

still identified by the Sneak Analysis technique.

Figure 2-4 {llustrates the corresponding effectiveness of Sneak Analysis in
identifying software problems. The trendline shows a pronounced report level 1in
the Pilot Production phase. The results are heavily influenced by application of
Sneak Analysis on complete and delivered software, as opposed to analysis imple-
mentation during the earlier design phases. Based on actual project data, the
greatest number of software problems are identified when the ertire software code
is integrated for test and operational usage (equivalent to the latter stages of
verification and validation), As Software Sneak Analysis is implemented on future
projects and if it becomes an accepted tool in verification and validation efforts,
the effectiveness trendline should shift from the later development phases to the
earlier development phases and thereby resemble the Figure 2-3 trendline. The
identification and correction of only one serious hardware or softwaré problem
can offset the cost of Sneak Analysis. If the problem is found in an earlier

development phase such as FSED or FSPD there can be an actual program cost savings.
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close correlation to contract value.

2.2.2 Analysis cost. The volume and type of Sneak Analysis reports have a

Figure 2-5 illustrates the increasing report

levels associated with the Sneak Analysis project values for hardware and software

systems.
> 006 REPORTS +
150+ A 190 5
HARDWARE 100 9 100
SNEAK :gm‘"
ANALYSIS ANALYSIS
REPORT REMORT
AVERAGES AVERAGES
4 4 S0
*- 101 101- - >80 - - -
w I % e Y-S e

SNEAK ANALYSIS SOFTWARE

SNEAK ANALYSIS HARDWARE
PROJECT VALUE (¥K)

PROJECT VALUE (%K)

Figure 2-5. Project Value Report Levels

The cost of the analysis for hardware systems is based on the type
(complexity) and number of electrical components, while software systems are
based on the type (complexity) of computer program language and number of
executable statements. The cost per component and program instruction is pre-
sented in Appendix B. The higher Sneak Analysis project values involved a
larger number of systems as well as larger systems, that is, a larger number
of components and computer instructions. Report levels and types of reports
appear to be greatest for the higher contract value projects when large or
complete systems are included in the task scope. The higher the contract value,
the greater the number of systems (comporents and instructions) included in the
analysis, and consequently the greater the report level. Report levels are
significant, however, in the lower contract value range, which accounts for
75% of the historical Sneak Analysis projects.

Average cost for a Sneak Analysis project presented in Appendix A was
0.06% of the overall program cost. The highest percentage of Sneak Analysis
cost to program cost was 0.4%, and the lowest was 0.0001%. While the level of
problem reporting is dependent on analysis contract value, overall cost at the
program level appears to have little if any predictable effect on the number of
reports generated in a project analysis effort. More probiems are typically
embedded in large systems, but the scoping of a majority of the Sneak Analysis
tasks to portions of these large systems obscures any definable program level

trends.
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2.2.3 Period of performance. The period of performance for a Sneak
Analysis project to some extent {s determined by the project value. Based
on past performances, the trendline for Sneak Analysis project duration is
ds shown in Figure 2-6, which is based on the average project duration in
each costi range.

15 =

1
AVERAGE 0
PROJECT
DURATION -
(MONTHS)
5 -

LI ) L 1 Ll

. 50 100 200 300 4co
SNEAK ANALYSIS CONTRACT VALUE (%K)

Figure 2-6. Sneak Analysis Per‘od of Performance

The project duration for small applications is proportionately greater
than large applications because of the required task cteps involved, which
are discussed in Section 3.4.2.2. Data acquisition a.d network tree prepara-
tion are the two main required task elements which influence small project
duration, followed by system partitioning, encoding and data processing. For
large projects, the trendline follows an apparent 1inear relationship.

2.2.4 Equipment classifications. The predominant types of equipment in-
cluded in hardware Snnak Analysis projects are relay logic and digital systems,
as shown in Figure 2-7. The relay classification includes resistors, capacitors,
single load devices, diodes and switches. The digital classification includes
discrete digital devices and complex integrated circuit devices. The analog
classification incliudes ampliriers, inverters, converters, and feedback systems.
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Figure 2-7. Sneak Analysis Equipment/Software Project Distribution

The majority of early Sneak Analysis projects were relay logic hardware
systems. Current trends indicate a decided shift of analysis projects to
systems involving digital, analog and microp:ocessor based systems for hard-
ware. The early digital Sneak Analysis projects were for systems involving
discrete devices, while the current trend is toward systems composed of one or
more integrated circuits. Softwere projects are predominantly assembly language
applications, but high order language projects are increasing. While Figure 2-7
might indicate the division of Sneak Analysis projects into single equipment/
software type categories, the typical project is composed of a blend of equip-
ment types.

In one-third ot the hardware Sneak Analysis projects, the contracted effort
involved a blending of two or more analysis techniques to focus on the orderly
jdentification of system problems inherent in the design and also produced by
equipment faults or failures. These analyses were conducted in @ complementary
manner. Sneak Analysis produced the system circuit diagrams and identified non-
failure related conditions designed into the system. The associated fault
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analyses were then based on an evaluation of critical paths and functions identi-
! fied by the Sneak Analysis task. Very favorable results were produced in the

combined analysis projects, including lower project costs.

; The relative effectiveness of the Sneak Analysis technique with regard to

! the equipment/software criticality also displays a very significant trend, as

{ shown in Figure 2-8. Projects involving man-in-the-1oop (Criticality I) systems ’

: have much higher report averages than projects rated as mission critical 3
(Criticality 1I) or systems that can cause mission degradation (Criticality 1IIl).
These projects typically include a larger number of systems, including a greater
; number of equirment interfaces. The trend is very pronounced in hardware systems
: and moderate in software systems. Although the report averages are higher for

| Criticality 1 systems, significant report levels are present in Criticality II
and 111 systems. It should be noted that tne analyst performis the same analysis
steps at the same depth regardless of the system criticality.
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I Figure 2-8. System Criticality Report Levels
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2.3 Analysis Technique Comparison. Sneak Analy.is is a un‘que analysis
technique used to systematically Tdentify component and software problems.
Sneak Analysis has certain similarities to other znalysis techniques and distinct
differences to these same analysis techniques. A brief summary of the similari-
ties and differences between Sneak Circuit Analysis and other hardware analysis
techniques is presented in Table 2-2, while an equivalent comparison is presented
in Table 2-3 between Software Sneak Analysis and software analysis techniques.
Sect10n13.3 presents descriptions for each of the techniques contained in the
two tables.

2.4 Application Guidelines. This section summarizes the Sieak Analysis
Application Guidelines. The primary guidelines include:

1. Establishing need for Sneak Analysis

a. Reliability improvements in the overall program result from the
identification and resolution of system problems.

b. Independent analysis is currently the only established approach
for the analysis. ‘

c. Problem detection to eliminate the need for costly retrofits
or redesigns and possible loss of irreplaceable systems such
as spacecrafts or particular airborne equipment are immediate
considerations for performing the analysis.

d. High criticality systems (crew and mission critical) alsc warrant
the analysis. Low criticality systems may be eliminated from
consideration as long as no active control functions are per-
formed in these systems.

e. Unresolved system problems that have not been found by other
analyses or tests are also good candidates for Sneak Analysis.

f. A high change rate in the baseline design can also be used to
justify the analysis.

Sneak Analysis is a cost-effective tool in all phases of program
development, but the analysis results exhibit a pronounced
effectiveness in early development phases, and particularly
in the Full-Scale Engineering Development Phase.

2. Determining applicable systems

a. Systems which perform active functions are the primary candidates
for Sneak Analysis. Electrical power, distribution and controls
have traditionally been the main areas for hardware analysis.
Computer programs which actively control and sequence system
functions are good software candidates.
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b. Passive systems that do not affect the overall program operation
can be omitted from analysis consideration.

e o o i e s i S kAl

; ; ¢. Sneak Analysis can and has been successfully implemented on complete

i vehicle or program applications, as well as limited subsystem or

' functional applications. The analysis is best performed on con-
figurations involving numerous system interfaces and large size
systems.

d. The applicable systems should be completely specified by component
or instruction level documentation in the form of schematics,

: drawings, wire 1ists and source computer program code so that

: the analysis can be conducted at the "as-built" and "as-coded"

levels, recpectively.

t ' e. Detailed analysis of critical systems can be performed by blending
i : various analysis techniques which bring to bear the best features
of each analysis in identifying design and fault related problems.

k i 3. Scheduling requirements

a. Sneak Analysis should be scheduled so that final project results
are obtained and can be adequately evaluated by the procuring
activity and equipment manufacturers prior to the end of the
Full-Scale Prototype Development Phase.

b. The preferrcd start time is prior to CDR in the Full-Scale Engineer-
ing Development phase. Optional change analysis should be con-
sidered to track the resulting system changes brought about by CDR.

c. Timely results can be obtained for all scheduled Sneak Analysis
projects and also for those projects which are intended to
identify a single test, operational or fleet problem. For single
problem oriented Sneak Analyses, limited system scoping and
available documentation can provide project results as soon as
one to two months into the project schedule.

LRSS S I

d. Orderly scheduling of Sneak Analysis can be based on the average
four to six month project duration.

. 2.5 Tailoring Requirements. This section contains brief descriptions of
f the Sneak Analysis talloring process, RFP and SOW considerations, and guidelines
for monitoring task activities. The items are:

1. Tailoring process - When cost and schedule considerations effectively
constrain a broad system application of Sneak Analysis, the procuring
activity may reduce the scope of the effort to a smaller number of
systems, components and functions. The tailoring process will reduce
the quantity of hardware components and software insvructions, but
this should not affect the depth of the analysis. Particular care
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must be exercised to ensure that the desired functions identified as
in-scope are complete and adequately documented. Sneak Analysis can
also be combined with other analyses to achieve an even greater
reduction in overall cost for required analyses,

Proposal considerations

a. Sneak Analysis Specification requirements (hardware and software)
are presented in Section 3.4.1 and Appendix I. The specifica- .
tions are developed for performing Sneak Analysis at the detailed
companent and program instruction level.

b. Request for proposal considerations referenced in Section 3.4.2.1
have been developed, which identify and describe the various tasks
involved in the Sneak Analysis process. These items are intended
to provide the procuring activity with necessary and sufficient
project requirements, competitive and sole-source considerations,
and the fundamental analysis approach. Table 2-4 presents the
outline for the RFP and evaluation criteria.

TABLE 2-4. OUTLINE OF A SNEAK ANALYSIS REQUEST FOR PROPOSAL
AND EVALUATION CRITERIA

REQUEST FUR PROPQSAL (RiP) OUTLINE
1. PROGRAM NAME 8. DATA REQUIREMENTS
2. PURPOSE OF RFP 9. TASK DESCRIPTIONS
3. SCOPE OF EFFORT 10. DELIVERABLES
4. APPLICABLE SUBSYSTEMS 11. MISCELLANEOUS
5. ANALYSIS DEPTH 12. FACILITIES & SECURITY
6. CHANGE ANALYSIS OPTION 13. €O0ST
7. ADDITIONAL ANALYSES 14, TIME REQUIREMENTS
EVALUATION CRITERIA (EC)
1. UNDERSTANDING PROBLEM 4. COST
2. RELEVANT PAST PERFORMANCE 5. SCHEDULE
3. CAPABILITY TO PERFORM
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¢. Evaluation criteria are provided in Section 3.4.2.2, which
will aid the procuring activity in evaluating contractor
responses to the RFP's and selecting the contractor to
perform the analysis. Important criteria are applicable
contractor experience, intended approach, cepth of analysis,
and cost. !

d. A majority (84%) of the Sneak Analysis projects have been
awarded as sole source Firm Fixed Price contracts. Cost-
Plus-Fixed-Fee contracts are awarded for long duration
Sneak Analysis projects, large system analyses, and thuse
projects with optional change analysis.

3. Statement of Work requests - Example SOW's and associated instruments
have been developed and are presented in Appendices C through H.
The information includes:

Hardware Sneak Analysis

Software Sneak Analysis

Integrated Hardware/Software Sneak Analysis

Data Item Description

Third Party (Proprietary) Data Working Agreement
Project Scheduie

Combining Sneak Analysis with Other Analyses

- a0 o

Q

4. Procuring activity monitoring guidelines

a. Data acquisition has customarily been assigned to the procuring
activity, otherwise extra cost is incurred. Proprietary data
from vendors and contractors typically requires data agreements
which may require significant time to acquire.

b. Sneak Analysis report evaluation and coordination at problem
review boards and engineering change boards are an important
procuring activity function.

c. Liaison, contract menitoring, contract modification and project
closeout are the remaining procuring activity functions.

2.6 Cost Estimation Techniques. This section provides a brief method to
estimate cost for Snedk Analysis projects and also provides several -indicators
which relate preject cost to program level cost. The calculation of project
cost and allocation of program budget considerations are as follows:

a. The cost,offﬁhéak Analysis is computed on the basis of the number and
type of”hardware'components and the number and type of computer
program language instructions, Table 2-5 is used in cost computa-
tions and assumes the performance of a detailed hardware Sneak
Analysis for all of the components in the estimate, Table 2-6
provides an example calculation of project cost for a typical
system. Software Sneak Analysis cost is approximately $10 per
assembly language instruction.
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F 1 TABLE 2-5. COST FACTORS FOR DIFFERENT PART TYPES
| ’ ' WETGHTING WETGHTING FACTOR PERCENT
g , . PART_TYPE FACTOR TOLERANCE TOLERANCE
3
; $/PART $/PART
| RESISTORS, CAPAC- .
g | ITORS, COILS 29 I8 ~28%
f RELAYS, TRANSIS- .
| TORS, SWITCHES 79 211 ~14%
SMALL-SCALE
INTEGRATED s
CIRCUITS (SSI) 164 214 ~ 9%
MEDIUM-SCALE .
CIRCUITS (MST) 284 14 - 4y
LARGE-SCALE
INTEGRATED .
CIRCUITS (LSI) 468 25 ~ 5%

GENERALIZED COM-

PONENT MIX (USED

WHEN ACTUAL COM-

PONENT MIX IS '

NOT KNOKN) 94 =19 . -20%

TABLE 2-6. SAMPLE CALCULATIONS 'i
NUMBER ,~ WEIGHTING _ COMPONENT COST ;
OF PARTS "' FACTOR COST . TOLERANCE i
= Y
RESISTORS, CAPAC- 400 X 29/PART =_$°11,600 = 23200 2
ITORS, COILS _— i
RELAYS, TRANSIS- 200 X I9/PRRT = 15,800 =~ 22200 4
TORS, SWITCHES - 3
ss1 1507 X 164/PART = 24,600 =~ <2200 5
MS1 .~ foo X 284/PART = 28,400 =~ %1400 ‘
LSI 50 X 468/PART = _ 23,400 =~ 11200
TOTALS 1,000 $103,800  =~¥10,200 ¥
3 | :
{ 18 ;
1
r S 2 m
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b. Sneak Analysis can be scoped to individual ,systems, subsystems, and
functions. Excessive scoping, however, could limit the analysis
effectiveness by eliminating the detailed function tracking which
is typically developed across system boundaries.

c. Sneak Analysis can be contracted for on an incremental basis on one or
more of the higher criticality systems for which documentation is
readily available, and concluding with the additional systems as data
for these systems become available.

d. The procuring activity can expect annual program costs for Sneak
Analysis and problem resolution to range from 0.1% in the early
development phases to approximately 5% in the later phases. There
are significant cost and risk penalties associated with Tate identi-
fication and resolution of system problems.

e. The ratio of Sneak Analysis cost to total change cost ranges from
approximately 50% in the Concept phase to 0.5% in the Unlimited
Production phase.

f. The percentage of Sneak Analysis cost for the entire program duration
averages approximately 0.06% for the Space, Airborne and Ground/Water
environments, with the highest level at 0.4% and the lowest level
at 0.0001%.

g. Space Environment correcticn costs are the highest overall for the
three environments, while the Ground/Water Environment has the
highest single phase correction cost during Unlimited Production.

h. Prog?am budget for the analysis should be allocated in the formulation
of the reliability program plan and maintained throughout the
flevelopment cycle for the desired schedule start time.

i. Since Sneak Analysis can be effectively biended with other anaiyses,
reduced project costs for the combined analyses can be achieved.

2.7 Conclusions. Guidelines for application of Sneak Analysis have been
developed and presented throughout this document with the aim of informing
prospective and current project procuring activities about the nature, function,
and roles of Sneak Analysis, which is Task 205 in MIL-STD-7858, The guidelines
present pre-contract considerations, contracting methods, analysis scheduling,
cost astimation, system applicability, expected results, and task monitoring
activities. A thorough reading of the document will provide the procuring
activity with the knowledge to effectively contract and manage a Sneak Analysis
effort.




SECTION 3

3. TASK DETAILS

This section contains the detailed task requirements and results. The task
requirements are reproduced from the SCA Application Guidelines Statement cf Work,
The task results presented are the detailed text materials, charts, figures, and
tables generated during the course of this effort. The material included is in-
tended to show the basis of the trends, requirements and descriptions for Sneak
Analysis Applications.
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The first five tasks represent the Application Gu.dclines effort while the
sixth and final task represents a feasibility study effort.

3.1 Task 1 - SCA Data Cullection and Analysis. Task 1 - Collect and

; analyze data on previously performed Sneak Circuit Analyses for hardware and,

: if possible, software efforts. The data to be collected shall include: the

: system/equipment nomenclature, the program contract dollar value, the phase of
development, the sneak circuit requirements, the Sneak Circuit Analysis costs,
the Sneak Circuit Analysis results and effectiveness, the types and complexity
of equipments or systems to which the analysis was applied, and the criticality
of the mission of the equipment or system. The data shall be collected for a
statistically significant number of equipments for ground, airborne, and space

‘ environments. This does not preclude the use of engineering design judgment

: relative to equipment types not included in the available Sneak Circuit Analysis

data base. These equipments shall be selected to be representative of current

1 : design technology.

This task.required the collection of pertinent data on the 111 Sneak
Analysis projects performed by The Boeing Company from 1967 through March 1981.
The information is included in tabular form in Appendix A of this report. The
projects have been chronologically divided within four main program environments

including:
1. Space j
2. Airborne §
3. Ground/Water
4. Exclusions

The report formats for the Project History Tables contain the following
category descriptions:

1. Project. The vehicle or project name for the Sneak Analysis task.
When designated portions of the vehicle or project were analyzed, ]
the subsystems were identified in the Equipment/Subsystem I
Requirements category.

2. Program Contract Value. This is the overall contract dollar level
for the program or vehicle, not the designated subsystems. Program
contract values were extracted from various scurces, including:
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a. 1980 DMS Market Intelligence Reports
b. U. S. Military Aircraft Data Book, 1978
c. U. S. Missile Data Book, 1980

The contract value is a rough indicator of program cost which includes
research, development, test and procurement. The contract values
presented are applicable as of the date of award of the Sncak
Analysis contract.

In some instances the cost shown is for an entire line of equipment
because the cost for the single configuration being analyzed could
not be determined from the total. Where project costs could not be
determined, an estimation of cost is provided and is flagged by an
asterisk (*).

3. Equipment/Subsystem Requirements. This category contains the systems
or subsystems, equipment interfaces, software, experiments, test equip-
ment and other miscellaneous boundaries that are considered to be with-
in scope of the Sneak Analysis task. Only the primary areas of the
analysis are identified.

4. Equipment Criticality. Numerical values which indicate the criticality
of the system/subsystem analysis. The values are:

a. 1 - Loss of Life
b. II - Loss of Mission
c. IIl - Mission Degradation

5. Equipment Classification. The €3 designation which provides a high
level indication of system function:

a. Command
b. Control
¢. Communication

6. Equipment Type. This is a broad categorization of the equipment or
software under analysis. For hardware systems, the entries were:

a. Relay logic. Circuitry composed of relays (inductive loads
with accompanying switch contacts). This category of
equipment also includes display panels with manually
operated switches and operator display devices.

b. Digital. This involves two-state discrete and integrated
circuit components.

c. Analog. Circuitry which processes continuous functions
for varying voltages and currents.

d. Microprocessor. Typically a digital system which controls the
operation and timing of a system based on input software.

For software systems the entries were:

a. High-Order Language. A programming language whose statements
are translated into more than one machine language instruc-
tion. Examples are FORTRAN, COBOL and PLI.
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b. Assembly Language. A symbolic form of machine language with
instruction mnemonics and operands. In general, one state-
ment in assembly language corresponds to and {5 translated
into one machine language instruction.

7. Development Phase. This is the phase of the project development or pro-
duction at the time of the Sneak Analysis procurement. The development
phases may be referenced in Figure 3-1, which depicts the DoD Acquisi-
tion Phasing. Two abbreviations used are FSED (Full-Scale Engineering
Deve]opment? and FSPD (Full-Scale Prototype Development).

FULL SCALE DEVELOPMENT | PRODUCTION / DEPLOYMENT

ACQUISITION PHASES CONCEPTUAL | VALIDATION

ENGINEERING | PROTOTYPE PLOT UNLIMITED
WILESTONE uué%ous nu&}out MILESTONE  MILESTONE
0 i 1iA 1ie i1

00D (MENS) (0SARC 1) (DSARC 2) (OSARC 2)  (DSARC 3)
PROGRAM —p APPROVAL  APPROVAL TO APPROVAL FOR APPROVAL FOR  PRODUCTION

MLESTONES  OF MISSION  DEMONSTRATE  FULL-SCALE LINITED RELEASE
NEEO AND  ° SELECTED  EWGINEERING PRODUCTION  APPROVAL FOR

PROGRAN  ALTERNATIVES ~OEVELQPMENT FROT& € SERVICE

INITIATION USE (ASV)

OEPARTMENT OF OEFENSE DIRECTIVES 5000.1, 5000.2

POR I CDR PRODR FACH
PREL IMINARY CRITICAL PREPRODUCT 10M FIRST

DESIGN DESIGN RELIABILLYY ARTICLE
REVIEW REVIEW DESIGN CONF IGURAT 10N

REVIEW INSPECT lr

Figure 3-1. DoD Acquisition Phasing

8. Type of Analysis. This is an identification of the analyses performed.
Many of the analyses shown are single functions, such as hardware or
software Sneak Analysis. Some Sneak Analysis projects, however, involve
a blend of analyses types, including Failure Modes and Effects Analysis
(FMEA), Fault Tree Analysis (FTA), Common Cause Failure Analysis (CCFA),
Fault Hazard Analysis (FHA), and Preliminary Hazard Analysis (PHA),
also referred to as a Gross Hazard Analysis (GHA). Interface Analysis
between hardware and software systems is also included.

9, Sneak Analysis Contract Dollars. This is the total contract value for
the performance of the analysis effort. If the type of analysis
category indicates multiple hardware analysis techniques, the listed
cost is for all of the analyses combined.

10. Reports. Included in this category are the numbers and types of reports
issued during the Sneak Analysis effort. The reports are the primary

outputs of the analysis effort. The acronyms used for this category are:

SCR - Sneak Circuit Report
DCR - Design Concern Report
DER - Drawing Error Report
SSR - Sneak Software Report
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e. SDCR - Software Design Concern Report
#, SDER - Software Drawing Error Report

The first three acronyms are for hardware related equipment or ducumenta-
tion, while the last three acronyms are related to software or software
documentation.

Tha SCR's and SSR's are conditions identified in lhe system (hardware/
software) which will inhibit the occurrence of a desired function or
will generate the occurrence of an undesired function, without regard
to equipment or software failure.

The DCR's and SDCR's are conditions identified in the system which could
affect performance and reliability, or where undesirable design prac-
tices have been found.

The DER's and SDER's are conditions identified within the documentation
(e.g., schematics, wire lists, procedures, 1istings) supplied by the
dbuilding contractors or agencies.

11. Dates and Period of Performance. The year(s) and number of calendar
months denoting the period of performance are included in this category.
The contract initiation year is important to the Program Contract Value
category and to tne Development Phase category.

3.2 Task 2 - Detailed Study of SCA Effectiveness. Task 2 - lMerform a de-
tailed study using the data collected to determine the cverall effectiveness of
a Sneak Circuit Analysis considering cost of performing the analysis, the type,
complexity, mission criticality, phase of development, and envircnment of the
equipments or systems.

L Ay

Analyses shall be performed to equate effectiveness (number of sneak paths, 5
timing errors, drawing errors, etc. discovered) uf the analyses to depth, com- p;
plexity and costs of the analysis required. A1l assumptions used in this analysis g
shall be defined and justified,

Information in the Appendix A Project History Tables has been organized
chronologically by the application environments of the hardware and/or software
projects. The hardware/software composition of the projects, including *he
program environments, is displayed in Figure 3-2.

The total sample of this analysis effort consisted of 111 Sneak Analysis
projects. Mine of these projects are listed in the Project History Table under
the heading of Exclusions. These projects are either classified, proprietary :
or contain written agreeients which 1imit distribution of results. There are :
a total of 102 Sneak Analysis projects which are distributed and reported in the 1
remaining Project Tables. The distribution and categorization of projects are \‘ X

as follows:
1. 87 Hardwarc Projects {._

2. 7 Hardware/Software Projects
3. 8 Software Projects
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EXCLUDED
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HARDWARE
PROJECTS
(SCA)

= COMPOSITION
» 61 HARDWARE
ONLY

& 33 COMBINED

ANALYSES

I~ ENVIRONMENTS b= ENVIRONMENT $
® 18 SPACE ® 0 SPACE
o S2 AIRBORNE ® § AIRBORNE

® 28 GROUND /waTEm | © ¢ GROUND/WATER

Figure 3-2. Sneak Analysis Project Summary

Because of the small number of software projects, each of the combined
hardware/software projects was split and counted as a single hardware project
and a single software project. The number of projects was then revised to 109
and redistributed and recategorized as follows:

1. 94 Hardware Projects
2. 15 Software Projects

The composition of the 94 hardware projects was broken down one step further
and categorized as foliows:

1. 61 projects were for hardware SCA only
2. 33 projects involved a blending of hardware SCA with additional analyses
These additional analyses involve one or more of the following:

a.

Q. TFO D QOO

Change Analysis

Procedure Analysis

Mission Support and Analysis

Preliminary Hazard Analysis

Fault Tree Analysis

Failure Mode and Effects Analysis and Criticality Analysis
Common Cause Failure Analysis

Power and Load Analysis

Worst Case Analysis

Accident Analysis
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k. Grounding Analysis
1. Fault Hazard Analysis
m. Mean-Time-Between-Failure Analysis
n. Load Switching Analysis

The composition of the 15 software projects can be broken down into two
; categories, as follows:

a. 13 Assembly Language Projects
b. 2 Combined Assembly Language and High Order Language (HOL) Projects

On the basis of the 109 separate hardware and software projects, 86% of the
projects are hardware related, while 14% of the projects are scftware related.
In general, the beginning of the hardware Sneak Analysis capability can be traced
to the 1967 time period, and software Sneak Analysis can be traced to the 1973
time period. Hardware technique development and limited usage of the technique
can be considered to have begun in 1967. Software technique development began
in 1973 and was further developed in study contracts in the 1975 and 1976 time
period. Software analysis application projects began in 1977. Thus, the number
of software Project History Table entries is low because the technique implementa-
tion ?as its origin in the 1977 time period, a ten year lag behind the hardware
technique.

: The Project History Table entries are categorized by the following three
i Mission Environments and grouped by hardware and software, as follows:

. 1. Space Environment
? ] a. 18 Hardware Projects
: b. 0 Software Projects
2. Airborne Environment
a. 52 Hardware Projects
b. 9 Software Projects
3. Ground/Water Environment
a. 24 Harcware Projects
b. 6 Software Projects

The number of projects performed in any one environment is highest in
Airborne, followed by Ground/Water and lowest in Space. While the number of
actual projects performed in the Space Environment is lowest, this environment
accounts for the longest average project duration and the largest average
project funding.

The following subsections of Section 3.2 contain a summarized collection
of tabular data. Some of the tables represent a particular data arrangement
of the entire Appendix A Project Tables, while others are separate tables for
the Space, Airborne and Ground/Water Environments. Numerous tables have been
omitted from this report because no clear trends were identified in the data.
This approach provides an in-depth insight into the relevant Project History
data. The major areas of study are:
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1. Sneak Analysis Project Phasing
2. Sneak Analysis Project Costing
3. Program Costing

4, Sneak Analysis Project Equipment

3.2.1 Sneak Analysis project phasing. A detailed study of Sneak Analysis
project phasing has been performed which examined various parameters in relation
to the overall program development phases. Each Sneak Analysis project was
categorized into one of the following program development phases:

Conceptual (CON)

Validation (VALID)

Full Scale Engineering Development (FSED)
Full Scale Prototype Development (FSPD)

. Pilot Production (PP)

Unlimited Production (UNP)

* o =

D B WA~

Detailed tabular data are presented for the following item comparisons:

Phasing/Number of Sneak Analysis Projects
Phasing/Number of Sneak Analysis Reports
Phasing/Equipment Type

Phasing/Equipment Criticality
Phasing/Equipment Classification

WA=

3.2.1.1 Phasing/number of Sneak Analysis projects: With the exception of
one Ground/Water Environment project, all Sneak Analysis projects have occurred
in the last four program development phases, as shown in Tables 3-1, 3-2 and 3-3,

The tables illustrate the distribution of hardware and software Sneak
Analysis projects keyed to initiation of the analysis in the various program
development phases. Hardware in this context refers to a hardware Sneak

Analysis, which may include additional hardware analyses and may also be combined
with a software analysis.

The largest number of projects are hardware types, accounting for 86% of the
samples, while software occurs in 14% of the samples. No software projects have
been performed for the Space Environment nur for two program phases of the
Ground/Water Environment. Virtually no hardware or software projects have been
performed in the conceptual or validation phases. Sneak Analysis could have
utility in support of PDR at the validation phase, but no projects have been
undertaken to do so. Performing the analysis earlier in the development cycle
should save program dollars since changes increase in cost as the program matures.

As a composite, the ranking of projects by phase is as follows:

1. Unlimited Production - 35%

2. Full Scale Engineering Development - 26%

3. Full Scale Prototype Development - 21%

4, Pilot Production - 17%

5. Validation - 1%

6. Conceptual - 0%
26
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TABLE 3-1 PROJECT PHASING/PROJECT TYPE, SPACE ENVIRONMENT

DAVELOPMENT
ProJscT concart |vauioaTion| eseo ) mﬁ.‘@;,o,.]};g'ggg}g,[ TOTALS
HARDWARE 0 0 6 1 4 7 18
SOFTWARE 0 0 0 0 0 0 0
TOTAS 0 0 6 1 4 7 18

TABLE 3-2 PROJECT PHASING/PROJECT TYPE, AIRBORNE ENVIRONMENT

DEVELOMAENT
prOJEcT ST CONCEFT |VALIDATION|  FSED 100 badosation ,.gggggfg,,[ TOTALS
HARDWARE 0 ) 8 19 5 20 52
SOFTWAKE 0 ] 1 2 4 2 9
TOTALS 0 0 9 21 9 22 61

TABLE 3-3 PROJECT PHASING/PROJECT TYPE, GROUND/WATER ENVIRONMENT
DEVeLOPMENT
ProJECT CONCEPT |vAuDaTION|  msED PO  lonopoerion|PaasitTeD | roTaLs
N HARDWARE 0 1 9 1 3 10 24
SOFTWARE 0 0 4 0 2 0 6
TOTALX 0 1 13 1 5 10 30
27
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As a composite, the ranking of projects by Environment is as follows:

1. Airborne -~ 55%
2. Ground/Water - 28%
3. Space - 17%

The projects occurring at FSED were generally undertaken to support program
CDR, and are most notable ?percentage wise) in the Space and Ground/Water
Environments. The projects occurring at FSPD are predominantly for the Airborne
Environment. This program phase supports the equipment/software assembly effort
prior to DSARC 2, approval for operational test and evaluation. Pilot Produc-
tion projects are equally distributed between the three environments on a percent-
age basis. This phase supports the DSARC III milestone, which is approval for
full-scale production. The last program phase is Unlimited Production and repre=
sents the largest occurrence of Sneak Analysis projects. Many of these projects
were undertaken to identify problems encountered in fielded systems or when
modifications were made to fielded systems.

3.2.1.2 Phasing/number of Sneak Analysis reports: The following tables
contain a cross~section of hardware and software Sneak Analyses reports by
program development phases. The hardware report types are:

a. Sneak Circuit Reports (SCR's)
t  Design Concern Reports (NCR's)
¢. Drawing Error Reports (DER's)

The software report types are:

a. Software Sneak Reports (SSR's)
b. Software Design Concern Reports (SDCR's)
c. Software Drawing Error Reports {(SDER's)

The SCR's and SSR's are conditions identified in the system (hardware/soft-
ware) which will inhibit the occurrence of a desired function or will generate
the occurrence of an undesired function, without regard to equipment or software
failure.

The DCR's and SDCR's are conditions identified in the system which could
affect performence and reliability, or where undesirable design practices have
been found.

The DER's and SDER's are conditions identified within the documentation
(e.g., schematics, wire lists, procedures, 1istings) supplied by the manufacturing
contractors ur agencies.

Table 3-4 represents the composite environment report averages of all

Sneak Analysis projects, while Tables 3-5, 3-6, and 3-7 represent the report
averages for Space, Airborne and Ground/“ater Environments.
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TABLE 3-4. PROJECT PHASING/REPORT AVERAGES, COMPQSITE

. OAVALOMNT
gnn'gl" concart |vaudarion|  read PR bngooetion|mesiT® | avenaoes
NAROWARR
sea's 0 ] 3% 1 10 7 18
ocn's ] 0 17 12 u 8 11
oan'S 0 0 140 28 2% 22 82
upToTaLs 0 g 193 51 a7 7 79
20ITRARS
e 0 0 3 3 18 7 10
EY- 1) ] 0 12 9 a3 12 18
tons 0 0 ‘ 13 w u a
sysroras 0 0 19 (4 78 43 «

Table 3-4 illustrates a definite trend in average number of hardware reports
released by program phases, The trend indicates that the earlier in the program
development cycle, the greater the number of reports released., This same trend
is also present within each of the three report types. This appears to be an
expected result. In the FSED phase, the design is primarily a paper design, with
1ittle hardware equipment. Design oversights and problems with merging of various

- technologies into meaningful systems and functions occur at this phase. The FSPD
‘phase involves the fabrication and 1imited subsystem testing which eliminates some

of the more obvious equipment problems., Pilet production brings all of the systems
together for a complete articie which can be used for operational evaluation. At
this phase, many of the true sneak conditions emerge that were not detected and
corrected in the design phases. The Unlimited Production Phase shows the overall
lowest average number of reports. This should also be an expected result, since
many of the sneak conditions should have been found in prior reviews, tests, and
evaluations. There are, however, still a significant number of reports released
in this phase which identify conditions embedded in the equipment. Additional
reviews and more extensive testing may bring the number of conditions down, but
there appears to be a threshold level of conditions which are not adaptable to or

identifiable by other analyses.

. Table 3-4 illustrates a different trend for software report averages,
possibly due to the 1imited number of projects. The curve rises slowly in the
FSED and FSPD phases, peaks in the Pilot Production Phase, and declines slowly
in the Unlimited Production Phase. Since software Sneak Analysis has been used
primarily with completed software system code, the predominant phases of project
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performance are understandably in the Pilot and Uniimited Production Phases.
Detailed design, but 1ittle or no complete software code, is available at FSED.
FSPD results in some code development, primarily in the form of modules or sub-
routines, however, no composite code is available. The interconnecting module
Tinkages are still design concepts, and are implemented in the latter stage of
this phase. When the entire software code is integrated together at the Pilot
Production Phase for test, evaluation, and operational usage (equivalent to the
lattfer stages of verification and va11dationg, the greatest number of software
problems are identified. This also includes the Unlimited Production Phase,
where field experience problems and system modifications are the principal areas
of the analysis.

Table 3-4 is built from actual project data but it may provide a misleading
trend. The trend apparently indicates a greater prcblem finding capability in
the latter development phases when the cost to the procuring activity for cor-
recting problems is highest. This is a fundamental error in approach. In a
well organized development plan, analyses should be scheduled early enough in
the program development cycle to identify and correct design and operating prob-
lems ir a cost effective manner. The trend results, however, are heavily skewed
by actual results, which theoretically will change as additional projects are
performed in Sneak Analysis. The most important element which will cause this
software report trend to change will be the acceptance and use of software Sneak
Analysis in software verification and validation efforts. Analysis will then be
directed to detailed system design and discrete program modules in earlier
development phases. Analysis can then be performed on sections of code and
design before the complete software package i5 available. The anticipated problem
report levels of software Sreak Analysis in the earlier development phases should
then be roughly equivalent to those for hardware Sneak Analysis. Table 3-4 would
then contain similar trends for hardware and software projects. The high software
report averages in the last two phases may alsn indicate a higher number of
reportable conditions for software than for hardware.

Tables 3-5 through 3-7 illustrate the project Sneak Analysis Report
averages for the Space, Airborne and Ground/Water Environmants. These tables
show (individually) some differences from the trends identified in Table 3-4.

TABLE 3-5. PROJECT PHASING/REPORT AVERAGES, SPACE ENVIRONMENT

T
AnaLrsis concarr lvaupation| nw ,,,;‘gg.;,,,},gggggfg,, AveRaces
HAROWARE
cR's 0 0 39 58 20 7 43
ocr's 0 0 13 0 21 8 L)
Der's 0 | o 431 67 60 14 166
sueroTas 0 0 548 122 101 29 223
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The Space Environment appears to follow the composite trends in Table 3-4
most closely. This environment also illustrates the highest a as.per project;
this is due to the fact that three of the FSED projects are Apollo/ASTP, Skylab
and Shuttle, which are long duration and high funding projects. Even with these
projects removed, the nverall trend of a declining number of reports by phase and
beginning at FSED is still present. A minor "glitch" occurs at FSPD since this
contains a single project result, and represents an early analysis project when
emphasis was on Sneak Circuit Reports, not on Design Concern Reports. No software
projects were performed in the Space Environment.

TABLE 3-6. PROJECT PHASING/REPORT AVERAGES, AIRBORNE ENVIRONMENT

ORVELOPANT

E:;&;;l'! concapT [vauoation|  sse0 M0 lemoosorion PRy eman] AverAcEs

anceare
SCR's 0 0 20 8 6 5 9
ocR's 0 0 15 12 5 7 10
osR’s 0 0 4 27 12 22 26
SURTOTALS 0 (] 80 47 23 k2 45

SOPTWARE
tsn's 0 0 2 3 17 7 10
socR's 0 Q 8 9 20 12 14
sows 0 0 2 13 32 24 23
SUBTOTALS Q Q 12 25 &9 43 47

TABLE 3-7. PROJECT PHASING/REPORT AVERAGES, GROUND/WATER ENVIRONMENT

e |
ANaLY3iS concart [vaunation|  eseD PO  |pmonu ol PROSUCTION] Avaraces
AARDWARS
SCR'S 0 0 8 14 4 11 9
oca's 0 0 18 13 8 9 12
oex3 0 0 3 18 6 26 24
SusToTALs 0 0 57 45 18 a6 48
SOFTWARE
IR'S 0 0 4 0 3} 0 10
30CR'S 0 0 13 0 0 0 18
soen's 0 0 5 0 48 0 19
JUSTATALS q Q 21 q 99 0 4

31

e o4t v e SRR L LUKk b L0 e Sk, 4}, KRR =5 . 1ot 7

- L TR ;.
Sl -:"1’1&‘-:-‘({'#;;” R

o ARMET YR pad © drhdad AL i ot AT o sttt e nt o

[P ST R

X oo, s ek S

R PR PV R AU T T T PR

Gl TR 1y e T



nkiaiias .. o

e T e e R

Tables 3-6 and 3-7 show similar trends for th: hardware and software projects.
The overall number and types of reports are virtually identical for hardware and
are similar for software. The only deviations occur in hardware for two distinct
phases, most notabiy in the Pilot Production Phase and then in the FSED Phase.
The hardware report levels in the Pilot Production Phase are somewhat below the
composite trendline and may be due to the limited number of projects (12) in this
category. The Ground/Water Environment, while following the overall trend, is
low in the average number of SCR's released.

The software curve is predominantily influenced by the Airborne Environment
projects, and appears to be repeated in the Ground/Water Environment, where only
two phases are represented.

The averages (mean) for Tables 3-4 through 3-7 are presented in the right-
hand position of each table. Standard deviations and variances within and across
phases apparently show no correlation because of the range of data.

3.2.1.3 Phasing/equipment type: Each of the Sneak Analysis projects has
been categorized by one or more equipment type names. The equipment type names
describe the type of hardware and/or software that are predominant in the Sneak
Analysis project. Selecting these names is more a function of the specific sub-
systems analyzed than that of the overall program. For example, the system
analyzed may be an Automated Flight Control System with a high digita: composition
placed inside a vintage airplane that is predominantly analog or relay driven.
The categorization for this project would then be digital, even though the air-
plane circuitry is predominantly relay logic. Up to six equipment type names
could be applied to describe any sirgle project. As such, the multipie typing
of some projects results in a total of 167 equipment type names.

Table 3-8 illustrates the equipment composition of all 109 Sneak Analysis
projects.

TABLE 3-8 PROJECT PHASING/EQUIPMENT TYPE, COMPOSITE

S
gt CONGIPT |vAULIDATION|  FSED PIP0  {pnobeTioNIraaE T ioe| TOTAS

RELAY Q 1 14 8 [ 27 56
DIGITAL Q Q 14 17 ] 13 54
ANALOG 0 1 b 10 7 7 32
MICROPROCESSOR Q Q 1 4 1 2 8
ASSEMBLY Q Q 5 2 6 2 18
HOL Q 0 1 Q 1 0 2

TOTALS ) 2 42 41 31 | 51 167
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Relay logic and digital logic systems account for 66% of the equipment
composition for Sneak Analysis projects shown in Table 3-8. The Sneak Analysis
technique was developed originally to handle relay logic, which in many ways is
similar to the two state logic of digital equipment. Analog equipment accounts
for 19% of the overall totals, followed by assembly languages at 9% and micro-
processors and High Order Languages for the remaining 6%.

This table does not illustrate a definite trend ar~ appears to indicate that
equipment types analyzed as a function of development pnase are not correlatable.
Overall totals in Table 3-8 indicate a relatively flat or equal occurrence of
equipment types by phase. However, the Space Environment has a higher average
rate of combined equipment projects (1.8), than either the Airborne Environment
(1.6) of the Ground/Water Environment (1.4). The overall average is 1.6 equip-
ment types per project.

The overall table is composed of approximately 50% single equipment type
projects and 50% multiple equipment type projects. By eliminating development
phase and substituting time in yearly increments beginning with 1967, it can be
shown that a majority of single equipment analysis projects occurred in the early
historical phase (prior to 1976), while the more recent projects (1976 to present)
have been blends of two or more equipment types.

3.2.1.4 Phasing/equipment criticality: The following tables contain a h

cross-section of hardware and software criticality rankings by program develop-
ment phases. The descriptions of criticality are basically:

a. Criticality 1 - Loss of Life
b. Criticality II - Loss of Mission
c. Criticality IIl - Mission Degradation

An additional criticality level of rank 4 was included in the original
criteria, but based on an analysis of the projects, no entries were made and
this category was removed from the tables.

TABLE 3-9. PROJECT PHASING/CRITICALITY RANKING, SPACE ENVIRONMENT

°.Vl’l.w:n
RMICALTS concarr |vauation]  rssn P |pnooierion|reocaerio ] voraus.
HARDWARR -
' Q Q 3 1] q 3 §
" 0 0 3 1 4 4 12
L] Q 0 Q 0 0 Q
SUSTOTALS 0 0 [ 1 4 7 18
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TABLE 3-10. PROJECT PHASING/CRITICALITY RANKING, AIRBORNE ENVIRONMENT

DEVELOPMENT
CRITICALTY CONCIPT |vAUDATION|  PSID 7% | oeooucTion]sAOBUCTION TOTAL:
HAROWARE
; o a 2 6 8 16
n 0 0 4 g 7 22
m 0 Q 2 4 § 14
SUBTOTAL 0 0 8 19 5 20 2
SOFTWARE
Ay 0 0 0 1 1 a 2
M1 0 Q 0 Q 1. 2 3
] 0 0 1 1 2 "] 4
SUSTOTALS Q 0 1 2 4 2 9
ToTALS 0 0 9 2 ] 22 6

TABLE 3-11.

PROJECT PHASING/CRITICALITY RANKING, GROUND/WATER ENVIRONMEN

SEVELOMMNT
RITICAUTY concarT |vaLioaTion|  F3ED PR | arcooction|PeosueTion TOTALS:

HARDWARS

. 0 0 2 1 1 3 7

" 0 1 4 Q 2 s 12

" 0 0 0 2 5

SusTOTALS 0 1 9 1 3 10 1
0rTRARS

! 0 0 0 0 K 0 2

" 0 0 3 0 o 0 3

" 0 0 1 0 0 0 1

weToTALS 0 0 s o 2 0 6

Toras 0 ) 13 1 § 10 3
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The majority of Sneak Analysis projects has been confined to the man or
F mission critical subsystems, Criticalities I and 11, respectively. For hard-
ware systems, 80% of the projects are in these two categories, while software
systems occupy 67% of these categories.

The Airborne Environment Table 3-10 accounts for approximately half of the
Sneak Analysis projects and shows pronounced peaks in the hardware FSPD and Un-
limited Production Phases. The distribution of Airborne rankings by Program
Phase is highest for Criticality Il projects, as is the case with the remaining

tables.

Software shows no definable trends and contains too small a sample to 1
analyze in these tables. ;

B iR T e VR

An additional analysis of equipment composition is provided in Table 3-12,
which represents the ranking of equipment classification to program phase for

the composite environments. The predominant program phases are the Full-Scale E
Engineering Development and Unlimitad Production phases. The predominant equip- H
ment classification is the Control system for both hardware and software. The %
Command classification is the next most populous category, since it includes a !
high user interface and contains documented procedure checklists. The Communi- h
cation classification is the Towest category of Sneak Analysis applications, 3
The relative ranking of the categories is: Control ( 60%), Command ( 30%), 3
and Communication ( 10%). g
TABLE 3-12 PROJECT PHASING/EQUIPMENT CLASSIFICATION, COMPOSITE 3 %
| S ¥
y | GasinChTion — = 1~ it ) -
' HARDWARS : §
COMMAND 0 1 1n 8 6 | 18 “ .
; CONTROL ] 1 Px) P31 12 | % 93
3 COMMUNICATION 0 1 ] 5 2 5 21

: SUBTOTALS 0 3 R | R 1} B '
i sorTwant -
E COMMANG 0 0 ) 1 3 1 9 .
CONTROL 0 0 s 2 s 2 pLi ‘2

communicaTion | o | o 1 1 o'l o 2 e

SUBTOTALS ol o L w | ] 31 v &

TOTALS Q 3 52 1L . :
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The Space Environment results for the Sneak Analysis projects are the most
balanced of the three environments, with a relatively high occurrence of projects
in the Communication category. Several of the projects in this sample involved
analysis of spacecraft telemetry systems. Approximately half of the projects
occur in the Control category, which is the lowest percentage level of the
three environments.

The Airborne Environment results illustrate the highest average Control
category level, with approximately two-thirds of the samples in this category.
The Communication category results are the lowest of the entire sample, even
considering that the Airborne Environment represents the largest population of
the three environments.

The Ground/Water Environment contains the highest occurrence of the Command
category in the three environments. The Ground/Water Environment is composed of
many projects which included airborne and missile ground test equipment, nuclear
systems, and drilling equipment. This equipment was designed for extensive
operator interaction. This factor plus the performance of Failure Mode and
Effects Analyses, Fault Tree Analyses, and Common Cause Failure Analyses con-
tributed to the high level (one-third of the samples) for the Command category.

3.2.2 Sneak Analysis project costing. The Appendix A-Project History
Tabies were analyzed for Sneak Analysis cost patterns in relation to various
parameters. The parameters desired were:

Sneak Analysis Cost/Program Cost

Sneak Analysis Cost/Development Phase

Sneak Analysis Cost/Period of Performance
Sneak Analysis Cost/Equipment Type

Sneak Analysis Cost/Equipment Criticality
Sneak Analysis Cost/Equipment Classification
Sneak Analysis Cost/Number of Reports

SO T W N

The category distributions of Sneak Analysis dollar costs were selected in
$100,000 increments to provide a meaningful sample. The costs are raw costs,
unadjusted for inflation. Approximately 75% of the overall Sneak Analysis costs
are under the $100,000 level.

3.2.2.1 Sneak Analysis cost/program cost: Table 3-13 was compiled to
determine the relationship between program development cost and Sneak Analysis
cost.

Table 3-13 illustrates 75% of Sneak Analysis projects are under $100,000,
89% under $200,000, and 95% under $300,000. One-third of the hardware projects
are for programs under $100 mi1lion, and one-third are for programs over
$1 billion. The remaining one-third of the hardware projects are for programs
between $100 million and $1 billion, with a majority of these programs under
$500 million. 40% of the software projects are for programs under $100 million
and 27% are for programs over $1 billion. The remaining one-third of the
software projects are for programs between $100 million and $1 billion, virtually
the same trend as the hardware projects.
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TABLE 3-13. SNEAK ANALYSIS COST/PROGRAM COST, COMPOSITE
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A greater percentage (50%) of Space Environment haraware Sneak Analysis
projects occur with costs greater than $100,000. The majority of projects
in excess of $100,000 is in this environment and represents the Apollo/ASTP,
Skylab and Shuttle projects. The program cost levels under $100 million and
greater than $1 billion account for the majority of hardware Sneak Andlysis
projects.

“irborne Environment hardware projects are more palarized than the other
er . ments, with 31% of the projects under the $100 million level and 46%
over the $1 billion level. Software projects exhibit the same polarization,

Ground/Water Environment hardware projects i1lustrate the same polarization,
but a reversal of the endpcints with the majority of the projects (46%) in the
$100 million range and 25% in the $1 billion range. Software projects are
Timi- _ to under $200 million programs.
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3.2.2.2 Sneak Analysis cost/development phase: Tablie 3-14 was compiled to
determine the relationship between program development phases and the distribution
of Sneak Analysis costs.

TABLE 3-14. SNEAK ANALYSIS COST/DEVELOPMENT PHASING, COMPOSITE

ANAL'
CORTI(X)
o =100 - - W0 N - W > TOTALS
HARDWARE,
CONCEPT 0 0 0 0 0 0
VALID 1 0 0 0 0 1
FSED 18 1 0 1 1 23
FSPD 16 3 1 0 1 2
PP 9 1 2 0 0 12
UNP 26 9 1 1 0 K1/
SuS TOTALS 70 14 4 2 4 [
SOFTWARE

CONCEPT 0 0 0 0 0 0
VALID 0 0 0 0 0 0
FSED 4 1 0 0 0 5
£SPO 2 e 0 0 0 2
pp 5 0 1 0 0 ;
une 1 0 1 0 0 2
SUR TOTALS 12 1 2 0 0 15

ToTALS 82 15 § 2 4 09

Table 3-14 illustrates the same basic project distribution trends as pre-
sented in Section 3.2.2.1. The largest development phase is Unlimited Production,
for 36% of the projects, while the largest Sneak Analysis cost category is under
$100,000, which occurs for 75% of the projects.

By using this table as a base and summing the overall project costs by
development phase, an average cost for Sneak Analysis projects was determined.
The figures used are raw dollar entries and include all projects, including the
three large Space Environment projects. Table 3-15 illustrates the average
project costs per development phase. The double entry numbers appearing in the
last two columns of the table are averages for projects with and without the
three large Space Environment projects.

The overall project cost is $163,000, while the hardware average is $177,000,
and the software average is $75,000. However, the three large Space Environment
projects greatly influence these averages. Removing these three entries from the
tables results in an overall project cost of $75,000, with hardware and software
projects at equal $75,000 levels. In Section 3.2 it was noted that one-third of
the hardware projects were blended tasks involving Sneak Analysis and one or more
related analyses. Since the cost averages shown include the entire hardware anal-
ysis set, the true cost for a hardware Sneak Analysis project is less than $75,000.
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TABLE 3-15. SNEAK ANALYSIS AVERAGE COST/DEVELOPMENT PHASE, COMPOSITE

U T WETYRIT: SR YRR T Y Ca 4 4 18 b - SR o

[ XN ] 199 - 0 0 - 0y - 0 > TOTALS,
HAROWARE t

CONCEPT 0 0 n 0 0

e - I A O P B

301 2 e

FSPO 82 136 2% 0 445 3{"

[ 40 131 2719 0 0 s

UNP 2 139 206 367 0 n

e Tora 2 e | 255 a9 12seas0 1 177/78
SOFTWARE

CONCEPT 0 0 0 0 0 0

VALID 0 0 0 0 0 0

FSED 19 200 0 0 0 5§

F$PD 16 0 ] 0 0 16

PP L X] 0 300 Q 0 88

UNP 't a 255 0 0 148

e TOTALS 30 200 278 0 ) ™

Toras A 142 262 3 2564/0 163/28]

The following distribution of

1. $ 0 - $100,000,
2. $100,000 - $200,000,
3. $200,000 - $300,000,
4. $300,000 - $400,000,
5. $400,000 - Up

The following distribution of
and subject to a limited number of

1. § 0 - $100,000,
2. $100,000 - $200,000,
3. $200,000 - $300,000,
4, $300,000 - Up

costs within hardware projects was noted:

average $ 39,000, Deviation ¥ $26,000
average $138,000, Deviation f $22,000
average $255,000, Deviation = $36,000
average $379,000, Deviation * $12,000
average $2,564,000, Deviation ¥ $1,810,000

costs within software projects was noted
projects:

average $ 39,000, Deviation ¥ $21,000
average $200,000, Single Project
average $278,000, Two Projects

No Projects

Standard deviation calculations were performed for each development phase
in the tables, but no real correlation existed.
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3.2.2.3 Sneak Analysis cost/period of performance: The period of per-
formance {number of calendar months for Sneak Analysis) was examined in relation
to the project cost to determine relevant trends, if any. Table 3-16 provides !
the distribution of Sneak Analysis projects as a function of period of performance. 3

f TABLE 3-16. SNEAK ANALYSIS COST/PERIOD OF PERFORMANCE, COMPOSITE

|
i ol i i

® COST ()
L [ ] e - 208 00 - 0 N8 - W >w TOTALS
HARDMARE :
é 0-3 19 0 0 0 0 19
t 3.6 3 3 0 0 0 3% §
5 6-9 1 5 1 1 0 18
; - 9.12 5 1 0 1 1 a 3
; > 12 2 4 " 0 3 13
;
; SUB TOTALS 70 13 5 2 4 9
\'}
, SOFTWARE ]
0-3 3 0 ¢ 0 0 3
3-6 6 0 0 0 0 6
6-9 3 1 1 0 0 5
9-12 0 0 0 0 0 0
> 12 0 0 1 0 0 1 i
U8 TOTALS 12 1 e Q 0 15
TOTALS 82 " 7 2 ¢ 109 :

From an overall hardware project perspective, the fo]lowing distributions
were determined for Sneak Analysis project duration: i

1. 0 - 3 Months, 20% of Projects
2. 3 - 6 Months, 38% of Projects
3. 6 - 9 Months, 19% of Projects
4, 9 - 12 Months, 9% of Projects
5. > 12 Months, 14% of Projects

Three-fourths of the projects were under nine months in duration and ap-
proximately 60% of the projects were under six months in duration.

From an overall software project perspective, the following distributions
were determined for Sneak Analysis project duration:

A 1 AN ks UL (i Wi o Mk A | SR ARLA it st

1. 0 - 3 Months, 20%
2. 3 - 6 Months, 40%
3. 6 - 9 Months, 33%
4, 9 - 12 Months, 0%
5. > 12 Months, 7%
40
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The trend for software projects appears to correlate with the hardware and
is, in fact, heavily influenced by the method of dividing combined hardware/
software Sneak Analysis tasks referred to in Section 3.2.

E The Space Environment has the highest average project duration of 20 months,
! the Airborne Envivonment project duration is 6.5 months, and the Ground/Water ;
! Environment project duration is 6 months. I

| 3.2.2.4 Sneak Analysis cost/equipment type: Table 3-17 was compiled to I
determine the relationship between Sneak Analysis cost and type of equipment in- ;

| ¢luded in the analysis,
TABLE 3-17. SNEAK ANALYSIS COST/EQUIPMENT TYPE, COMPOSITE

AN v
COST

m‘_l'l'g‘l ) [ER]J 1 -1 200 - 90 KN ] > ToTALR
i RELAY 40 9 3 1 3 56
! DIGITAL : 44 L] 4 0 2 35
' ANALOG 24 1 3 1 3 31
. MICROPROCESSOR 5 0 1 Q 2 8
ASSEMBLY 12 0 3 Q 0 15
HIGH ORDER [} Q 2 Q Q 2
Taras 128 ) 18 16 2 9 167

A meaningful analysis of these tables ¢annot be performed because the
relative percentages of project dollars to the equipment type categories were
not maintained in the historical files and will only be known for the ongoing
Sneak Analysis projects. Instead, the tables can only be used to show the

category distributions,
Individual distributions of hardware equipment types by environment closely

approximate the Table 3-17 hardware entries. 3oftware projects are heavily
distributed in the under $100,000 category.

3.2.2.5 Sneak Analysis cost/equipment criticality: Table 3-18 illustrates
the distribution of Sneak Analysis projects by criticality ranking and by cost

categories.

AL sl i A IO R 67 T o 8 i it 'L, 10 it 4 wn, b dakl

The Criticality I hardware projects in excess of $100,000 occurred for
30% of the projects; Criticality II hardware projects in excess of $100,000
occurred for 29% of the projects; and, Criticality III hardware projects in
excess of $100,000 occurred for only 11% of the projects.
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TABLE 3-18. SNEAK ANALYSIS COST/CRITICALITY RANKING, COMPOSITE

i Fe::igssffﬁan
CIsT(N) v
E CAMNICALTY o - 100K 10 = 300 o - . » e . e AVERAOES
'
§
; | HAROVARE
z 1 21 4 1 0 4 30
: ‘ It 2 8 3 2 0 45
_ 1944 17 2 0 n 0 19
$Ue ToTAL 10 i s 2 4 L) 3
SOFTWARE ' G -
I 3 0 1 0 0 4
11 5 0 1 0 0 ]
e ] 1 0 0 0 s
W TOTAM 12 1 2 0 Q ]' .
ToTAL 82 15 2 4 109

— .- - - ~ - -

QOverall, Criticality I hardware projects resulted in an average project cost
of $402,000; however, this again included the three large Space Environment
: projects. When these three projects were removed, the ovarall Criticality I ,
i hardware cost average was $70,000. Overall, Criticality Il hardware cost average I
was $88,000, while Criticality III was $48,000. .

N Overall, Criticality I software projects resulted in an average project cost
of $97,000; Criticality II had an average project cost ot $68,000; ana Criticality
II1 had an average project cost of $65,000.

3.2.2.6 Sneak Analysis cost/equipment classification: Table 3-19 vepre-
sents the composite data for the equipment classification as a function of
Sneak Analysis cost. The distribution of each of the three equipment classifi-
! cations is uniform throughout the various hardware cost categories. The soft-
: ware distribution is too limited to establish any trends based on Sneak Analysis
cost. The predominant occurrence of projects for both hardware and software is
the Control category in the 0-$100,000 cost range.

The portion of Table 3-19 which includes the Space Environment results repre-
sents the most uniform distribution of equipment classifications and Sneak Analysis
costs. The three large projects, including Apollo, Skylab and Shuttle, are equally
distributed for equipment classification within the greater than $400K cost
category. The three projects raise the overall Space Environment numerical levels :
for the Command and Communication categories and moderate the typically high level 3y
of the Control category. Although difficult to substantiate, the trend toward e
equal distributions within equipment classification is an anticipated consequence -
for the higher cost (>$400K) Sneak Analysis projects. Depth of analysis, number of
components, interconnectivity of systems, higher criticality of systems, and
possibly unresolved problems are primary factors for this more uniform
: distribution.
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TABLE 3-19. SNEAK ANALYSIS COST/EQUIPMENT CLASSIFICATION, COMFOSITE
#1".2). "
AT on -1 [10-20[200-0 )| ma-om| >ws | TOTAW
HARDWARR
COMMAND n 5 2 1 3 “n
CONTROL §9 14 4 ? 4 9
COMMUNICATION 18 2 1 0 ) - i
SUBTOTALS 117 21 7 3 10 158 :
SOFTWARZ ‘
COMMAND 6 2 1 0 0 9 b
GONTROI. 12 2 1 0 0 15
COMMUNICATION 2 0 0 (1 ] 2
{ SUBRTOTALR 20 [ F] 0 0 26
R AL 11 28 9 3 10| 18
-»ﬁ R ) .
3.2.2.7 Sneak Anaiysis cost/number of reports: Table 3-20 represents the Pl
averaged composite data for the number of Sneak Analysis Reports issued to the !
procuring activity as a function of Sneak Analysis cost. i
TAB' € 3-20. SNEAK ANALYSIS COST/REPORT AVERAGES, COMPOSITE
'6":#"(:)
:N'.A?.:tll REPORT - 100 100 -200 | 200 - 200 | w8 - w00 | > JAVERAGES
HARDWARE
SCR's 1.9 0.6 2 18.5 148 15.2
. . DCR'y 9.2 9.2 u.3 12.5 29.3] 1.3
§ DER's 18.3 25.9 115.5| 126.5 639.8] 52.3
SUBTOTALS 35.5 | 457 192.8] 137.5 | 8i7.1[ 78.8 |
SOFTWARE .
SSR's nr 9 22.5| -0- -0- 9.7 3
SDCR's 12 32 n.§ -0« -0~ 15.9
SDER's 15.3 1 67 ~0- ~0- 21.3
SUBTOTALS 35 42 121 <0- -o-- 46.9
REPORT AVERAGES 35.8 45.5 188.8¢ 157.5 817.1 74.4
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H The hardware trend shows an increasing number of reports generated as a
function of increased Sneak Analysis cost. Only in the $300-400K range does
the average deviate from the apparent trend, and this is probably due to the
average being based on only two projects. In general, the increasing average
from category to cateqory is attributable both to the size of the system and
the greater number of subsystems included in the Sneak Analysis project. The
complexity and interconnectivity of systems represent two of the major causes
of designed-in Sneak conditions. The more a system function crosses system
interfaces, the more likely the occurrence of reportable problems.

v e o

et

The software trend also shows an apparently increasing number of reports
as a function of increased Sneak Analysis cost. However, there are a significant
number of projects in only the first category, $0-100K. The software trend is 4
thus inconclusive because of the low number of samples in the greater than $100K 3
project cost ranges.

Drawing Error Reports (DER's and SDER's) constitute a large portion of }
each sample; this is typical for a Sneak Analysis project. However, the in-
creasing trend for hardware and software Sneak Reports (SCR's, DCR's, SSR's,
SDCR's) is still present. An overall project average is 26 reports (SCR's,
DCR's, SSR's, SDCR's) for both hardware and software systems.

Table 3-21 contains the Space Environment results obtained by comparing
Sneak Analysis Reports to Sneak Analysis Cost. No software projects have been
performed for the Space Environment, which is the reason abbreviated tables are
presented.

TABLE 3-21. SNEAK ANALYSIS COST/REPORT AVERAGES, SPACE ENVIRONMENT

o 2 SR Yt

ocbibic R,

BAK ANALYSIS %
sNaA ST (K) ;
ANALYSIS REPOR $-100 [100-200 {200- 300 200- %00 >e00 [AVERASES 3

HARDWARE
SCR's 4.8 17 58 -G- 197 | 42.8 g
£ , DCR's 5.3 N4 -0- 32.6] 13.7 4
b DER's 18.2 | 0.8 138 | -o- | s |ies.e 1
7 E
j : REPORT AVERAGES 28.3 §9.2| 2% -0- | 1074.6] 222.8 3

i 1

The Space Environment Table 3-21 illustrates the smoothest trend of the
three environments in each of the categories. The Space Environment also shows
the highest overall hardware averages in the sample. The average number of
reports increases in all cases, except in the $300-400K range {no data) and the
low DCR report average in the greater than $400K category. The low DCR average
is due to the lack of emphasis originally associated with identifying design
concerns in the Apollo and Skylab projects. In these early projects, the primary
reports were the Sneak Circuit Reports (SCR's) and Drawing Error Reports (DER's).
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Table 3-22 contains the Airborne Environment results obtained by comparing
Sneak Analysis Reports to Sneak Analysis Cost.

TABLE 3-22. SNEAK ANALYSIS COST/REPORT AVERAGES, AIRBORNE ENVIRONMENT

SNEAK COST (K)
ANALYSIS REPON 0-100 1100 -200 | 200 - 300 | 308 - 00 | 2808 | AVERASES
HARDWARE
SCR's 9.1 5.3 1.3 -0« 1 8.6
DCR's 8.9 7.3 3 =0- 19 10.1
DER's 21.3 19.4 | 109.3 0= 2¢ 26.2
SUBTOTALS 3.3 a2 151.6 -0- 44 44.9
SOFTWARE
SSR's 10 -0~ 9 -0~ -0- 9.9
SDCR's 14.6 «0- 13 -0- -0- 14.4
SDER's 19.9 -0- 45 -0- -0- 22.8
SUBTOTALS 4.5 -0 68 0= =0- ] ar.1
REPORT AVERAGES 40,2 32 130.8 «0= 43 45,2

The Airborne Environment Table 3-22 does not indicate a clear trend in the
hardware report averages, The number of projects covered in the hardware portion
of this table is 52, more than a significant number of samples, but highly con-
centrated in the $0-100K and $100-200K ranges. The last two category ranges are
insignificant and are not considered typical.

The Airborne Environment hardware averages are the highest of the samples
in the $0-100K range, even considering the Space Environment averages. The
averages compare favorably with those in the Ground/Water Environment, which are
shown in Table 3-23. The averages in the $100-200K range, however, are lower
than anticipated. The report averages may be low due tc the fact that several
of the hardware projects in this category were combined analyses, and no adjust-
ment of project dollar values was made.

A1l of the Airborne Environment software projects, with the exception of one,
are in the $0-100K range. No trends can be identified with this distribution.
It is significant to note, however, that the report averages in this range are
noticeably higher than the corresponding range in the Ground/Water Environment.

Table 3-23 contains the Ground/Water Environment results obtained by
comparing Sneak Analysis Reports to Sneak Analysis Cost.
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TABLE 3-23. SNEAK ANALYSIS COST/REPORT AVERAGES,
GROUND/WATER ENVIRONMENT

ANALYSI
COST (K)
A’\:’uﬂsn REFOR 0-100 |100-200 | 200- 300 200 00| >ees AVERABES!
HARDWARE
SCR's 6.9 13 =0 18.5 -0~ 8.4
DCR's 12 10.5 0= 12.5 «Q- 11.9
DER's 12.2 36.5 -0- 126.5 -0~ 23.8
SUBTOTALS N1 60 -0- i57.5 -0- 4.0
SOFTWARE
SSR's 3 9 36 -0~ 0= 9.8
56CR'! 6.8 R 80 ) 0= Q= 18.2
SDER's 6.3 1 88 -0- -0- 19.0
SUBTQTALS 16.1 2 1} -0- ' =0 46.7
REPORT AVERAGES 28.6 54 174 157.5 -0~ 4,6

The hardware report averages in the Ground/Water Environment Table 3-23
show the same increasing trend although no samples are present for the $200-300K
and greater than $400K ranges. The number of Sneak Reports (SCR's and DCR's)
compares favorably to the corresponding range in the Space Environment.

The software report averages exhibit a similar trend as in the hardware,
but are comprised of a limited sample size. _

g
3
;
!
j
i
§
3
!

3.2.3 Program costing. The analysis of the number of Sneak Analysis Reports
to the overall program costs resulted in no significant trends being identified.
5 i Program cost appears to have little if any predictable effect on the number of
' . reports generated. Distribution of program cost into 11 separate dollar ranges
! ‘ may be spreading the 109 project results too thinly. Variations of large and
small Sneak Analysis projects, program phase differences, and equipment differ-
ences appear to significantly influence the averages within any dollar range.

Table 3-24 represents the averaged composite data Yor the number of Sneak :

Analysis Reports as a function of overall program costs. {

[
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TABLE 3-24. PROGRAM COST/REPORT AVERAGES, COMPOSITE

SUBTOTALS

63

8- 108 (100 - 100{100 - 2001300 - wesfens - 300|100 - sonfoes - 7eelren . omaen - see| M0 T 10 [avemaces
HAROWARE .
SCR's 720 s ] 1rsles] 1w |-0-| 2] -0-] -0-| a.6f240] 152
DCR's we fwafls |s3| 7|0 8| -0-] -0 l128]11.3] n.a

92

SOFTWARE

SSR's
SDCR's
SDER's

SUBTOTALS

-0-
-0-

-0-

$3.3

20.0

-0~

174

-0-

-0-] -0-

17.0 | 33.3

REPORT AVERAGES

92

parameters.

3.2.4 Sneak Analysis project equipment.
Tables were analyzed for equipment selection patterns in relation to variocus
Equipment descriptions in terms of equipment composition and com-

The Appendix A Project History

plexity, that is type, have been presented, to some extent, in the preceding

Project Phasing and Project Costing sections.

are presented for the following item comparisons:

1

2.
3.
4.

3.
tion of

Type of Equipment or Software/Program Environment
Type of Equipment or Software/Criticality Ranking
Equipment Criticality/Equipment Classification
Equipment Criticality/Sneak Analysis Reports

2.4,1

ENVIRONMENT

EQUIPMENT TYPE

Equipment type/environment:

Additional detailed tabular data

Table 3-25 jllustrates the ‘distribu-
equipment type categories by Project Environment:

TABLE 3-25. EQUIPMENT TYPE/ENVIRONMENT

RELAY

DIGITAL

ANALOG

MICRO -

PROCESSOR

ASSEMEBLY

SPACE

AIRBORNE

GROUND WATER

13
27

16

12
32

11

19

0
0

2

UNGUAGE

TOTALS

2
93
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The relay and digital equipment categories are by far the main areas included
in Sneak Analysis projects, with a majority of projects performed for airborne
applications. However, the key item identified is that the total of 167 equipment
occurrences were for 109 projects. Many of the analyses were performed for a
combination of equipment types, and this appears to be the case for all recent
agalyii?. No particular predominant pairing or grouping of equipment types were
identified.

3.2.4.2 Equipment type/criticality: Table 3-26 illustrates the distribution
of Sneak Analysis projects by equipment type and criticality ranking.

TABLE 3-26. EQUIPMENT TYPE/CRITICALITY, COMPOSITE

[ 1]

- T
camcau*rrvv” RELAY DIGITAL ANALDG ,."3.2:2,0.. AssmpuBLY | O TOTALS
! 18 15 1 4 4 1 53
n 30 28 18 2 6 0 81
m 8 1l 6 2 5 1 3
TOTALS 56 54 k14 8 1S 2 167

While the numerical level of equipment type totals is highest for
Criticality II, the overall percentage is virtually equal for the Criticality I
and II projects and lowest for Criticality II1 projects. The percentage is com-
puted by dividing the Table 3-26 entries by the number of projects in each of
the criticality categories.

3.2.4.3 Equipment criticality/equipment classification: Table 3-27
presents the composite environment results by correlating equipment classifica-
tion to the equipment criticality ranking. Criticality II projects which involve
mission critical systems represent the largest table sample, both for hardware
: _ and software. Criticality I systems are more uniformly distributed between the
s : three equipment classifications. Criticality II and III systems are concentrated
* more toward the Control category.

3.2.4.4 Equipment criticality/Sneak Analysis Reports: Table 3-28 repre- 3
sents the averaged composite data and reflects the number of Sneak Analysis Reports &
as a function of equipment or software criticality ratings. The trends identified 3
¥ are coarse indicators of Sneak Analysis project effectiveness based on the
: criticality of the subsystems analyzed.

The hardware and software report average trends show the prominence of

Criticality I systems, followed by Criticality II systems, and ending in the
Towest average level in Criticality III systems.
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TABLE 3-27. CRITICALITY RANKING/EQUIPMENT CLASSIFICATION, COMPOSITE

= AIMICAUTY |

S RIPeCATION [ 1 n TOTALS

HARDWARE

COMMAND 17 18 9 “

CONTROL 29 % 18 'A]

COMMUNICATION 10 un 0 1
SUBTOTALS [ s 27 158

SOFTWARE

COMMAND 3 4 2 9

CONTROL 4 6 s 15

COMMUNICATION 1 1 0 2
SUBTOTALS 8 11 7 %
TOTALS 64 88 M 184

TABLE 3-28. CRITICALITY RANKING/REPORT AVERAGES, COMPOSITE

3
4

CRITICAUTY N

ANALYSIS REPOI 1 H [11] L

HARDWARE : 3

SCR's 28.2 10.1 6.6 -3

OCR's 12.6 9.6 13.1 3

DER's 105.5 25.9 21.4 g

’ SUBTOTALS 186.3 9.6 .2 ' §
SOFTWARE CoX

SSR's 16.3 9.5 4.8 ﬁ

SDCR's 20.8 16.0 12.0 _ §

SDER's 31.3 31.2 2.6 -g

SUBTOTALS 68.3 56.7 19.4 ;

REPORT AVERAGES 137.1 50.3 36.6 g

b

e -

k‘ b it bt e b
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Hardware exhibits the highest report averages in Criticality I systems.
The hardware trend is still prevalent when consideration is given to only the
: average number of SCR's and DCR's. The one disruption to the trend is the
’ : average number of DCR's in Criticality IIl. Radars, radios, transmitters, and
: : other monitoring equipment are the main systems included in the Criticality III
_ category. These systems apparently have a higher incidence of design incompati-
| bilities than the other categories. All other trends indicate an increasing

report average the higher the system criticality (Criticality I - Loss of Life,
II'- Loss of Mission, IIl - Mission Degradation).

et

The software trend illustrates a smooth increase in reports by increasing

criticality rating, with no exceptions. Fifteen projects constitute the total
sample for the software table.

Table 3-29 contains the Space Environment results obtained by comparing the
Sneak Analysis Reports to Criticality ratings. The results are greatly influenced
by the three large projects (Apollo, Skylab, and Shuttle)} and tend to elevate
Criticality I systems to a high threshold value. This is the predominant factor
in the high level of Criticality I hardware projects in Table 3-28. The report
averages for Criticality II systems compare favorably with the corresponding
categories of the other two environments.

ORI T P P

TABLE 3-29. CRITICALITY RANKING/REPORT AVERAGES, SPACE ENVIRONMENT

CRITICAUTY
ANALYS!S REPOR I ]

X HARDWARE
. SCR's 98.6 15.4 -0~

PUSE EI RO o 1 S UL VR

e

DCR's 21.6 9.8 -0-

DER's 425.3 36.3 -_0-

SUBTOTALS 545.5

61.5 ~0-

; : Table 3-30 contains the Airborne Environment results obtained by comparing
, the Sneak Analysis Reports to Criticality ratings.

The differences in average number of hardware reports by Criticality rating
-~ are less pronounced in the Airborne Environment. The overall trend of inc¢reased
g number of reports for increased criticality systems still prevails, however.
Criticality Il and III results are virtually equal.

e e o

Software exhibits an unusual pattern in that Criticality Il systems are the
most prominent and significantly so. The number of SDER's is the major influence
to this trend, but the number of SSR's and SDCR's is also significantly high.

: H
The peak is produced by one large software project involving an airborne weapon ;
control system.
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TABLE 3-30. CRITICALITY RANKING/REPORT AVERAGES, AIRBORNE ENVIRONMENT

CRITICALITY
ANALYSIS REPORT t " mn
HARDWARE ;
SCR's 10.9 7.4 7.5 5
DCR's 10.5 10.1 9.6 3
DER's 30.6 24.1 23.9 %
SUBTOTALS 52.0 a1.7 +1.0 !
SOFTWARE z
SSR's 11.5 17.0 1.8 "
SDCR's 12.0 26.0 7.0
SDER's 15.0 54.3 3.0
SUBTOTALS 38.5 97.3 13.8
REPORT AVERAGES 50.6 4.7 4.9

Table 3-31 contains the Ground/Water Environment results obtained by
comparing Sneak Analysis Reports to Criticality Ratings.

TABLE 3-31. CRITICALITY RANKING/REPORT AVERAGES,
GROUND/WATER ENVIRONMENT

s e o e ot i e e S HGRRE £ i H MAL bak_ rL b kit SR A2

CRITICALITY
ANALYSIS REPOR 1 " I
HARDWARE
SCR's 2.6 9.4 4.2
DCR's 10.0 8.5 22.8
DER's 13.1 33.8 J4.6
SUBTOTALS 32.7 51.7 4.6
SOFTWARE
_ SSR's 21.0 2.0 9.0
SOCR's 29.5 6.0 2.0
|
i SOER's 47.5 6.0 1.0
i SUBTOTALS 98.0 14.0 42.0
' REPORT AVERAGES 47.2 “.1 1.7
y
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The Criticality I hardware report averages in Table 3-31 are low due to the
majority of projects occurring as blended analyses. In one project, the pre-
dominant analysis effort is a Failure Mode and Effects Analysis. The remainder
of the hardware averages compare favorably across environments.

The software averages are based on a very small number of projects. The
trend appears to be similar to the composite system trends, but due to the small
sample size, the results are inconclusive,

3.3 Task 3 - Comparison and Description of Analysis Techniques.

Task 3 - Investigate and determine the similarities or dissimilarities of a
Sneak Circuit Analysis to other types of analyses such as: failure modes,
effects, and criticality analysis; wiring and schematic drawing reviews; and
fault tree. Areas of overlapping coverage shall be defined and the analysis that
is most effective in correcting deficiencies in those areas shall be identified.

Each of the analysis techniques in this effort has been described and 1in-
cluded in a comparison matrix. These analyses have been implemented along with
Sneak Analysis.

Hardware analysis techniques are presented first, followed by software
analysis techniques.

3.3.1 Hardware analysis technique descriptions. An engineering analysis
is an examination of the nature of a system by examining, in detail, the design
of the system's parts. The examination is always considered in the context of the
system's environment. In fact, the assumed environment is the only element that
differs in some of these analyses. A detailed description is presented for the
following analysis techniques:

Sneak Analysis

Failure Modes and Effects Analysis
Fault Tree Analysis

Common Cause Failure Analysis
Sensitivity Analysis

Worst Case Analysis

Power and Load Analysis
Grounding Analysis

Accident Analysis

Hazard Analysis

Preliminary Hazard Analysis
Operations Hazard Analysis
Fault Hazard Analysis

[ X TANDAO T

3.3.1.1 Sneak Analysis: Sneak Analysis examines system operations during
normal conditions for design oversights. It consists of two subanalyses: Sneak
Circuit Analysis for electrical-electronic systems, and Software Sneak Analysis
for computer programs. Historically, sneak conditions have escaped rigid design
screens, resulting in program schedule delays, damage to equipment during test,
and increased downtime during operation. Program cost effectiveness may, there-
fore, be increased by utilizing Sneak Analysis to reduce life cycle costs.
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The application of Sneak Analysis to operational systems provides a means of
evaluating that the system will operate as designed.

The Boeing Company initiated development of the Sneak Circuit Analysis tech-
nique in 1967 in response to the National Aeronautits and Space Administration's
concern for crew safety in manned spacecraft operations. NASA surmised that
crew safety was endangered by electrical problems due to latent paths in the
electrical design.

These paths, called "sneaks," are hidden in the electrical circuitry and
exhibit unapparent cause-effect relationships, which may inhibit desired operations
or initiate unintended actions, without being contingent upon component failure.
The Sneak Analysis technique was formally extended to identify sneak conditions in
software in 1973,

T I ey ST T e

3.3.1.2 Sneak Circuit Analysis: The data used for Sneak Circuit Analysis
must represent the system circuitry as it actually is or will be constructed,
cortingent upon quality control checks, tests and inspections. All reports are
written against th2se drawings. Analysis based on the detailed circuit drawings
identifies more system conditions than an analysis performed on system or func-
tional level schematics. The higher level drawings frequently represent design
intent or a perception of intended system design. The process of translating
this design into detailed schematics and wire lists typically results in latent
circuit conditions. For this reason, analysis at the higher level involves a
risk that not all of the problems will be found.

In early program development phases, detailed drawings are not available and
the system level drawings of necessity must be used for the analysis. Problems
will be identified at this higher level, but the analysis should be extended to
later design phases so that the system configuration can be analyzed in detail.

Sneak Circuit Analysis is a unique approach *to discovery of latent condi-
tions which cause unwanted functions to occur or which inhibit wanted functions,
independent of component failure. The technique involves accumulation of detailed
circuit diagrams and wire 1ists, arrangement of circuit elements into topological
network trees, and examination of these network trees for suspected sneak circuits
(reference Figure 3-3),

Direct analysis of manufacturing and installation schematics is difficult as
these documents are laid out to facilitate hookup by technicians without regard
to circuit function. So many details and unapparent continuities exist in these
drawings that an analyst could become entangled and lost in the maze. The first
task of the sneak circuit analyst is to convert thic detailed, accurate informa-
tion into a form usable for analytical work. In many cases, the magnitude of
data manipulation required for this conversion necessitates the use of computer
automation. In projects having a small data base, it has been found that manual
data manipulation could be employed. In either case, the detailed schematics are
converted into topological network trees, drawn so that electrical current (power)
is considered to flow down the page.
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Figure 3-3. Sneak Circuit Analysis Task Flow

Once the trees have been produced, the next task of the analyst is to
identify the basic topological patterns that appear in each tree. Five basic
patterns exist: the Single Line (No-Node) Topograph, the Ground Dome, the
Power Dome, the Combination Dome, and the "H" Pattern (as shown in Figure 3-4
below; "PWR" represents electrical power, "S" indicates a switching element,
and "L" indicates an electrical loadg The "H" pattern typically has the highest
incidence of problems due primarily to the higher number of power sources,
returns, loads and switches. The main problem occurs with the "H" crossbar,
which includes L3, S3 and S4. This can result in power reversals, ground

reversals, and current reversals.

SInGLe LIRE CORIRATION OoME " ATIER
Figure 3-4. Basic Topographs
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Although at first glance, a given circuit may appear more complex than these
basic patterns, closer inspection reveals that the circuit is actually composed
of these basic patterns in combination. As the sneak circuit analyst examines
each node in the network tree, he must identify which pattern or patterns best
describe the node. The analyst then applies the basic clues that have been found
to typify sneak circuits involving that particular pattern. These clues repre-
sent questions that the analyst must answer about the interrelationships of circuit
elements involved in the pattern. The questions are systematically formatted to
lead to the identification of any capability of the circuit to experience a sur-
prise or sneak condition at the node being analyzed. Off-nominal modes are con-
sidered equally with normal operations, and no assessment of probabilities is
attempted in standard Sneak Circuit Analysis.

The clues have been compiled over a 15-year period and have been refined and
updated to accommodate new equipment technologies. The daveloped clues are
typically proprietary to the performing contractor. A very basic clue in the
Power Dome, Combination Dome, and "H" Pattern Dome is the reversal of the
two power sources. In some systems, the two power sources of the "H" pattern
are to be mutually exclusive, and the lower circuitry must provide proper isola-
tion. If isolation is not maintained, a bus to bus sneak is generated. Two
equal power sources can still generate sneaks, whenever one bus develops an in-
creased or decreased voltage level relative to the second bus. The resultant
voltage and current shifts can inadvertently activate components ir the "H"
pattern. A short on one bus could short the second bus, resulting in inducing
undesired equipment functions and no convenient means or capability to reset the
system,

The sneak circuits are classified nto four basic types:
a. Sneak Paths - which cause current or energy to flow along an
unexpected route.

b. Sneak Timing - which may cause or prevent the flow of current or
energy to activate or inhibit a function at an unerpected time.

c. Sneak Indications - which may cause an ambiguous or false display
of system operating conditions.

d. Sneak Labels - which may cause incorrect stimuli to be initiated
through operator error.

When a potential sneak condition is identified, the analyst must verify
that it is valid. The circuit is checked against the latest applicable drawings
or revisions, and operational information may be reviewed concerning the system
in question. If the sneak condition is verified, a Sneak Circuit Report is
written which includes applicable drawings, an explanation of the condition(s),
system level impact, and a recommendation for elimination of the sneak.

During the course of analysis, unnecessary or undesirable circuit conditions
are sometimes encountered. Such conditions as certain single failure points, un-
suppressed inductive loads, unnecessary components, and inadequate redundancy
provisions are reported in the Design Concern Reports.

55

Sl O e it o G oG €L D e M i S i e S50 LA RS n A A it bl L s, 12 AT n sz o site bt 8 by o

2t




g

L e e e srvmmE PSSP ¥ i RRE P AT TR

Obvious inconsistencies between source drawings or differences between the
source drawings and other descriptive documentation that may be supplied are
called drawing errors. While most drawing errors are uncovered in data encoding
or tree drawing phases, some become apparent while investigating suspected sneak
circuits. These data discrepancies are documented by Drawing Error Reports.

3.3.1.3 Failure Modes and Effects Analysis (FMEA): A Failure Modes and
Effects Analysis is a causal analysis. Each component of the system may be
considered, dependent on the desired depth of analysis. Each possible failure
mode of the considered component is treated as a separate case. For each case,
the analyst determines the effect of the failure, the function the component pro-
vides, the method by which the failure can be detected, and the criticality of the
case. The process is basically a "bottom-up" analysis, where the analyst postu-
lates a know! equipment failure and tries to identify all system effects given a
particular system configuration. The process of this analysis is recorded in a
form headed as shown below.

FAILURE MODES AND EFFECTS ANALYSIS WORKSHEET

COMPONENT FAILURE FATLURE METHOD OF
IDENTIFICATION _ FUNCTION MODE EFFECT DETECTION CRITICALITY

Component failure modes are dependent on several factors. A partial list
of failure modes is shown below. Note that all components cannot have all of
these failure modes, and some modes may not be considered on a particular project:

Structural Failure (Rupture)
Physical Binding/Jamming
Fails To Remain (In Position)
Fails To Open

Fails To Close

Fails Open

Fails Closed

Internal Leakage

External Leakage

Fails Out Of Tolerance
Inadvertent Operation
Intermittent Operation
Erratic Operation

Erroneous Indication
Restricted Flow

Fails To Stop

Fails To Start

Fails To Switch

Premature Operation

Delayed Operation

Erroneous Output (Reduced)
Loss Of Qutput (Thrust, Indication, Partial, False, Etc.)
Shorted

Open (Electrical)

Leakage (Electrical)
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The effects of thaz component failure must, ultimately, be considered in terms
of the operation of the system. However, the analyst's first task is to determine
the system configuration, through which the faults will be propagated. Certain
categories of system effects can be defined. This is useful where the effects im-
pact a subsystem only. The following is a partial 1ist of these categories:

No Effect

Loss of Redundancy

Functionai Degradation

Subsystem Degradation

Loss of Function

Loss of Subsystem

Loss of Interface Redundancy
Degradation of Interface Function
Degradation of Interface Subsystem
Loss of Interface Function

Loss of Interface Subsystem

K =JOQ -HhdD OO T

> @

The criticality of a failure effect reflects the danger to the system or
personnel. Three levels of ¢riticality are usually sufficient. These
criticalities are:

a. Criticality 1 - damage to personnel or destruction of the system.
- causes the system to cease operation or fail,

wherein, the next associated failure would cause
damage to personnel or destruction of the system.

b. Criticality II

¢. Criticality 11l - degrades system operation.

The Method of Detection column is filled in to describe how the system
operator can detect that the failure has occurred. Detection may generally be
accomplished by either the operation of a control panel indicator or by failure
of the system to perform as expected.

3.3.1.4 Fault Tree Analysis: Fault Tree Analysis is a “top-down" analysis
that is basically deductive in nature. The analyst identifies failure paths by
use of a fault tree drawing. A fault tree is a graphical representation of a
thought process. It is constructed from events and logical operators. An event
is either a component failure or system operation. The events and their graphical
representation are shown below:

EVENT REPRESENTATIONS

The rectangle identifies an event that results from the
combination of fault events through the input logic gate.

The rectangle is also used to describe a conditional
input to an INHIBIT GATE. 1t indicates a condition that -
is presumed to exist for the 1ife of the system.

The circle describes a basic fault event that requires
no further development. Frequency and mode of failure
of items so identified are derived from empirical data.

57

o ¢ S o8B s @ O oo e » - —

A AP &

PO

PRSPPI P TN PN YN PP ORI N7 -1 0. A 10 11 LI RO T YL TR L LIRR ct TS W PT e I S PR P SPRIy

Yo

o om0 O L




The diamond describes a fault event that is considered
basic in a given fault tree. The possible causes of

the event are 10t developed, either because the event

is of insufficient consequences or the necessary informa-
~tion is unavailable.

The oval is used to record the conditional input to an :

INHIBIT GATE. It defines the state of the system that O—
permits a fault sequence to occur, and may be either

normal to the system or result from failures. f

LRI b ol

The house indicates an event that is normally expected
to occur such as a phase change in a dynamic system,

from the apex of the triangle indicates a "transfer in"
and a Tine from the side denotes a "transfer out."

; The double diamond is used in the simplification of a
; fault tree for numerical evaluation. The event describes

The triangles are used as transfer symbols. A line f 2

results from the causes that have been identified but
are not shown on a particular version of the fault tree.

Events are connected by logic operations that describe Boolean functions.
The logic operations are shown below.

produce the output event.

L NS i ke 5 i T n bbb e ¢ 47 v B e e

i OR GATE defines the situation whereby the output
- event will exist if one or more of the input evente

L LOGIC OPERATIONS
AND GATE describes the logical operation whereby the
coexistence of all input events is required to
exists. C ;}

PRIORITY AND GATE performs the same logic function
as the AND GATE with the additional stipulation that
sequence as well as coexistence is required.

EXCLUSIVE OR GATE functions as an OR GATE with the
restriction that specified inputs cannot coexist.
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one fault and another. The input event directly
produces the output event if the indicated condition
is satisfied. The conditional input defines a state
! of the system that permits the fault sequence to

3 occur, and may be either normal to the system or

f result from failures. It is represented by an oval
if it describes a specific failure mode and a
rectangle if it describes a condition that may

exist for the life of the system.

4

g INHIBIT GATES describe a causal relationship between
:

|

>
_{>

A fault tree is begun by selecting a top event. This event is the ultimate
disaster or undesired event. From there, the analyst endeavors to find the
immediate events that can, in some Togical combination, cause the top event.
These lower events are examined, in turn, for causes and the process is repeated
to levels of greater detail. Ideally, the lowest level events will be all basic
events and represented by a circle. This is not always the case, however, and
many diamonds may be found at the bottom of the tree.

A fault tree provides a method for determining the logical causes of a given
event. It illustrates all of the ways an undesired event can occur. It helps
determine the critical components and the need for other analytical efforts.
Numerical computations indicating the probability of occurrence for the top event
and intermediate events can be obtained. The major drawback of the fault tree is
that there is no way to insure that all causes have been evaluated consistently.

The Fault Tree Analysis i3 also performed on the system configuration,
determined by the analyst. Determining the configuration of a system is generally
central to all analyses.

3.3.1.5 Common Cause Failure Analysis (CCFA): A common cause event is
defined as a single event or condition that results in multiple component
failures. This analysis starts by determining the top events of interest.
! Critical sets are then determined. A critical set is a group of components
: that control a function, the failure of which would cause the top event to
occur., Critical sets are most easily determined from a fault tree.

Next, the commonality of the critical sets is determined. Commonality
is defined as elements common to a number of components of the critical set.
Examples of commonality are shared connectors, common location, wire bundles and
cooling elements. A partial list of commonalities will give some idea of the
1 areas that could be covered:
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Energy Source
Calibration
Installation Contractor
Maintenance
Operator or Operation
Proximity

. Test Procedure

. Energy Fiow Paths

The credible failure modes of the components of the critical set are
determined. These failure modes are then linked to causes which could result in
multiple component failure. A list of commonly encountered causes is given
below: ’

a. Impact

Vibration

Pressure

Grit

Moisture

Stress

Temperature
tlectromagnetic Interference (EMI)
Radjation Damage
Conducting Medium
Qut-of-Tolerance Voltage
Qut-of-Tolerance Current
Corrosion

Other Chemical Reaction
Carbonization

Biological

b.
c.
d.
e.
f.
g.
h.
i.
J.
k.
1.
m.
n.
0.
p.

Finally, the analyst determines the system level result of the failures.
Again, the analyst needs a system configuration to determine the effects of the
fault(s) propagation. The analyst also determines the methods of recovering
from the failures' effects. Actions taken by the analyst are recorded or a work-
sheet with the heading shown below:

CCFA _WORKSHEET

CRITICAL CRITICAL POTENTIAL
FUNCTION SET COMMONALITY EVENT CAUSE EFFECT REMARKS
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3.3.1.6 Sensitivity analysis: Since the solution to a design problem is not
unique, different networks can be constructed to produce the same input impedance
or transfer function. As long as ideal elements are used under ideal conditions,
one network works just as well as the other. In practice, however, one network
may outperform another because it is less sensitive to element variations and to
environmental changes. This network may be no more expensive to construct than
the other. A sensitivity analysis is a parametric analysis that determines how a
system is affected as the values of its constituent components varies from the
nominal. Note that these variations do not exceed the manufacturer's stated
tolerance for the part.

In order to perform this analysis, a quantitative measure is needed to com-
pute networks with regard to element variations from the ideal. Sensitivity
functions are used for this purpose. These functions provide a numerical measure
of how much an important aspect of the system or response varies as an element,
or a combination of elements varies from the nominal (design) values.

During a sensitivity analysis, the analyst must first determine the type of
circuits represented in the system. The analyst then obtains the sensitivity
function for each circuit type, makes the calculations, and determines the effects
each circuit variation has on the system output. Components that have the
greatest sensitivity, with respect to the system output, are placed on a critical
parts 1ist so that they may receive special attention. The analyst should also
recommend equivalent networks with lower sensitivity, where possible,

3.3.1.7 Worst case analysis: A variation of sensitivity analysis is the
worst case analysis. In this analysis the values of all the components are
considered to be at the manufacturer's 1limit of acceptance. The resulting system
change or effect is given by the sum of the individual changes. The worst case
occurs when all changes are either nositive or negative. The circuit output is
next checked to determine 1) if it results in an undesirable system output,
and 2) if some system components will be stressed beyond their tolerance.

3.3.1.8 Power and load analysis: A power and load analysis consists of
determining open circuit voltage and closed or short circuit current on Tines that
can control hazardous functions. The open circuit case determines what voltage
is available in relation to other lines in wire bundles and connectors. The
current sourcing capabilities of a line are determined to detect whether any
critical components are being overstressed.

Current is evaluated by first determining the steady state short circuit
current for shorts occurring at various susceptible points. Next, a power
profile is made for each potential short. This is a plot of short circuit
current versus time. In order to calculate the current, path resistance must be
determined using wiring dimensions, specifications, and routing information so
that the analyst has a system configuration on which to base the analysis.

Transient currents are calculated from the type cabling, the types of

switched loads on the line, and the presence of RF emitters. EMI sources must
be fully considered when they can be identified. :
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3.3.1.9 Grounding analysis: In equipments that are not in direct electrical
contact with the earth, such as, vehicles and other isolated systems, improper
electrical grounding can cause a problem. The analyst must search schematics for
conditions which would allow EMF differences to develop between various points
of the ground tree. In order to make this determination, the analyst must use

"data that represents the system as it actually is or will be constructed.

The first task in the grounding analysis is to create a current tree of the
ground wires. This tree is similar to those used in Sneak Circuit Analysis
projects, where each node and connection can be shown. It is particularly
important that the tree indicates where the ground changes structures (e.g., in
a train it is the car-to-car ground wire). The tree is examined to determine
which topological structure it contains. Then, clues are applied to the tree
to determine if current flow can occur. Current flow determination is reported
as a sneak circuit.

3.3.1.10 Accident analysis: The analysis of the effects of accidents can
be divided into the categories of crash and fire. Crash type accidents can
result in shorted connector pins, severing wires which can cause momentary
shorting between wires and permanent open circuits, and the loss of protective
components such as capacitors used to shunt high frequencies to ground. Fire
damage can cause electrical shorts and discontinuities in wire bundles, as well
as, the change of component characteristics due to elevated temperatures.

The techniques of power and load analysis and common cause failure analysis
are used to evaluate the effects of accidents on critical circuitry. Previous
accident data, if available, should be used to identify particularly susceptible
equipment and determine the probability of damage to critical circuitry. The
routing and mounting of wire bundies and the location and mounting of connectors
must be considered in this type of anmalysis. Consideration must also be given
to the susceptibility of the system enclosure to crushing.

3.3.1.11 Hazard Analyses: Hazard analyses are performed to identify
hazardous conditions. They should consider the system, hardwsre, software,
facility, personnel, and their interrelationships during the complete 1life of
the system. Hazard analyses are primarily used to determine a measure of
system safety. The types of hazard analyses that will be discussed here are
Preliminary Hazard Analysis, Operational Hazard Analysis, and Fault Hazard
Analysis.

3.3.1.12 Preliminary Hazard Analysis: The Preliminary Hazard Analysis is
an examination of the generic hazards known to be associated to a system at its
conceptual phase of development. The purpose of this analysis is to:

Identify hazards

Determine the effects of the hazards

Establish initial safety requirements
Determine areas to monitor for safety problems
Initiate the planning of a safety program
Establish safety scheduling priority

Identify areas for testing

Identify the need for additional analyses
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The Preliminary Hazard Analysis determines the recognized and anticipated
design safety pitfalls and provides the method by which these pitfalls may be

avoided. When this analysis is undertaken, there is little information on design l

details and less on procedures. The Preliminary Hazard Analysis is usually a

top-level review for safety problems. In most instances, the following basic
steps are undertaken for a Preliminary Hazard Analysis:

a. Review problems known through past experience on similar products or
systems to determine whether they could also be present in the
equipment under development.

b.

Review the mission and basic performance requirements, including the
environments in which operations will take place.

c. Determine the primary hazards that could cause injury, damage, loss
of function, or Toss of material.

Determine the contributory and initiating hazards that could cause or
contribute to the primary hazards listed.

e. Review possible means of eliminating or controlling the hazards,
compatible with mission requirements.

f. Analyze the best methods of restricting damage in case there is a
loss of control of a hazard.

Indicate who is to take corrective action, and the actions that each
will accomplish,

Three basic approaches that can be used to insure that all hazards are
covered are the columnar form, top level fault tree, and narrative description,
These methods will not in themselves find hazards. They will orient the analyst
so that a thorough coverage of all aspects of the system will be performed.

The columnar form is the simplest methodology to implement. The chief
advantage is that it is easy to review. The form has a heading that patterns
gquestions in the mind of the analyst. The headings must at least be as shown

50 i1 e S S AL it e 3 i

as follows:
PRELIMINARY HAZARD ANALYSIS WORKSHEET
HAZARD CORRECTIVE OR
HAZARD CAUSE EFFECT CATEGORY PREVENTIVE MEASURES

The hazard is the generic area or condition that may impact system safety.

The following is a partial list of hazards (the analyst can usually think of
many more):
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Acceleration
Contamination
Corrosion

Chemical dissociation
Electrical

Explosion

Fire

Heat and temperature
Leakage

Moisture

Oxidation

Pressure

Radiation

Chemical replacement
Shock (mechanical)
Stress concentrations
Stress reversals
Structural damage or failure
Toxicity

Vibration and noise
Weather and environment :

-

CHNMITOTOS S ~xXxCs T HhO®QOTOW

The cause column is used to explain when the system is exposed to the
hazard. It is here that the results of system generation are considered.
Micsion phasing must also be considered, as well as, an estimate cf the per-
centage of system operation time that the hazard will be in effect.

i o A

o

The effect column is system centered. It details the action of the hazard
on system operation, In this column the possibility of causing injury or death,
however remote, must be stated.

The hazard category is a numerical measure of how important the hazard is.
The number of categories should be kept small, usually four or less, so that
attention may be placed where it will do the most good,

o

cn

The corrective or preventive measures column is almost self-explanatory.
Here, methods of abating the hazard are given.

The top level fault tree follows the method of fault tree analysis with
generic events. Although this method helps define causes and effects, it does
not follow that the system is checked hazard by hazard. Since the fault tree
is event oriented, it helps analyze undesired events, but does not determine
that a particular event is a hazardous condition, element or potential accident.

The narrative approach is less rigorous, and usually less complete, than the
top level fault tree and narrative approaches. Narrative writing style is a
lengthy and time consuming task. This approach is less susceptible to systematic
method or technique, and therefore, the results usually have serious gaps or
incomplete areas. The hazardous conditions and potential accidents are generally
identified from experience, and then are explained in great depth and detail,
more on the crder of a final report than an analysis.
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3.3.1.13 Operations Hazard Analysis: The analysis of hazards, associated
with the performance of system opeations, is Operations Hazard Analysis. This
analysis identifies hazardous conditions. In explaining this analysis, precise
use is made of the following terms:

a. Operation - an objective to be achieved

b. Task - & basic step involved in achieving the objective
¢. Procedure - method, or detailed instructions, for performing the task
d. Step - a single action performed without changing equipment

In general, operations are made up of tasks which consist of one or more
procedures, which are accomplished by performing a series of steps.

o3
>,

In performing this analysis, one must know the configuration of the opera-
tion under analysis and have a hazard guideline. In order to identify hazards
one must be able to visualize all of the internal and external system inter-
relationships and interdependencies. This means that the following data are
necessary:

a. A description of the operatiaon or task

b. Knowledge of the time-space relationships irvolved

¢. Knowledge of the personnel, materials and tools being used

d. Knowledge of system and equipment design and overall operation
e. Knowledge of external factors, such as environment

Next, for each operation, the analyst identifies all the hazardous condi-
tions. The operations are then divided into tasks, procedures and steps to
identify the elements that directly cause or effect the hazard. A hazards
checklist can aid the analyst in making this determination. Once the hazards
are determined, methods to abate the hazards should be considered.

3.3.1.14 Fault Hazard Analysis: The purpose of this analysis is to
identify the hazardous conditions and elements due to potential hardware fault
conditions which could be generated within the system. It is very similar to
a Failure Modes and Effects Analysis.

Ll
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In doing a Fault Hazard Analysis the analyst first examines the causes and
effects of component failures. Each credible failure mode of each component is
first identified. Then, the causes of the component failure and the resulting
effects on the system are determined, If the failure mode effect contributes to
the occurrence of a potential accident, or safety critical condition, the failure
mode is then revealed as a hazardous condition and the particular component as a
hazardous element. The component failure rate, in conjunction with the hazard
classification, indicates the relative significance of identified hazardous
conditions. If a failure mode is classified as critical or catastrophic, the
frequency of occurrence of the failure mode will give an indication of the risk
involved. Note that this is only an indication of risk and not an absolute
quantitative evaluation. Other interrelated failures could cause the probability

of occurrence to increase,
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The results of this analysis are recorded on a tabular form. The form is
headed as shown below.

FAULT HAZARD ANALYSIS WORKSHEET

FAILURE FAILURE SYSTEM FATLURE HAZARD
COMPONENT MODE RATE MODE EFFECT CLASS REMARKS

3.3.2 Hardware analysis technique comparison matrix. The analyses described
herein complement rather than compete with each other. Table 3-32 gives a summary
of the inputs, outputs and capabilities of these analyses. In many of the areas
considered, there is considerable overlap. This is to be expected because the
main area of disagreement is the type of output provided. As for input, all of
the analyses require some form of system description. These descriptions range
from block diagram (fault tree and Preliminary Hazard Analysis) to production
documentation with details such as, connector pin assignments and physical loca-
tions of cable routing (grounding. accident and Common Cause Failure Analyses).
Sneak Analysis occupies the middle ground requiring electrical interconnection
documents, but not.physical information. This commonality accounts for the over-
lap in the project phase comparison because various types of data only become
available at certain phases in the design process.

The element comparisons are self-explanatory and will not be described
further,

3.3.3 Software analysis technique descriptions. Five specific software
analysis techniques are described in the material that follows. The techniques
are basically static analyses. Some of the information on analysis techniques
other than Software Sneak Analysis has been obtained from "Checkout Techniques,
Software Reliability Guidebook," Prentice-Hall, 1979; Robert L. Glass.

3.3.3.1 Software Sneak Analysis: Data used for Software Sneak Analysis
should reflect the program as it is actually written. This includes system
requirements, system description, coding specifications, detailed and complete
source code, a compilation 1isting, and operating system documentation. All
reports are written against these documents.

Software Sneak Analysis is used to discover program logic which causes
undesired program outputs or inhibits & desired output., The technique involves
the reduction of the program source code to topological network tree representa-
tions of the program logic.

Direct analysis of program listings is difficult because the system is
modular for ease of programming. Also, the code is listed as a file of records,
without regard to functional flow. The first task of the software sneak analyst
is to convert the program source code into a form usable for analysis. In most
cases, this step requires computer conversion. In either case, the program
source code is converted with reference to an input language description file.
into topological network trees, such that program control is considered to flow
down the page. The remaining task functions are similar to those in Figure 3-3.
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TABLE 3-32. HARDWARE ANALYSIS COMPARISON MATRIX
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Once the trees have been drawn, the analyst identifies the basic topalogical
patterns that appear in the trees. Six basic patterns exist: the Single Line,
the Return Oome, the Iteration/Loop Circuit, the Parallel Line, the Entry Dome,
and the Trap Circuit, as shown in Figure 3-5 below. The topological patterns con-
taining branch or jump instructions have the nighest incidence of problems. This
includes the Return, Iteration and Parallel Line Domes. The crossing of module or
function interfaces as a result of the branch instruction is a prime problem cause.

Lehd o T i

RETURN DOME ITERATI ’ :
TERATION/LO0P CIRCUIT e

Figure 3-5. Software Topographs

Although at first glance, a given software tree may appear to be more complex
than these basic patterns, closer inspection will reveal that the cade is actually
composed of these basic structures in combination. As each node in the tree is
examined, the analyst must identify which pattern or ratterns include that node.
The analyst then applies the basic clues that have been found to typify the $neaks
involved with that particular structure. These clues are in the form of questions
that the analyst must answer ahout the use and interrelationships of the instruc-
tions that are elements of the structure. These questions are designed to aid in
the identification of the sneak conditions in the instruction set which could pro-
duce undesired program outputs. Software clues are different than the hardware
¢lues referenced in Section 3.5.1.2, and are typically proprietary to the perform-
ing contractor. Branch instructions can alter program flow to an incorrect loca-
tion or address, encounter unitialized variables, and induce timina Or sequencing
problems.

Software sneaks are classified into four basic types:

a. Sneak Qutput
b. Sneak Inhibit

the occurrence of an undesired output.

the undesired inhibitiaon of an input or output

bl

the occurrence of an undesired output by virtue

c. Sneak Timing
of its timing or mismatched input timing

d. Sneak Message - the program message does not adequately reflect
the condition
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When a potential sneak is identified, the analyst must verify that it is
valid. The code is checked against the latest applicable 1istings and compiler
information may be reviewed concerning the language in question. If the sneak
is verified, a Software Sneak Report ?SSR) js written which includes an explana-
tion, system level impact, and a recommendation for elimination of the sneak.

During the course of analysis, questionable programming practice or instruc-

tion implementations are encountered. If such usage could result in program
errors, it is reported in a Software Design Cancern Report (SDCR).

If two or more documents, or the program listing and a supporting document,
do not agree on some point, the program 1isting is assumed to be correct. If
the analyst then determines that the condition is not a software sneak or
questionable practice, a Software Documentation Error Report (SDER) is issued
describing the discrepancy.

3.3.3.2 Desk checking: Desk checking is one of the earliest forms of
software verification. It involves:

a. Reviewing a program listing for faults,

b. Performing arithmetic calculations to verify output value correctness,
and

c. Manually simulating program execution in order to understand and verify
program logic and data flow.

Since desk checking is such an ill-defined concept, it is difficult to
provide a cost estimate for its use. It is undoubtedly true, however, that
moderate amounts ¢f desk checking save more money than they generate in cost.

Desk checking efforts concentrate on areas of special problems, especially

suspected errors or code inefficiencies, and involve techniques appropriate to
that problem.

3.3.3.3 Peer code review: A peer code review is a process by which a team
of programming personnel (i.e., technologists) do an in-depth review of a program
or portion of a program, by inspection. In general, the responsible programmer
will verbally lead the participants sequentially through the logic flow of the
program as represented in the listing. All logic branches should be taken at
least once. The function of each statement will be discussed as it is
encountered. Program requirements and design specifications will be present
for correlation of function to its driving factors.

Peer code reviews are expensive, adding 10 to 50% to the cost of software
implementation, since only about 100 source statements may be reviewed in an
hour, and the concentration of the participants wanes after a short time. Thus,
in many circumstances it might be wise to review key program portions and to
select other portions for review randomly.

A peer code review should not occur until after coding of the program to
be reviewed is completed, well annotated, and syntactically correct.
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3.3.3.4 Structural Analysis: A structural analyzer is an automated tool
that seeks and records errors in the structural makeup of a computer program
undergoing analysis. Structural aralysis is a relatively new concept, beginning
in the early 1970's. Structural analyzers are almost always language and
installation or project specific. Most structural analyzers built to date
accommodate only FORTRAN or COBOL. For example, DAVE, built at the University
of Colorado, processes CDC-6000 FORTRAN programs looking for uninitialized
variables via a very elaborate algorithm,

The major factor in the cost of a Structural Analysis is the acquisition
of a structural analyzer. Costs can range from trivial if the program is already
in the public domain, to upwards of $100,000 for implementation of an elaborate
analytical tool.

3.3.3.5 Proof of correctness: Proof of correctness is the process of using
mathematical theorem-proving concepts on a computer program or its design to show
that it is consistent with its specification. This is done by breaking the
program into logical segments, defining input and output assertions for each
segment, and demonstrating that, when the program functions, if all input asser-
tions are true, then so too are all output assertions. It must also be shown
that the program successfully terminates.

Many researchers are currently working in the proof-of-correctness area.
Small algorithms and programs have been proven in this environment; however,
it is at least 10 years away from being useful on programs of any significance.

Even for small simple programs, the symbolic manipulations involved in the
proof of correctness technique can be overly complex, introducing errors into the
computation of the statements to be proven as well as the proof of those state-
ments. Thus, the technique would be most successful on highly mathematical and
relatively straightforward segments of any pregram.

Lack of practical experience with proof of correctness makes it difficult
to quantify costs. Usage coste are significant, possibly adding 100 to 500%
to the cost of the portion of the software being proven.

3.3.4 Software Analysis Technique Comparison Matrix, The data for the
Software Analysis Comparison Matrix, Table 3-33, was obtained from the following
three sources:

1. "Checkout Techniques," Software Reliability Guidebook, Prentice-Hall,
1979; Robert L. Glass, pp. 86-104.

2. “Spectrum of Budgets/Costs for Software System Life Cycle Costs,"
Documentation of Successful Software Management Seminar, April 1981;
pp. 81-812.

3. Historical data from past and present performances of Sneak Software
Analysis.
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SOFTWARE ANALYSIS COMPARISON MATRIX

TABLE 3-33.
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3.4 Task 4 - Specification and Tajloring Requirements. Task 4 - Using
the data collected on sneak circuit requirements and results, develop specifica-
tion, statement of work, and data item requirements that provide a capability
to tailor requirements to acquisitions of various types (type of equipment,
complexity, criticality, etc). Also, guidelines for monitoring a Sneak Circuit
Analysis including time phasing (i.e., conceptual, advanced development, full
scale development, and production phases) and schedule requirements (i.e.,
length of time to perform) shall be developed.

The approach for this task includes the development of descriptions and
rationale for the tailoring of Sneak Analysis requirements to acquisitions of
various types, The items included in this effort are:

1. Specification requirement for Sneak Analysis (Hardware and Software)
2. Request for Proposal considerations and evaluation criteria
3. Tailoring Siatement of Work requests

Hardware Sneak Analysis

Software Sneak Analysis

Integrated Hardware/Software Sneak Analysis

Data Item Description

Third Party (Proprietary} Data Working Agreement
Project Schedule

Combining Sneak Analysis with Other Analyses

.

-0 OO o8N

w

The overall functional flow of the analysis selection process is shown in
Figure 3-6. The Sneak Analysis specifications are currently listed in MIL-STD-
» 7858, Reliability Program for Systems and Equipment Development and Production.
R - The specifications in turn lead the procuring activity to consider the applica-

. ol tion guidelines developed in Task 5. If the guidelines indicate the need to
o incorporate Sneak Analysis in the reliability program plan, the next step would
D be to determine whether the acquisition is to be sole source or released for
£§71," competitive bidding. In either case, the request for proposal considerations
,5 o should provide insight into the items for procurement. The final step would
ik _ include selection of the relevant task statement of work, data item descriptions,

and possibly third party agreements for proprietary documentation.

The second portion of Task 4 aiso requires the development of guidelines
for monitoring a Sneak Analysis task. These guidelines will aid the procuring
activity in effectively monitoring and utilizing the results of Sneak Analysis.
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Hardware Software Integrated Multiple Data Item Third Party
Sneak Analysis Sneak Analysis Hardware and Analysis Description Agreement
S0W SOW Software SOW
Sneak Analysis
SOW

Figure 3-6. Selection Process for Sneak Analysis

3.4.1 Specification requirement for Snea ssis. This specification is
written for a combined hardware/software task an. may be edited to suit either
task individually. In addition, the specification is written for an expanded
project phase usage, even though the Appendix A Sneak Analysis Project History
Tables contain past projects performed from the Full-Scale Engineering Develop-
ment phase through the Unlimited Production phase. (A complete specification
is provided in Appendix I.)
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3.4.1.1 Purpose: The Sneak Analysis technique described herein establishes
a standard procedure for performing the analysis and reporting the results. The
analysis is used to systematically identify and report sneak paths, sneak timing,
sneak labels, and sneak indicators which may exist in the design. All areas of
design concern and document errors discovered during the Sneak Analysis are also
reported. Such sneak conditions and design concerns that are discovered are to
be assessed for their impact on system performance.

3.4.1.2 Usage: Sneak Analysis is a powerful tool to identify system condi-
tions that could degrade or adversely impact the mission safety or basic equipment
reliability. It is a technique that can be applied to both hardware and software.
For hardware, SCA is generally based on the use of engineering and manufacturing X
level documentation. Its purpose is to identify latent paths which cause occur- 3
rence of unwanted functions or inhibit desired functions, assuming all components 3
are functioning properly. SCA of electrical circuits is a mature and useful tech-
nique that can be performed on both analog and digital circuitry. The purpose for
Software Sneak Analysis is to define logic control paths which cause unwanted
operations to occur or which bypass desired operations without regard to failures e
of the hardware system to respond as programmed. After a Sneak Circuit Analysis =
and a Software Sneak Analysis have been performed on a system, the interactions g
of the hardware with the system software can readily be determined. The effect
of a control operation that is initiated by some hardware element can be traced
through the hardware until it enters the system software. The logic¢ flow can
then be traced through the software to determine its ultimate impact on the
system. Similarly, the logic sequence of a software initiated action can be
followed through the software and electrical circuits until its eventual total
system impact can be assessed. Finally, the analysis should be considered for
critical systems and functions where other techniques are not effective, but T
should not be applied to off-the-shelf computer hardware such as memory or data =

processing equipment.

Sneak Analysis is a useful engineering tool which, for hardware, can be
used to identify sneak circuits, drawing errors and design concerns. Software
analysis will identify software sneaks, design concerns and software document
errors. The effects of varying environments are not normally considered, and
sneak circuits which result from hardware failure, malfunction, or environmentally
sensitive characteristics are not usually identified. The identification of a
sneak circuit does not always indicate an undesirable condition; in fact, some
have been used to accomplish tasks when other circuitry has failed. The impli-
cations of a sneak circuit, therefore, must be explored and its impact on the
circuit function determined before any corrective action is taken.

3.4.1.3 Applicable documents: The following documents of the issue noted
or, if not noted, the issue in effect as of the date of the contract as shown
in Department of Defense Index of Specifications and Standards form a part of
this specification to the extent specified in Table 3-34,
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TABLE 3-34. APPLICABLE DOCUMENTATION

DOCUMENT NUMBER DOCUMENT NAME

1. MIL-STD-7858 Reliability Program Plan for Systems
(15 September 1980) and Equipment Y

2. MIL-STD-78°C ‘Reliability Design Qualification and
{21 October 1977) Acceptance Test Standard (Appendix A,
Para. 40.7) -

3. MIL-STD-882A System Safety Program Requirements
(28 June 1977) {Para.. 5.5.1.2.¢)

4. NAVSEA TEOO01-AA-GYD-010/SCA | Contracting and Management Guide for

Sneak Circuit Analysis (SCA)
5. DOD 5000.40

Reliability and Maintainability i
(8 July 1980) (Para. D.2a)

3.4.1.4 Requirements: During the Full-Scale Engineering Development and/or
Unlimited Production phase, the contractor shall conduct or contract for Sneak
Analysis of circuitry/software critical to mission success or crew safety. The
analyses shall identify latent paths which cause unwanted functions to occur or
which inhibit desired functions. Potential design or equipment weaknesses are
to be identified and reported. An assessment of the system impact is to be
provided for the potential problem, along with a recommendation for corrective
action. In making these analyses, all components/software shall be assumed to
be functioning properly. These analyses shall be performed on production manu-
facturing documentation for each circuit analyzed, and the actual code and
specifications for the software to be analyzed during the Full-Scale Engineering
Development or later phases. Equivalent or design type drawings or logic flows
shall be used during earlier development phases.

The contractor shall present in the proposal a complete list or description
of the functions/circuitry/software for which Sneak Analysis is to be conducted.
The Tist of those functions/circuits/software to be analyzed shall be presented

to the procuring activity, together with the rationale for any deviations to the
specified systems.

The contractor shall specify the overall task period of performance along
with subtask periods of performance. Periodic reviews or report periods shall
be established to promote timely transmission and consideration of contractor
reports. A final report documenting the task and all findings shall be prepared
and transmitted at the conclusion of the task. Jf the Sneak Analysis task
includes change analysis, a final report for the baseline analysis shall be
required, followed at the conclusion of the change analysis task with a final
report documenting the change analysis reports.
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The contractor shall indicate the depth of the Sneak Analysis task in the
proposal. The typical hardware or software task occurs at the component level
or instruction level where cause and effect relationships are studied in detail,
Systems defined as within scope of the contracted effort should be analyzed to
the detail component level, An interface analysis should be performed for that

portion of out-of-scope equipment or software directly interfacing with the in-
scape systems,

3.4,1.5 Technique: Four classical categories of the Sneak Analysis tech-
nique shall be addressed:

a. Sneak paths, which allow electrical current or software logic to
flow along unsuspected routes

b. Sneak timing, which causes functions to be inhibited or to occur
unexpectedly as a result of timing or function sequencing

¢c. Sneak labels, which cause an operator to initiate incorrect stimuli
d. Sneak indicators, which produce ambiguous or false displays.

A formal Sneak Analysic shall involve (1) classifying basic circuit or
software recognition patterns into which the system elements fall, (2) applica-
tion of "clues," or sneak condition criteria, applied to these patterns to uncover
sneak conditions, (3) assessing the effect of the sneak conditions on system per-
formance, (4) establishing accept/reject criteria, and (5) reporting of results
to the procuring activity.

The contractor shall identify latent flow paths, unexpected operational
modes, unnecessary components, etc., in case of hardware; or unused and inac-
cessible paths, improper branch sequencing, undesirable ioops, etc., in the
case of coftware. The system Sneak Analysis should not be finalized until
complete production system drawings are available. Any proposed changes made
after production drawing release shall be examined for introduction of sneak
effects before being adopted.

The contractor shall document the criteria, assumptions, delineation of
sneak paths, etc., of the analysis. The data shall be mzintained and updated
to reflect any changes in equipment configuration.

3.4.1.6 Assumptions: Assumptions are made when performing Sneak Analysis
to establish the analysis boundaries, define terminology, and keep the scope
within cost-effective bounds. Tables 3-35 and 3-36 1ist the more common
assumptions for hardware and software, respectively.
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TABLE 3-35. HARDWARE SNEAK ANALYSIS ASSUMPTIONS

% a. A Sneak Circuit is not dependent on a component or circuit
' failure.

E ' b. Unless otherwise specified, signals which cross analysis
: boundaries (out of scope) are assumed to be correct in
i voltage, polarity, and time for the circuit being analyzed.

c. The data base for the analysis represents the "as-built®
configuration of the system.

Parametric calculations are performed only to the extent
necessary to understand true circuit operations.

_ e. Environmental effects are not normally considered in the
' _ analysis.

[« 8
.

TABLE 3-36. SOFTWARE SNEAK ANALYSIS ASSUMPTIONS

a. The software specification is the design intent of the software.

b. The assembler or compiler does not introduce errors into the
software,
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¢c. Assembled or compiled software is free of syntax errors, i.e.,
typographical errors.

d. The data provided represents the compiete software program under
consideration.
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e. Hardware induced problems are not considered.
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3.4.1,7 Quality assurance provisions: To perform a valid Sneak Analysis,
provisions must be established to provide that: (1) all paths within a system
have been analyzed; (2) each path is directly traceable to the network tree in
which it was analyzed; (3) each component/statement is directly traceable to the
path in which it was analyzed; and (4) each component/statement is directly
gr?ceab]e to the specific documentation used to establish the data base master
ile.

The following provisions shall be used to produce a valid Sneak Analysis:

1. Network trees analyzed for sneak conditions shall be traceable to
the system's manufacturing drawings or source code. The network
trees shall contain all the wiring, components, or statements used
to generate the tree. Further, all paths necessary to initiate
and complete a given function shall be shown or referenced on one

network tree.

Each network tree shall be independently numbered.

An index shall be developed toc show the network tree in which each
component or statement appears.

Each path shall be traceable to the network tree in which it
appears.

Each path shall be independently numbered, and its wira segments,
components, or statements traceable to the system's manufacturing
drawings or source code in which they appear.

Each path shall be independently analyzed as to its effects on
system operation, and records maintained indicating analysis

results.

3.4.2 Sneak Analysis Request for Proposal considerations. The basic
requirements for a procuring activity initiated Sneak Analysis Request for ] ]
Proposal (RFP) are presented in this section. The outline can be tailored by 5 .
the procuring activity to suit a specific application. The outline is intended 4
to be specific enough for the procuring activity to properly assess and evaluate
contractor responses. Evaluation criteria are also presented to provide a basis

for evaluation.

The outline of the Sneak Analysis KFP and evaluation criteria are shown
in Table 3-37.
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TABLE 3-37.

OUTLINE OF A SNEAK ANALYSIS REQUEST FOR PROPOSAL

REQUEST FOR PROPOSAL (RFP) QUTLINE

-

NO‘?’I&UN—-‘

PROGRAM NAME . 8. DATA REQUIREMENTS
PURPQOSE OF RFP 9. TASK DESCRIPTIONS
SCOPE OF EFFOR1 10. DELIVERABLES

APPLICABLE SUBSYSTEMS 11, MISCELLANEOUS

ANALYSIS DEPTH 12, FACILITIES AND SECURITY
CHANGE ANALYSIS OPTION 13. COST

ADDITIONAL ANALYSES 14, TIME REQUIREMENTS

EVALUATION CRITERIA (EC)

UNDERSTANDING PROBLEM I 4,
RELEVANT PAST PERFORMANCE 5.
CAPABILITY TO PERFORM

cosT
SCHEDULE

3.4.2.1

Raquest for Proposal items:

1. Program Name - This is a title of the Sneak Analysis task which
is generally the program name. The major subsystem equipment
or software name may be added to the title.

Purpose of RFP - The purpose(s) for requesting the Sneak Analysis
should be stated. The rationale may be oriented toward problem
jdentification or design analysis at the Validation and Full-
Scale Engineering Development phases, or problem identification
or change analysis in later development phases. This section
should stipulate the task as being a "one-shot" analysis, a
continuing analysis with change analysis included, or a combina-
tion of Sneak Analysis with one or more analysis techniques.
Combined hardware and sottware Sneak Analyses are to be
stipulated as an Integrated Analysis.

Scope of Effort - The task scope should delineate the task require-
ments, depth of analysis, the system or subsystems included in
the analysis, the period of performance, and the end product
deliverables. The scoping paragraphs may contain important
notes or clauses from the remaining RFP items described i, this
section, Specific systems or subsystems may be exciuded from
the effort and listed in this section. If multipie systems or
subsystems are to be analyzed one at a time, the order and time

phasing for each subtask should be specified. The responsibility
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tor data acquisition should be identified as a task for the
procuring activity, the Sneak Analysis contractor, or a third
party. When classified systems are to be analyzed, security
requirements should be specified for personnel, facilities,
documentation handling procedures, and computer processing.
The task scope should specify whether a change aralysis is
included in the overall effort, and, if so, the number and
type of acceptable changes should be specitied.

Applicable Subsystems - Applicable subsystems are to be accurately

and completely identified in the RFP. Figures and pictures may
be used to clarify and bound the applicable areas. Accuracy is
required in this item because cost, schedule or problem identi-
fication limitations may require analysis of only portions of
particular subsystems and whole subsystems in others. Whenever
portions of primary functions in the applicable subsystems
continue into equipment or software not considered in scope,

it is necessary to provide interface control documents,
functional system diagrams, or logic type diagrams that identify
or depict the remainder of the function.

Analysis Depth - Analysis depth is an important scoping considera-

tion because it has a direct bearing on cost, schedule, and
anticipated results. The procuring activity should specify
the level of the Sneak Analysis required as interface or
component level. Interface analysis concentrates on high
level system functions, while component analysis proceeds into
the detailed subsystem equipment. This RFP item is important
to the procuring activity because it enables a correlation of
RFP responses. Some responses may cover the designated sub-
systems and other RFP requirements for markedly lower cost
and schedule time due to performance of a higher level systems
analysis rather than a more detailed systems analysis. The
analysis depth specified in the RFP must be matched to the
level of detaii in the acquired documentation,

Change Analysis Option - The incorporation and analysis of

electrical system equipment changes or software code instruction
changes must be specified in the RFP if desired by the procuring
activity. The change option may be limited to an analysis for

only the proposed wiring or software design changes brought about

by prime contractor response to Sneak Analysis reports. A more
formal change analysis would include all changes to a particular
confiquration baseline. In either case, the procuring activity
should specify the number and type of changes desired and the
change analysis period of performance.
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A majority of change analysis projects cccurred in the Space
Environment grouping of the Appendix A Sneak Analysis Project
History Tables. These were relatively long duration projects
in comparison to the Airborne and Ground/Water projects. Typical
project phasing for a formal change analysis is during the Full-
Scale Engineering Development Phase and Full-Scale Prototype
Development Phase. The rate and number of changes are typically
high for these phases. By the Pilot Production and Unlimited
Production Phases, the project design has been firmed and under
configuration management control. The rate of change generation
is typically lower in these two phases.

Hacmokolds

G IR

TN
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7. Additional Analyses - Whenever Sneak Analysis is to be performed
in conjunction with other analyses, the selection and phasing
of “the tasks should be specified. Care should be exercised in
this process to ensure that the maximum benefits are achieved
for each of the analyses. Combined analyses are usually per-
formed on areas of circuitry or software that are new in concept
or design. They may also be applied to areas which have been
manifesting anomalies. Combining analyses is also a means of
achieving cost reductions. Central to any analysis is the
effort required to establish the configuration on which the
analysis is to be performed. A combined analysis effort
requires the design configuration building only once, and this
has typically been accomplished by the Sneak Analysis task for
electrical and software systems. The Sneak Analysis network
tree approach provides a functional layout of the system where
cause and effect relationships can be identified and depicted
easily. While the fundamental premise of Sneak Analysis assumes
no equipment or software failures, failures can be postulated
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at any level and their effects traced through the systems in i

the same way as a detailed Failure Mode and Effects Analysis. ;
The network trees also serve as the basis for other analyses, .
which eliminates duplicate efforts, standardizes the configura- 3

tion, and lowers the overall costs.

8. Data Requirements - The data requirements for Sneak Analysis depend
on the task type and analysis depth. An interface analysis
requires interface control documents, system block diagrams,
high level functional diagrams and program description documents,
including requirements and specifications. A coniponent analysis
requires the logic flow diagrams and functional integrated .
schematics or flowcharts, if they exist, along with the documenta- )
tion required for an interface analysis. The analysis also !
requires source code 1istings, detailed schematics, cable inter- :
connect diagrams, wire lists, printed circuit network drawings,
and in some cases, assembly drawings, procedures and check-1ists.
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The procuring activity must assign the data acquisition task
responsibility to the prime contractor and subs, to the pro-
curing activity itself, or to the performing Sneak Analysis
contractor. The procuring activity, working through the prime
contractor and vendors, has been the customary designee for
this task. Allocations for the data acquisition effort will be
made regardless of who is selected. Items to be considered for
this effort are the prime contractor and vendor costs and delivery
schedules if they are designated for data acquisition. The pro-
curing activity and the Sneak Analysis contractor require funding
tg identify, order, and possibly travel to acquire the documenta-
tion.

Qi astmeamiabo a2 R

The procuring activity should verify that the overall program
contract has requirements for prime contractor, subcontractor
and vendor deliveries of drawings and software code which will
permit analyses (like Sneak Analysis) to be performed in a
timely and cost-effective manner. If delivery of drawings and
code has not been contracted for in the overall program procure-
ment process, additional cost will be incurred by the procuring
activity in obtaining drawings and code for the analysis.

Third party agreements will also have to be established which
ijdentify the documentation users, the purpose, data handling
procedures, period of usage and final disposition of the
documentation.

Documentation acquisition must be timely and complete early in
the Sneak Analysis task or schedule impacts will occur. From
the results of Task 2, the majority of Sneak Analysis tasks
are under nine months in duration which means that the complete
documentation for such a task should be received within a month
of task initiation. Definite milestone dates indicating 50%
and 100% levels for data acquisition should be stated in the RFP,

The RFP should specify when the analysis is to include classified
systems so that special handling procedures are instituted.
Personnel availability with proper security clearance levels
must be established, along with facility clearances. If data
processing is to be performed using classified data, then the
computer and computer facility must have been approved for
classified data processing.

9. Task Descriptions - The RFP should stipulate that the competing
Sneak Analysis contractors provide a description of the tasks
they are to verform to identify sneak conditions in hardware
and/or software. The approach developed on the Apollo project
and refined through numerous Sneak Analysis projects is to use
network trees in combination with clue check-lists to identify
problems. The approach should be systematic, thorough, and
complete. The approach should demonstrate to the procuring
activity that each and every circuit function will be scrutinized
in detail. The intent should demonstrate that intended functions
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are turned on and off at the prnper time and for the proper
duration, and also that unintended functions are not generated.
It is in the unintended function generation or inhibition that
Sneak Analysis excels. Sneah Analysis pursues functions from
the component level operaticns up to system level effects (as
in Failure Mode and £ffects Analysis) ana from top level system
components down to triggeriny -omponents {(as ir a Fault Tree
Analysis). Sneak Analysis also looks across component levels
for additiona) system effects.

The task description should also declare whether any automation
aids are contemplated for use in accomplishing the Sneak
Analysis task. Descriptions of the automation aids should
be provided including the rationale for use. Relevant points
to consider for automation include:

a. Direct conversion of prime contractor manufacturin
data from magnetic tape (or other suitable media?
to acceptable input format for the Sneak Aralysis
computer programs.

Generation of the network trees used in the analysis
phase.

Timing analyses.
d. Some circuit analysis.

e. Change analysis.

Deliverables - The deliverables of a Sneak Analysis task should
be specified in the contractor proposal, along with concise
descriptions of each item. Descriptions of these reports are
provided in the example Data Item Descriptions provided later
in this section. As a minimum, the following output reports
should be included:

.

a. Periodic Status Report - This report documents the
progress of the vdarious Sneak Analysis subtasks,
identifies any problems encountered in the analysis
which might impede successful completion of the
project, tabulates all Sneak Reports issued, and
includes copies of the Sneak Reports as they are
issued. The Status Report is the primary means
of conveying the findings of the task in a timely
fashion., The majority of projects included in the
History Tables required eithar bi-weekly or monthly
status reports. Long duration prajects, especially
in the Space Environment, also called for special
quarterly reports which summarized the activities
of the previous three-month period.
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' b. Sneak Analysis Reports - This category of reports in-

F cludes Sneak Circuit Reports, Design Concern Reports,

' and Drawing Evror Reports for hardware type systems,
and Software Sneak Reports, Software Design Concern
Reports, and Software Drawing Error Reports for soft-
ware type systems. An example of each type of report
is presented in Appendix J. The primary intent of
each report is to document a potentially serious

system problem in a form that is understandable, clear, ;
concise, and easily verifiable. The paperwork should b
i serve as a link from the Sneak Analysis contractor to ;
the procuring activity and on to the prime contractor.
The Sneak Analysis Report should briefly describe the
undesirable circuit or software condition, the poten-
tial crew or mission impact, all relevant documentation
so that the basic system configuration can be verified,
a figure depicting the actual condition, and a proposed
recommendation to eliminate the system problem.

i e Lt a2

¢. Final Report - This report summarizes the entire
activities of the Sneak Analysis task. The report
should include the project purpose, scope, and an
overall assessment or evaluation of the analyzed
system(s). A complete listing of all documentation
used in the analysis should be provided so that the
configurations for the baseline system and system 1
changes can be established. A brief description of
the project tasks might be desirable, even though
they may be referenced back to the originating project
RFP. A tabulation of all reports issued by the Sneak
Analysis contractor to the procuring activity should
also be included, along with copies of each report. i
Any problems which had an impact on the successful i
completion of the task according to the scope and
terms of the originating RFP should also be documented

{ in the Final Report.

FITEY

The three report types just presented are the minimum deliverables |
for a Sneak Analysis task. If Change Analysis is to be perfaormed, ]
any problem conditions can be reported sufficiently with the !
above type reports. If a verification of check lists, T.0.'s, !
or other military type procedure 1ists are included within the !
scope of the contracted effort, slightly modified versions of :
the Sneak Analysis Reports may be desirable. In this instance, i
the reports would identify operator induced errors, errors in i
control sequencing, and errors of interpretation and reaction
to equipment displays. Additional reports generated to document
the results of other analysis techniques should also be described
and included in the Final Report.
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The Final Report could also be used to implement the recommendation
to measure Sneak Analysis effectiveness, which is included in
Section 5.0 of this report.

Miscellaneous - Miscellaneous itemns which are required of the
Sneak Analysis contractor over and above the baseline analysis
should be specified. This may include, but not be Timited to,
the following:

& Additional analyses, such as Failure Mode and Effects
Analysis, Fault Tree Analysis, and Change Analysis.

b. Data acquisition and possibly some travel.

¢. Program review support to provide liaison and inputs
for milestone events such as a PDR, CDR, first
flight, or scheduled tests,

d. Computer program development, possibly in the area
of converting prime contractor data to a format
usable in the analysis phase,

e. C(lassified data handling,

Facilities and Security - Facilities and security requirements
should be a part of the RFP, even when classified data systems
are not involved. This feature protects the proprietary
rights, if any, of the manufacturing contractor. The entire
contractor facility or some designated portion thereof shoutd
te cleared to handle the highest level documentation contemplated
for use by the Sneak Analysis contractor. Personnel should have
at least corresponding security clearances. This includes
direct management. engineers and software analysts, clerks,
secretaries, aides, and any other personnel participating in
the classified portion of the analysis. If any portion of the
task is computer-aided, then the personnel, computer and
computer facility must also be cleared. UDispositioning require-
ments to return or destroy acquired documentation and Sneak
Analysis contractor generated reports must be specified.

Cost - Cost breakouts for the various Sneak Analysis tasks will
normally be a separate report or volume from thé RFP to allow
an impartial evaluation of the technical portion of the RFP.
Cost factors include analysis personnel, computer processing,
classified data handling, data acquisition, travel, performance
of other analyses, and computer program development (if any).

Time Requirements - The time requirements (if any) of the procuring
activity should be stated in the RFP. Dates for support of CDR,
first flight or major systems tests have a direct bearing on
the tasks and sequence of tasks performed by the Sneak Analysis
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] contractor. If the analysis is "one-shot" and scoped to a
; single system or portion of a single system, then the task
approach is fairly direct. Otherwise, multipie systems

! analysis or combined analyses will require the contractor to
. prioritize the systems and the tasks within each system.

The RFP should also require a schedule of all major functions
to be performed by the Sneak Analysis contractor. The schedule
should show an orderly progression of tasks leading to successful
completion of the analysis, and any intervening milestones

specifically required in the RFP.

3.4.2.2 Evaluation c¢riteria items:

1. Understanding Problem - Understanding of the problem is an important
evaluation criterion to judge Sneak Analysis proposals. The

' evaluation criterion looks not only for an understanding of the

' contractor's Sneak Analysis process and task relationships but

;! also the need and use of the analysis to satisfy the procuring

activity's requirements in a timely and cost-effective manner.

The task process may be different from contractor to contractor,
but will probably progress according to the following order:

a. Data Acquisition

Identify and acquire data if so tasked.

Log all documentation received.

Review all documentation for completeness and
correct level of detail,

Identify missing and required documentation.

£ w N -

b. Preanalysis

3 Identify functions in the documentation.
B 2. Verify overall system interconnections.
A Exclude all ar s of documentation out of scope
. for tne effort.
i 4, Review adequacy of interface equipment or
software documentation.

{ ¢. Partitioning

i 1. Subdivide circuitry or software by functions.
- 2. Annotate documentation for subsequent encoding task.

|
d. Encoding (only if computer processing is used)

1. Convert detailed wire continuity segments to

computer format.
2. Convert detailed source code to computer format.
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3. Autqmate conversion process
Verify data masterfiles reflect actual svstem
configuration.

e. Computer Processing

1. Edit and analyze all user inputs.
Connect all circuit segments and software code.
3. Produce hardcopy plots of system network trees.

f. Network Tree Generation

1. Manually develop network trees if no automation
aids are used.

2. Annotate all functiovnal remarks on network trees.

3. Annotate all cross-references on network trees.

4, Identify and annotate relevant descriptive
documentation.

5. Annotate interface information for out-of-scope
systems.

g. Analysis

1. Identify topographs (circuit or software patterns)
in network trees.
Apply "clues" for each topograph.
Compare network trees to functional system flows.
Compare network trees to Interface Control Documents.
Compare network trees to procedure check lists.
Performn timing analyses where required.

h. Problem Reporting

1. Assess problem categorization (Documentation,
Design, Sneak).
Identify relevant documentation.
Describe problem.
Getermine system impact of problem.
Provide sketch of system illustrating problem,

Status Reporting

1. Provide periodic status reports (bi-weekly or
monthly).

2. Provide quarterly status reports, if required.

3. Include all reports issued during the period.

4, Tabulate and identify report dispositions.
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Change Data Receipt (if change analysis option is included)

1. Acquire proposed and/or implemented system changes.

.t 2. Log all documertation receijved.
: 3. Group changes by function or configuration contro)

board package numbers.

Change Data Inco.poration

1. Determine extent of change package.

2. Assess automation requirements if change is .
significant. i

3. Update network trees.

Change Data Anaiysis

Re-anaiyze all changed network trees.
Re-analyze all network trees affected by the
changed network trees.

Rerun timing analyses, if necessary.
Problem reporting is the same as baseline analysis.

N -

P w

Report

Summarize task purpose and scope
Describe analysis technigue.

Provide composite listing of all documentation. 3
Provide tabulation of all reports and dispositions. 3
Provide copies of all reports. :

Provide task assessment,
Provide additional task or system recommendations.

NOYN S WM —~

. 2. Relevant Past Performance - Relevant past performance is considered
’ to be a very important evaluation criterion. Actual performance,

f along with an assessment of that performance, should be demon-

; strated and presented in the contracter's proposal. The distinc-

{ tion between actual performance and performance capability

needs to be identified and evaluated in the contractor's response.

To adequately evaluate responses, the contractor should be
required to provide task synopses similar to those required by
the Application Guidelines procurement and in addition, provide
upon request, copies of Tinal Reports for procuring activity

inspection.

While the overwhelming majority of Sneak Analysis projects were
performed successfully, some projects were adversely affected by
incomplete and late data acquisition, technique development and
personnel learning curves. Sneak Analysis, as with other analyses,
requires a large expenditure in personnel development and training,
technique development, task phasing, computer progran development,
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and new technology incorporation. Relevant past performance is
thus essential for successful accomplishment of the Sneak

Analysis task.

Capability to Perform - Capability to perform Sneak Analysis is
the evaluation criterionwhich will be the most difficult to
assess. Different approaches will be offered in competitive
proposals by prospective contractors. Some may include the
formal Sneak Analysis process, variations to the process, or
substitution of other analysis techniques to achieve the same
end result. As a minimum, the capability to perform the basic
tasks listed in Item 1 would be a prerequisite for further
proposal ev-luation. Some of the main task headings may change, ‘
but the overall tasks should be equivalent. The next major
evaluation point will center on the analysis technique itself.
Since the major function of the analysis is problem identifica-
tion, many diverse approaches can be offered, and justifiably so.
Problems can be found by virtually any analysis technique, but
the overriding evaluation considerations are consistency,
systemization, and a unique perspective and perception of circuit
and software functions. Current automation aids and descriptions
of their intended use should certainly strangthen the evaluation
rating in the capability to perform c¢riteria.

Cost -~ An evaluation of cost factors is especially important in
Sneak Analysis tasks, because cost has an important bearing on
the scope and depth of the analysis and vice-versa, Line item
costs for the basic analysis, change analysis and other analyses
should be separately reported in the proposal, Costs for personnel,
management and c¢lerical support should be delineated, as well as,
computer processing costs, travel costs, and any other miscel-
laneous cost itams. In general, Sneak Analysis has been sold on
the basis of the number of components in the electrical system
and the number of executable instructions in a software program.
The greater the number of components and instructions, the
greater the Sneak Analysis cost. However, cost needs to be
evaluated against proposed deptn of analysis. An interface
analysis cannot be expected to cost as much as a detailed system

analysis, for example.

Schedule - Contractor schedules should be evaluated for the proper
sequencing and duration of tasks. They should identify all
major task functions and project milestones. Since data acquisi-
tion is very critical, early milestones for data receipt are an
absolute necessity. Network tree construction can either be
shown as one complete task of relatively short duration in the
first half of the project, or as a continuing process throughout
most of the period of performance. Either approach is acceptable.
Analysis is the main task element of the procurement. The

longest duration task should be the analysis, but the schedule

duration may not indicate such emphasis. Contractor discretion
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activity,

desirable.

to man-load the task at this phase is certainly acceptable and
In addition, the functions listed on the schedule

are normally not that discrete in the performance of a Sneak

Analysis task.

The contractor schedule should also include reviews (both program

That is to say, some analysis is normally per-
formed in each task shown on the schedule.

design and status), other analysis technique sequencing and

duration, change analysis if selected, and Final Report prapara-
If classified data and proprietary data are

tion and delivery,

3.4.2.3 Contract selection:
for the Sneak Analysis procurement is primarily the option of the procuring
However, the experience base acquired from the Appendix A Project

History Tables indicates that the predominant contract type is Firm Fixed
Price (FFP), as shown in Table 3-38.

TABLE 3-38.

used, there should be a final data dispositioning task included.

Selection of the type of contract desired

SNEAK ANALYSIS CONTRACT SUMMARY

COST PLUS FIXED FEE

FIRM FIXED PRICE

JOTAL _

CONTRACT
TYPE

PROJECT
ENVIRONMENT

NUMBER OF
PROJECTS

%

NUMBER OF
PROJECTS

%

NUMBER OF
PROJECTS

SPACE
ATRBORNE
GROUND/WATER

8

10%
10%

10
55
27

30%
90%

18
61
30

COMPOSITE

92

Table 3-38 illustrates that long duration projects (approximately one year
or longer) and projects with significant change analysis options are more likely

to be released as Cost Plus Fixed Fee (CPFF) contracts. In addition, those

projects which require contractor risk to accomplish unusual tasks are also

likely to result in CPFF contracts.

The Space Environment is the primary project

environment for implementing CPFF contracts, with approximately half of the

issued as FFP contracts.
equivalent distributions with 90% FFP contracts.
procuring activity's liabilities costwise in the performance of Sueak Analysis.

project contracts so designated.

Short to medium duration projects (less than one year) are predominantly
The Airborne and Ground/Water environments result in
FFP contracts limit the

The type of contract should be stipulated in the RFP.




3.4.3 Tailoring Statement of Work requirements, The process for tailoring
Sneak Analysis Statement of Work requirements to acquisitions of various types
is shown in generalized form in Figure 3-7. The process assumes that an assess-
ment of specification requirements and application quidelines (Task 5, Section
3.5) resulted in a decision to perform the Sneak Analysis task. The neea and
the rationale for the task are thus established. The process flow 15 now directed
toward determining how the procurement is to be implemented.

3.4.3.1 Tailoring process: The process flow shown in Figure 3-7 will be
presented as a step-by-step description of each function or decision block. The
blocks are numbered to clarify the path direction within the decision tree.

1. Identify Analysis Areas - The process begins in Block 1 with an
identification of relevant systems or subsystems. On the initial
pass, entire systems may be scoped to determine overall Rough Order
of Magnitude (ROM) costs. A1l equipment or software within each of
the designated systems would be identified by name, including component
equipment and interconnecting cabies for hardware systems and main
routines and called subroutines for software systems. A high level
interconnect diagram and parts 1ist are necessary for this step.

Estimate System Size - Block 2 requires an estimation of the number
of instructions in the software system. Typical systems are composed
of discrete devices and hybrid devices in hardware and high order
languages, assembly languages and machine code in software. Each
device or instruction can be translated into an equivalent number of
discrete components or assembly language instructions, respectively.

The overall number of components by category should be summed and used
in the next process block,

In the hardware estimation process, only equipment devices are counted,
not the interconnecting cabling. In the software estimation process,
only executable code is counted, comment code i$ not.

Compute Cost - Tables for computing costs for Sneak Analysis tasks are
included in Appendix B. The listed costs are derived for a 1979
dollar basis. The cost tables are intended to show the cost per
device type. By knowing the costs per device/instruction and the
number of devices/instructions, the ROM costs can be determined.

The cost tables have been evaluated anud determined to be adequate for
estimating a ROM cost for Sneak Analysis. The budgetary estimate is
for planning purposes only. Experience has shown that the final
price for the performance of Sneak Analysis is frequently lower when
the actual drawings and/or source codes are used for price determina-
tion. In addition, the final project price may be lower when discrete
functions are identified within the overall systems and the analysis
is 1imited to those functions.
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4, Acceptable Cost Range - The derived ROM cost of the Sneak Analysis task
is compared to the budget levels allocated in the original program
reliability plan. If anticipated costs are within the budgeted level,
the procuring activity may begin the procurement process by proceeding
to the function in Block 8 of Figure 3-7. However, since the original
estimate was a ROM, it may be necessary to perform a more detailed
estimate of costs to achieve higher confidence in the cost figures.

[t should be noted that the derived cost is actually the cent~r point
of a cost range. For example, if the derived cost is $50,000 * 10%,
the cost should be between $45,000 to $55,000.

Ly O e W)

If the task cost significantly exceeds the allocated analysis cost, '
additional decisions must be made by considering reduction of
analysis scope or combining Sneak Analysis with other analyses.

5. System Scope Reduction - If the ROM estimate exceeded the planned task
allocation, a critical analysis of the designated systems should be
performed to isolate the desired functions. In effect, the task
effort should be scoped from the overall system level to the subsystem
level and possibly even to the component level., Non-critical functions
should be eliminated and a new scope of effort determined. The reduced
task scope may then be evaluated against the original statement of need

; and costs recomputed by entry to Block 2. Process cycling through

: scope reductions and cost computations may occur until desired task

; cost levels are achieved.

Note - The procuring activity could request contingency funds to
supplement the ¢riginal task allocations. Program contingency
funds are those dollars not previously allocated to other :
analyses. Sufficient budget could then be obtained and the E
process flow could proceed to Block 8. :

6. Combine Analyses - If it is not possible to reduce the number of
functions scoped for the analysis task, the procuring activity
should consider combining Sneak Analysis with other analysis tasks. -
The overall cost of performing Sneak Analysis with specific analyses
such as Failure Mode and Effects Analysis and Fault Tree Analysis,
is lower than performing all three tasks separately. In this way,

. lower overall budget expenditures can be obtained for the combined

tasks. The resulting allocations should be sufficient for the

| combined tasks. If the resulting budget allocation is sufficient,

proceed to Block 8, otherwise the Sneak Analysis task must be
deferred until supplemental funds are available or the procurement

i cancelled. An option is available to the procuring activity that

y removes the requirement for a detailed Sneak Analysis and imposes

the requirement for an interface Sneak Analysis. Very early in the

program development phase {Concept or Validation Phase) this may

{ be a viable alternative. From the Full-Scale Development Phase

and later phases, the analysis should be at the detaiied level to

obtain significant results.
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Defer Procurement - If this task decision block is reached, a recon-
sideration of rationale or statement of need should be made. If
the decision is made to defer the task, periodic reviews should be
performed to re-institute the proposed task at the earliest available
time. The cost to identify problems, correct design and implement
changes increases dramatically when probiems are detected in later
project development phases.

Contract Selection - After the Sneak Analysis task is properiy scoped
and program funds are allocated, the next function to be performed
is selection of the type of contract and statement of work.

Table 3-38 presents types of contracts used in past analyses and
may be used as a basis for the pending procurement. The selection
of the proper statement of work is dependent on the equipment or
software composition and the addition of other task analyses.
Reference Section 3.4.3.2.

Competitive Procurement - The decision to issue a sole source procurement
or a competitive bid procurement can probably be made at an earlier
time in the process flow. If sole source selection is desired,
proceed to Block 13 of the process flow. If a competitive bid
procurement is selected, the decision should be made earlier in the
development flow to overcome the attendant delay in the project
initiation schedule until contract award.

Issue RFP - RFP considerations are presented in Section 3.4.2.1 which
are relevant to the RFP structure. The bid package should then be
circulated or announced in publications such as Commerce Business
Daily.

Evalaute Responses - Evaluation criteria considerations are presented
in Section 3.4.2.2 and may be used as the basis for evaluating
contractor responses.

Contract Award - Contract award to the winning bidder is the final
step in the competitive procurement process and reprasents the
initiation of the Sneak Analysis task.

Sole Source Award - Sole source contracting for Sneak Analysis is the
most common procurement method based on the Project History Table
entries. This method offers a more imuediate task startup and lower
overall program incurred costs since the competitive procurement
time phasing and expenses are eliminated.

3.2 Statements of Work (SOW): SOW descriptions are presented in this
along with a brief discussion of the SOW contents. Example SOW's are
in the following Appendices C, D, and E. The types of SOW's presented
Hardware Sneak Circuit Analysis - example provideu in Appendix C.
Software Sneak Analysis - example provided in Appendix D.
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3. Integrated Hardware/Software Sneak Analysi. - example provided in
Appendix E.

4, Combined Analvses - this is a variation of Appendices C, D, or E.

i o 1 $or Wt B

The typical content of a Sneak Analysis SOW (hardware and software)
includes the following items:

General Purpose

Scope

Optional Change Analysis

Task Descriptions ‘
Qutput Reports

Input Data Requirements

Period of Performance

N B WA —

¥ 1. General Purpose - This item includes the task title and overall

k| analysis objectives, If hardware only is involved, the example
: SOW in Appendix C is applicable; if software only, Appendix D

applies; and, if hardware and software, Appendix E applies.

The boilerplate SOW's do not include the project phase

designator which would be added if formal tracking of Sneak

Aralysis effectiveness is to be performed.

k- 2. Scope - The scoping section is one of the three primary SOW .
| tailoring items. For depth of analysis, an implicit assumption
is made that a detailed component or instruction analysis is
to be performed. Certainly the limits ar bounds of the system
or software are to be expressed in sufficient detail so that
no doubt exists as to the functions or systems defined as in-
| scope. This bounding produces the number of components and
instructions. If change analysis is to be performed, an extra
sentence should be added which dictates the analysis and
references item 3, Optional Change Analysis. Additional
scoping parameters include other analyses, classified data
systems, and data acquisition responsibilities.

3. Optional Change Analysis - The change analysis option should be B
viewed in two ways. The first way includes the no-cost incor-

; poration of engineering changes to the hardware or softwarc

1 prior to a designated task date. This task date has typically

| been referenced to a time period one to two months before the
S baseline analysis computer processing phase. After this time,
- 3 the baseline is firmed and incorporation of changes is no
longer within the original cost structure, with one exception.
Changes, proposed or implemented, resulting from a Sneak
Analysis report, can be performed at no cost subject to the
nuinber and relative size of the changes. In the second way,
change documentation received after the start date and before
a designated end date will be incorporated and analyzed if
this additional cost option is selected. The performing con-
tractor has two approaches for change analysis, which includes
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manually incorporating the changes on the network trees or :
incorporating the changes into the data masterfile, running 3
the computer programs and generating revised network trees.
Only the changed network trees would be analyzed. However,
4 the volume of changes and/or the size of individual changes is
a distinct cost, schedule and performance risk factor for the

; performing contractor. To lessen this risk, the cost of the

l change option is typically tied to a percentage level of the

' overall baseline component or instruction count. The percentage

! level 1s variable and is directly proportional to change cost.

| Change analysis tasks are appropriately included in Cost Plus

1 Fixed Fee contracts.

1

t
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4., Task Descriptions - Task descriptions normally address in ab-
breviated form the generalized set of tasks shown in Section
3.4.2.2. Variations may occur in the overall set depending
on the task application and scope.

5. Qutput Reports - Descriptions of the formal project reports may
be provided in this item and may be referenced to the SOW
Data Item Description. Sneak Analysis Reports and the Status
and Final Reports are the primary components of this SOW item,
; A contract Data Recuirement List will define the number of
; reports required, the delivery dates, and the recipients of
B the documentation, The Sneak Analysis reports may be omitted
Fi if the primary purpose of the analysis is to identify and
describe a test ar mission problem and when time is of the
essence.

4 6. Input Data Requirements - Input data requirements are normally
' specified in a generic sense. The intent is to specify as-

built or as-coded documentation, but no industry-wide standards -
A exist and this introduces some risk to the performing Sneak !
5 Analysis contractor. Documentation defined as detailed by
: one contractor, subcontractor or vendor may be functional in
nature to another supplier. The actual level and names of
this "intended data" vary enough that absolute specification
is not possible.

A1l documentation may be received in a timely manner, but the
. schedule could be impacted if the right data, level of data,
and current configuration data is not included. 1In
general, the task schedule shows data receipt milestones,
R which, if they are not met, can result in a schedule impact
R and possibly additional cost to the procuring activity.

The media for transmitting the data should be included. i
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7. Teriod of Performance - The pericd ot performance item describes
the main tasks shown on the project schedule with corresponding
dates. Special program milestore data corresponding to PDR,
CDR or first flight support can be included in this item,

3.4.3.3 Attachments to Statements of Work: Three attachments to Sneak
Analysis Statements of Wurk are described in this section, The Data ltem Descrip-
tion is a reqguired contract item, submitted as an attachment to the procuring
activity RFP. An example copy is provided in Appendix F. The third party
(Proprietary) data agreement is an optional input and is used only when a con-
tractor, subcontractor or vendor refuses to release dacumentation without
assurances that the information will be safequarded and its use restricted to
the Sneak Analysis task. An example copy ¢f this agreement is provided in
Appendix G. The Task Schedule is the remaining attachment, and like the DID
is a required SOW attachment. An example project schedule is provided in
Appendix H. The project scheduie should include as a minimum those tasks listed
in Section 3.4.2.2 and the required task durations.

No tailoring is required for these three attachme.its, except possibly for
task durations in the project schedule. The details of each attachment can be
obtained by reading the example attachments.

3.4.4 Guidelines for monitoring Sneak Analysis tasks. This section
presents the results for the second subtask of Task 4. Guidelines developed in
this section are intended to acquaint the procuring activity with the necessary
roles and functions it should perform to ensure successful accomplishment of the
Sneak Analysis task. The guidelines contain active and passive functions.

The term procuring activity in this description is used to refer to both
the contract administrator and the technical monitor. The technical monitor will
perform the majority of functions.

The primary functions of the procuring activity include the following:

. Contract performance

Data acquisition and handling

Liaison

Report evaluation, coordination and disposition.

Pwry —

3.4.4.1 Contract performance: This activity encompasses many functions
designed to verify contractor compliance with the terms and conditions of the
contract. It also includes contract extensions, modifications, add-ons, and
redirections. The procuring activity should establish an orderly task startup
by initiating contact between the procuring activity, the Sneak Analysis con
tractor and the data suppliers. During the task performance pnase, the procuring
activity should maintain the established communication lines to promote necessary
information exchange. At the conclusion of the task, the procuring activity
should verify final report receipt and content, prepare rnecessary closeout paper-
work and verify all contract terms and conditions are met,
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During the course of the contracted task, the periodic status reports will
become the formal means of communicating task progress, problems and findings.
The contractor status reports should be reviewed to ensure satisfactory progress
on scheduled tasks and costs, and that these tasks are completed in a timely
manner as indicated on the project schedule. Task slides in the data acquisition
phase especially, and slides in the computer processing and network tree genera-
, tion phases should be assessed to determine the impact on successful completion by -
| of the project. The procuring activity should also assess the likelihood of a E.

task slide resulting in increased project costs. The procuring activity should T
actively investigate the causes of the slides and take actions to bring the tasks
back on schedule.

i 4 e B
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The procuring activity should also verify all contract deliverables '
specified in the CDRL are received on time and in correct quantities. The
deliverables should also comply with the DID items in effect for this procurement.
If classified data is used in the task project, the procuring activity should
verify proper safeqguards and procedures are being used in the handling and trans-
mission of classified material.

| 3.4.4.2 Data acquisition and handling: The procuring activity should
1 maintain close contact in the startup phase with the Sneak Analysis contractor
and documentation suppliers so that all input data requirements are satisfied.
The procuring activity in particular should address the problems of incomplete
. data, illegible data and incorrect data. Active support of the procuring
3 activity is required to expedite solutions to these data problems because of the
; typically short duration associated with the data acquisition task. If pro- 3
prietary data agreements are required, they must receive the procuring activity's i
highest priority due to the long flow time in obtaining concurrence on third party :
agreements.

proper disposition of the contractor supplied documentation is performed. Data
may be destroyed according to approved procedures, returned to the data suppliers
or the procuring activity, or maintained in the Sneak Analysis contractor files,
depending on the conditions specified in the contract. Al1 documentation sent

to the Sneak Analysis contractor should be accounted for.

wi At the project conclusion, the procuring activity should verify that the

| The standard operating procedures of the Sneak Analysis contractor should .

i include a means of logging and recording all documentation received, including 5

‘ drawing numbers, revision levels, change notices, descriptive naterial, and :

| program code. The contractor should suppiy a copy of this log to the procuring
1 activity in every status report period in which data is received. In this way,
1 the procuring activity is aware the data was transmitted and received, and can

! send this Tog to the document suppliers. The suppliers in turn should verify

; that the log is complete, correct, and reflects the current configuration for

' the proposed systems analysis. If it is not, the procuring activity should :

! investigate the discrepancies and resolve the problem. -
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Sneak Analysis tasks involving a baseline analysis only require early data
support by the procuring activity. Tasks which include change analysis require a
continuing participation on the part of the procuriny activity. It may be neces-
sary for the procuring activity to be a formal member of the prime and support
contractor change review board to ensure all change documentation is supplied

to the Sneak Analysis contractor. In particular, the grouping and collecting of
documentation changes associated with a single change directive is an important g
3 function of the procuring activity. Otherwise, receipt of drawing and software 3
: code changes associated with a particular change directive will be a disorganized
and disruptive occurrence to the performing Sneak Analysis contractor. If
possible, the procuring activity should see that the Sneak Analysis contractor

is supplied with the formal change directive paperwork which specifies the
revised hardware and software documentation. The Sneak Analysis contractor can I
then be assured that the documents received completely specify the system change
and can be incorporated as a whaole into the network trees and analyzed in an
organized manner.

.

'; 3.4.4.3 Liaison: The procuring activity should maintain a continuing line
! of communications with the Sneak Analysis contractor and the documentation sup-
pliers. The role of the procuring activity will involve recponding to questions
by the Sneak Analysis contractor in regard to circuit and software operations,
timing considerations, design philosophy, operating procedures and component
specifications. Ideally, the procuring activity will possess a vast storehouse
of knowledge and will answer all questions completely. In practice, however,

the procuring activity becomes a focal point directing system questions to
specialist personnel. The procuring activity should e«change communications
between the two parties, but the text or results should be supplied verbally or
in writing. The procuring activity will ther be aware of the subject, the -
answers to the questions, and the disposition or status of any other open items. 9
Misinformation or false assumptions can be detected early and corrected. '

3.4.4.4 Report evaluation and disposition: This is the most important
function of the procuring activity. The Sneak Analysis contractor has been
contracted to identify and report systems problems and to transmit these results
to the procuring activity. From here the procuring activity must establish a
mechanism or procedure whereby the reports are critically assessed and evaluated
and steps taken to create revised designs or procedures which correct the
problems.

The process begins when the Sneak Analysis contractor notifies the pro-
curing activity verbally or in the status report of potentially serious sneak
conditions. Man critical or mission critical sneak conditions should be trans-
mitted by telephone (assuming unclassified data) as the problems are identified
and verified by the Sneak Analysis contractor. The written reports become an
input in the next scheduled status report. The procuring activity should study
the report in its entirety and should determine that the report is complete,
legible, understandable and the problem areas highlighted. The title of the
report shouid be descriptive of the sneak conditions, all relevant documentation
required to configure the system through which the sneak passes should be listed,
the ultimate system impact should be clearly stated, the problem description

] should be clear and concise, a design recommendation to eliminate the problem

should be presented, and a graph or figure attached to illustrate the system 4
elements and the problem. .
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When the procuring activity completes the report reviews, the reports
should be disseminated to the program problem review board for consideration.
Participation in the review cycle may be necessary to assure adequate review of
the problems. The procuring activity should then maintain and track the reports
through the review cycle to determine final disposition. When the reports are
released to the manufacturers, the first task should involve a report
review similar to that of the procuring activity. Next, the contractor should
verify that the documentation numbers and revision status are current and correct,
and that the drawing in the Sneak Analysis report is a correct rendition of the
system. Then the report should be evaluated as to whether the condition is
valid and possible. No assessment is required regarding the probability of the
prcblem occurring. If the problem is deemed to be valid, the next task is to
determine whether ihe postulated sys:em effect is correct. Some testing and
engineering judgment may be required to perform this task. The results of the
entire investigation should then be documented and transmitted to the problem
review board and a copy to the procuring activity. Recommendations for report
disposition should be discussed, evaluated and documented, with the results sent
to the procuring activity,

The process now may take different directions. If the report condition is
valid and a recommendation is made to correct it, the report should be transmitted
to the configuration control board for implementation. When design corrections
have been approved and released by the board, the revised documentation along
with the change authorization paperwork should be sent to the procuring activity
for eventual transmittal to the Sneak Analysis contractor. The contractor in

turn should examine the approved design changes by reanalyzing the revised
configuration. The contractor should be looking to verify the sneak condition
is eliminated, the design intent is accomplished, and no new sneaks produced.
The 2valuation results are then transmitted back to the procuring activity.

If the problem review board determined tne report condition to be incorrect,
the rationale should be documented and transmitted to the procuring activity
and to the Sneak Analysis contractor. If incorrect documentation was the problem,
the procuring activity should obtain the correct and current documentation and
send it to the Sneak Analysis contractor. If the Sneak Analysis contractor is
in error, the procuring activity should inform the contractor of the situation.
The network tree construction process, the analysis technigue training for
systems analysts, or quality control procedures on the project tasks can then
be improved and corrected. If a reanalysis by the Sneak Analysis contractor
disputes the problem review board disposition, the procuring activity should
consider a meeting of personnel to resolve the problem.

Report tracking should be instituted by the Sneak Analysis contractor.
A1l reports to the procuring activity should be assigned a unique report number
and recorded in a report log, along with the report title. This log should be a
standard attachment which is updated for each status report. The report disposi-
tion should be designated as open or c¢losed. Open status implies problem review
board and change board consideration. Closed status implies a report disposition.
The typically closed report categories are:




Hardware Change

Software Change

Procedure Change
Acceptable Risk

Cancel

NHWwro —-

Hardware and software changes affect the design documentation in all cases,
and depending on the program development phase, actual hardware equipment and
software code.

Procedure changes acknowledge the existence of the report problem, but an
evaluation may determine that the problem can be adequately worked around (but
not corrected). As long as the revised operating procedure is controlled and
maintained, no problems should occur. But, realistically, the dormant problem
can potentially recur due to design changes and design oversights. Procedure
changes should not be encouraged as responses to any problem reports, especially
in the early program development phases prior to unlimited production.

Acceptable risks also acknowledge the existence of the report problem,
but either cost and schedule considerations prevail or an assessment as to a
low probability of occurrence is given. In effect, nothing occurs other than
the evaluation. The report is thus judged to be of no consequence.

The final disposition category is cancellation. This may indicate an
incorrect Sneak Analysis assessment or incorrect documentation. The reason
for cancellation should be determined and appropriate action taken.

3.4.4.5 Miscellaneous: The volume, type of reports, and report phasing
are unique to each Sneak Analysis task. The Section 3.2 Task 2 results indicated
an average number of reports by type per project. However, the actual distribu-
tion of reports experienced for a particular project may vary significantly
from these averages due to many factors. A greater number of reports typically
occur in the early program development phases and the volume rolls off in the
Unlimited Production and Deployment phases. Report types (Sneak Reports,
Design Concerns and Document Error Reports) also follow the same trend line as
the number of reports.

One typical factor in the performance of a Sneak Analysis project is the
timing of the reports. In the data acquisition and network tree generation
tasks, the predominant type of report generated is the Drawing Error Report,
which identifies discrepancies in the documentation and the contractor's
assumption of the correct configuration. Design Concern Reports and Sneak
Circuit Reports may be found at this time, but the numbers are low. Once the
network trees are generated and the formal analysis task initiated, the pre-
dominant types of reports are Design Concern Reports and Sneak Reports. Few
Drawing Error Reports are issued in this phase.
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3.5 Task 5 - Sneak Analysis Appliication Guidelines. Task 5 - Develop an
application guideline for hardware and, if possible, software procurements that
provides: (a) rationale for defining risks, expected program costs for the
Sneak Circuit Analyses reliability and maintainability enhancements, schedule
impacts, and cost effectiveness for various equipments or system types complexi-
ties and environments, (b) information useful for determining, based on equipment
complexity and other factors, the scope and depth of a Sneak Circuit Analysis
required.

The basic data for this task have been developed in preceding tasks and
encompass hardware and software systems, This task uses the previous task results
as a basis for deveioping the Sneak Analysis Application Guidelines. Guidelines
concerning expected program costs and-analysis cost effectiveness required
additional research and information gathering. Section 3.2 task results have
already established the average number of equipment and software reports per
environment. The additional required data was the cost by phase to carrect these
identified problems. The literature search resulted in the identification of a
trend chart for software systems. No corresponding charts were found for hard-
ware systems. Equivalent cost data to co-rect hardware system problems were
derived from the information on the Short Range Attack Missile (SRAM) program.
The results of this effort were cost trend charts which present the relative
cost to correct Sueak Analysis identified problems. The hardware and software
trend lines are similar.

A summary of the Application Guidelines is presented in Section 3.5.7.

3.5.1 Rationale for defining risks, The defining of risks from the
procuring activity's perspective can be considered in two ways:

1. Program risk in not performing Sneak Analysis
2. Program risk in performing Sneak Analysis

The risks associated with not performing Sneak Analysis include the
following:

1. Missed or overlooked problems - The effects of these problems can
range from no man or mission effects to catastrophic effects.
One of the primary findings resulting from the detailed study
of SCA effectiveness is that significant levels of equipment/
software problems are present in systems, regardless of the
program development phase. Reference Tables 3-4 through 3-7
and Tables 3-28 through 3-31. Sneak Analysis identifies some
of these program probiems based on an analysis technique that
assumes no equipment failures. Other failure related analyses
can be combined with Sneak Analysis in the problem identification
effort.




2. Increased Change Costs - Section 3.5.2 develops the cost figures for
correcting problems by program phase. If Sneak Analysis is not
performed, some or passibly all of the problems expected to be
identified in the analysis may eventually be detected by other
analyses, testing or event occurrence. Assuming that many of
the same problems are found, the net effect will most 1likely
be increased program incurred costs due to finding the problems
in later development phases. Change costs in the Pilot and
Unlimited Production phases can have a major impact on overall
program funding allocations.

3. Schedule Impact - The occurrence of system problems in later
development phases can delay the accomplishment of scheduled
program milestones. Early detection of these problems is suggested
to allow for an orderly redesign of the equipment/software system.
This should reduce program schedule impacts associated with finding
and correcting system problems.

4. Reduced Reliability/Safety - Any unidentified problems in the overall
hardware/software system configuration are merely conditions awaiting
the time and operating mode(s) to occur. The occurrence of the
problems can be man or mission critical and can thereby adversely
affect the planned program safety and reliability estimates. The
criticality results illustrated in Tables 3-28 through 3-31
reflect the pronounced number of identified problems in
Criticality I systems, the decreased number of problems in
mission critical systems, and the lowest number of problems in
non-mission critical systems. The occurrence of these problems
and the potential for these problems to cascade through the
system certainly decrease reliability and safety margins.

5. Greater Testing/Analysis Requirements - The Sneak Analysis results
obtained especially in the Unlimited Production Phase are con-
clusive evidence that general testing and analysis requirements
do not identify all system problems. There are limits to the
capabilities of these functions. Sneak Analysis complements
these functions and decreases anticipated test and analysis
resource and cost allocations. If Sneak Analysis is not per-
formed, increased reliance must be placed on system testing
and other design and fault analyses.

6. National Prestige - This is a factor associated with catastrophic
failure on one extreme and complete mission success on the other
extreme, This factor is difficult to define or quantify. Cer-
tainly the program requirement to establish necessary and
sufficient safety and reliability levels is a guiding policy,
but it must be tempered with the consideration of the mission
or program intent. The tools used to achieve these necessary
and sufficient requirements should include Sneak Analysis, since
it is one of the few tools available for performing an overall
detailed systems analysis.
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The risks associated with performing Sneak Analysis include the
following:

RS ey i A

1. Late Results - The analysis may be performed too late in the develop-
ment phase to implement cost effective design corrections. In
addition, identified problems may be resolved procedurally or
rationalized as inconsequential rather than® correcting the problems.
The problems then remain in the system awaiting the correct circum-
stances for occurrence. Those problems that are fixed may not be
subjected to the same degree of testing and analysis due to
pressing program milestones, thereby compromising mission safety
and reliability. Consideration should be given to performing the
analysis in an eariy developmenrt phase with a continuing change
analysis activity to prevent sneaks from being designed into the
constantly changing baseline system.

2. Incorrect Scope and Depth of Analysis - If the Sneak Analysis effort
is not properly scoped, the detailed tracking of system events and
functions may be inhibited. The Sneak Analysis contractor can be
put into a position of having to assume system operation and
configuration. Identification of inadvertent system functions
requires sufficient documentation to configure the complete equip-
ment circuit and software routine functions. The procuring
activity should take an active role in determining project scope.
Implicit in this discussion is the requirement that the equipment
drawings and software code listings represent the current and
complete configuration. For the Validation and Conceptual phases,
the configuration drawings or software logic diagrams will most
1ikely be at the system and subsystem level, resulting in performance
of a nhigh level Sneak Analysis. From the Full-Scale Engineering
Development Phase on to Unlimited Production, detaileu drawings
and code should be available to perform & more in-depth analysis.
In general, Sneak Analysis tasks should be performed at the
detailed component or instruction level, since many of the prob-
lems normally identified by the analysis would be missed if the
depth requirement limited the analysis to higher level systems
and subsystems. An inspection of report conditions contained in
virtually any Sneak Analysis Final Report should provide justifi-
cation for this position.

3. Assurance - Like other analysis tools, no absolute assurance can
be given that all problems have been jdentified in the analyzed
system(s). Cause and effect relationships within the system
become more difficult to establish as the areas of analysis are
scoped to smaller and smaller entities. GQuality con*rol checks
on the analysis are critical for both large and small jobs.
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3.5.2 Expected program custs. This section addresses those program costs
which the procuring activity can expect to incur as a result of correcting Sneak
Analysis identified problems. The zpproach is largely statistical in nature.
The information represents a single program in the Airborne Environment, but one
that may be considered a typical project application for Sneak Analysis. The
program selected for this study is the Short Range Attack Missile (AGM-69A and
AGM-69B). This program was selected for study because of the availability of
information. Sneak Analysis was not performed on this program. The main design
and production phases for this program occurred in the late 1960's and early
1970's when Sneak Analysis was largely confined to relay logic hardware designs
on manned spacecraft vehicles.

Program funding for the SRAM program began in 1964 and continues to the
present time period. Table 3-39 presents the overall annual program funding
from 1964 to the present, along with individual sums for Research, Uevelooment,
Test and Evaluation (RDT&E) and procurement.

TABLE 3-39. SRAM PROGRAM FUNDING
YEAR R3D FUNDING PROCUREMENT TOTAL FUNDING

(MILLIONS) FUNDING (MILLIONS) (M LIONS)

1964-66 32.2 0 32.2

1967 30.8 0 30.8
1968 56.6 0 56.6
1969 83.3 16.1 99.4
1970 84.7 10.0 98,7
197 56.5 112.9 169. 4
1972 12.1 233.1 285.2
1973 e 195.2 195.2
1974 0 131.1 131.1
1975 0 0 (2.5 MODS) 2.5
1976 3.0 6 (2.5 MODS) 5.5
1977 1.1 0 (1.0 MODS) 2.1
1977 15.5 25.3 (AGM-69B) 50.8
1978 12.2 0 12.2
1979 8.9 0 8.9
1980 8.2 0 8.2

$805.1 $729.7 $1134.8

A graphical representation of the Table 3-39 information is presented in
Figure 3-8 and illustrates the two major peaks in program funding., The first
peak is the 1969-1970 time period for the RDT&E portion of the SRAM program,
followed by the 1971-1974 time period for procurement. A total of 1500 SRAM's
were procured under this program effort.
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Figure 3-8. SRAM Program Funding

The next important block of information is displayed in Table 3-40,

which represents the desirn history of change incorporation experienced on the
The first major change activity occurred in 1967 and continued

SRAM program,

through 1974, the final year for missile procurement.
SRAM DESIGN CHANGE HISTORY

TABLE 3-4Q.
€ "TOTAL AVERAGE
YEAR oF beNve orADeR's | chaNaEs SRS %’6‘;’1‘55
1966 0 0 0 32,2 -
1967 800 900 1300 30,8 23,692
1968 1000 1700 2700 $6.6 20,963
1969 900 1000 1900 99.4% 52,316
1970 600 800 1800 9%.7 67,152
1971 500 700 1200 169.%4 181,167
1972 200 800 600 a83.2 808,167
1973 150 200 aso 195.2 587,118
1978 150 100 150 131.1) 2%, %00
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Table 3-40 presents the annual statistics for the number of Design Change
Notices (DCN's) and Advanced Design Change Notices (ADCN's). A composite annual
figure for all changes is also presented. For purposes of this study, it was as-
sumed that all design (basic and changes) beginning in 1967 would be represented
in one or more DCN's or ADCN's. No record of changes appears in the 1964 to 1966
time period, and it was assumed that no basic design was present in this time
period. Under this approach, the development of the basic design and all subse-
quent changes to that design may be tracked to specific DCN's and ADCN's. Total
program funding was then obtained from Table 3-39. Division of the total annual
program costs by the total number of annual system changes resulted in an average
annual cost per change. - This approach spreads the entire cost of tooling, materi-
als, acquisitiun, manufacturing, design and test, and modifications over all
changes in the SRAM program. This is not a desirable approach, but it was the
only approach available for this study. Actual tracking of change costs by change
by year was not possible for this or other projects because of lack of data, as
referenced in Section 1.3. Numerous changes are typically included in a single
procurement, but actual resource costs to implement the changes are difficult if
not impossible to track. A more realistic approach would provide an annual level
of change cost from the initial contract award to contract termination. The

trends identified by this assumed change cost distribution are presented in
Figure 3-9.

5000- 500 —
2000 %00 -
AVERAGE
K$/CHANCE
NO. OF AVERAGE
CHANGES 30997 ¢x;cCHANGE 390 -
2000 200 -
NO. OF
1000~ 100 CHANGES
0 0
YEAR 1966 [ 1987 11968 11969 | 1970 197t 11972 1 19731 1970
PHASE con|['A rsep[rseo| pp | UNP

Figure 3-9. Number and Cost of SRAM Procram Changes

Figure 3-9 depicts the change incorporation history for SRAM. Program
changes began in 1967, peaked in 1968 and tapered to zero by 1974. This change
history appears reasonable for the program duration shown. A sharper rise and
fall might be expected for Space Environment programs which involve a very small

number of vehicles, for example. The SRAM change levels are very smooth with
no interim fluctuations other than the peak in 1968.

107




"

a2

Figure 3-9 also illustrates the trend toward increased program cost to
implement an "average" change. Once the procurement cycle is initiated, the
average change cost increases dramatically.

The information in Figures 3-2 and 3-9 and Tables 3-39 and 3-40 repre-
sents the base information for determining a representative cost to apply for
an average program change. The next step in the process of determining expected
program costs will be to summarize the number of problems found in past Sneak
Analysis projects. The product of the number of problems found and the average
cost per problem summed to the cost of the Sneak Analysis represents the total
program cost; that is, total program cost = (number of changes x cost per
change) + Sneak Analysis cost. To generate a meaningful distribution of cost,
dollars and number of problems are grouped by program development phase.

Table 3-41 is a partial reproduction of Table 3-6, which represents the
average number of Airbovne Environment Sneak Analysis Reports by program develop-
ment phase. Only the Tigures for Sneak Circuit Reports (SCR's), Design Concern
Reports (DCR's), Software Sneak Reports (SSR's), and Software Design Concern
Reports (SDCR's) are presented. The Document Error Report (DER) categories
have been omitted in Table 3-79 because they are concerned with discrepancies
vetween the various configuration drawings, specifications, and other supporting
documentation. In some instances, these discrepancies are actual representations
of sneak conditions. However, since the majority of DER's do not result in
sneaks and because of their high level of occurrence in a program, the report
levels were not included in the following tables and figures.

TABLE 3-41, SNEAK ANALYSIS REPORT AVERAGES, AIRBORNE ENVIRONMENT

SNEAR o' PUASE " |concepT vauo | rsep | rsep | pp | UNLIM laverace
ANALYSIS PROD
SCR's 0 o 20 ' P s ’
OCR's 0 0 1s 12 s 7 10
HW SUBTOTALS 0 " 3 20 " 12 19.8
SSR's 0 5 2 3 V7 7 10
SOCR's " . . ’ 20 12 1
SW SUBTOTALS . o 10 1 Y 19 9.8

Table 3-42 is a cost summary of all Sneak Analysis projects by environment,
with separate totals for hardware and software projects. The table renresents
the non-adjusted project cost averages and the adjusted project cost averages
for a 1981 base. The non-adjusted average costs were obtained by summing all
project costs within a particular classification and dividing by the number of
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projects in that classification,

The adjusted project costs were aobtained by

first converting all project costs to a 1981 cost basis, summing all projects
within a particular classification and dividing by the number of projects in

that ¢lassification.
1981 costs.

Environment and the Composite Environments.
set represents the total sample of Space Environment projects, including Apolio
The second number of the two-number set represents the

sample of projects excluding the three large projects. -
ACTUAL AND ADJUSTED SNEAK ANALYSIS PROJECT COSTS

Skylab and Shuttle.

TABLE 3-42.

Table 3-43 was used in converting prior year costs to

Two numbers per category are presented in Table 3-42 for the Space
The first number of the two-number

ENVIRONMENT
ANALYSIS TYPE

NON-ADJUSTED
AVERAGEU?SK)

ADJUSTED
1981 AVERAGE ($K)

SPACE
HAROWARE

SOFTWARE

t18/82
0

1136/153
0

SUBTOTALS

1136/183

AIRBORNE
HARDWARE
SOFTWARE

n
L

113

SUBTOTALS

13

108

GROUND .
HARDWARE

SOFTWARE

(1
”

°
108

SUBTOTALS

18

100

COMPOSITE
HARDWARE

SOFTWARE

177178
3

W28
19

TOTALS

163/78

s/

ADJUSTMENT FACTORS FOR PROGRAM AND PROJECT COSTS

TABLE 3-43.

YEAR | 1987 10e8]1969 19701971 97211973 1978 11075 Trg76 (1977 1978 11979 1980 1 987 |
PERCENT { H ) !
merease | O |33 r v el s o] 7 s fes]n s s

. 1 ' ' _
ADJUSTMENT z.m}z.snsiz.sﬂf.m 2396 2.30812.195:2.071)1,936 792016371478 1,311, 1501 1
) SR S | L

109




Assembling all of the previous information into a single tatle allows a
determination of eventual program costs. Table 3-44 represents a compressad
program data set displaying the total cost to perform Sneak Analysis and the
program cost to correct the Sneak Analysis identified problems.

TABLE 3-44, DERIVED HARDWARE PROGRAM CHANGE COST BY PHASE,
ATIRBORNE ENVIRONMENT

M. oF $113K TOTAL
SA ~C0ST/ [ CHANGE | ADJUSTED CHANGE
_.ﬂ!ﬁs_____...,_._Jﬁﬂﬂﬁiq.Jﬂ!!Ei_._.EEEL_._QL.Q!E.
CONCEPT 0 *(10) 5,000 | (50,000)| 40,000 (90,000)
VALIDATION 0 *(20) 20,000 | (400,000)| 41,000 (a41,000)
FSED k] 20,000 | 700,000 | 41,000 741,000
FSPO 20 35,000 | 700,000 | 43,000 743,000
pP n 90,000 | 990,000 | 45,000 | 1,035,000

UNLIMITED 12 400,000 | 4,800,000 | 49,000 | 4,489,000
PRODUCTION

*  ASSUMED REPORT LEVELS
** FIGURE 3-9 LOOKUP

The $RAM program major milestones were presented in the Missiles and
Spacecraft volume of the DMS Market Intelligence Report. These milestones were
used to partition the SRAM information into the six program development phases.
The time period for each phase may be determined from the program year shown in
Table 3-44. The number of Sneak Analysis Reports is a direct extraction from
the hardware portion of Table 3-41. Estimated report levels for the Concept
and Validation phases were also included. The average cost per change was
interpolated from Table 3-40 after adjustment for program phase. The next
column of Table 3-44 is the Change Cost obtained by multiplying the number of
changes by the cost per change. The column entitled $113K Adjusted Sneak
Analysis Cost represents a readjustment of the 1981 average cost for an Air-
borne Environment hardware project to the applicable SRAM program development
phases. This cost summed with the change cost represents the total program
cost associated with identifying and correcting Sneak Analysis problens,

Notice that in this table, Sneak Analysis Cost to Total Change Cost ranges
from approximately 45% at the Concept phase to approximately 1% at the
Unlimited Production phase.

A more graphic representation of costs is illustrated in Figure 3-10.
This fiqure represents a relative cost curve based on the Table 3-44 results.
Using the Concept phase dollar level as a basis, each succeeding program phase
js represented as a cost multipie and plotted. The resulting trend shows a
pronounced cost multiple in the Unlimited Production phase.
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Figure 3-10.

TABLE 3-45,

These tables also ~sontain the

Relative Hardware Program Change Cost Trend,
Airborne Environment

k| One additional interpretation can be obtained from Figure 3-10.
cost difference between any two phases can be determined.

DERIVED HARDWARE PROGRAM CHANGE COST BY
PHASE, COMPOSITE

The cost at the Unlimited Production phase is approximately
seven times higher than at the FSPD phase,

The above tables and figures represent an Airborne Environment hardware pro-
| gram. Adoptiny the same approach, Tables 3-45 through 3-47 were derived for the
‘ Composite, Space and Ground/Water Environments.

relative cost multipliers.

1
| NO. OF Sk [$302/115K | TOTAL
SA w0ST/ | CHANGE | ADJUSTED cosT cosT
_ PHASE CHANGES | CHANGE COST | SA COST $K MULTIPLES
‘ CONCEPT 0 *(10) 5,000 50 108/41 158/91 /1x
E VALIOATION 0 *(20) 20,000 400 111/42 511/442 3x/5%
: FSED 27,53 20,000 | 10607540 | 111/42 11717582 7%/6X
1 FSPD 23 35,000 805 114743 919/848 6X/9%
| PP 21 90,000 | 1890 | 121/46 | 2011/1936 13X/21X
: UNLIMITED 15 400,000 6000 131750 6131/6080 39X/66X
: PRODUCTION

* ASSUMED REPORT LEVELS
** FIGURE 3-9 LOOKUP

The relative

For example, the cast
to identify and correct a problem at FSPD is eight times more expensive than at



TABLE 3-46. DERIVED HARDWARE PROGRAM CHANGE COST
BY PHASE, SPACE ENVIRONMENT

NO. OF K $1136/153k|  TOTAL
SA *+C0ST/|  CHANGE| ADJUSTED ¢osT CosT
PHASE CHANGES |  CHANGE COST | SA COST SK MULTIPLES
CONCEPT 0%10) 5,000 50 405/55 455/105 1R/1X
VALIDATION 0%30) | 20,000 | 600 | 417/56 | 1017/656 2%/6%
FSED 5/117 20,000 | 2340/100 | 417/56 | 2757/156 1X/6%
Fspo 55 35,000 1925 429/58 2354/1983 §X/19X
PP 41 90,000 | 3690 456/61 | 415673751 9X/36X

UNLIMITED 15 400,000 6000
PRODUCTION 493/66 6433/6066 14X/58X

* ASSUMED REPORT LEVELS
** FIGURE 3-9 LOOKUP

TABLE 3-47. ODERIVED HARDWARE PROGRAM CHANGE COST
BY PHASE, GROUND/WATER ENVIRONMENT

NO. COF £98K TOTAL
SA

**COST/|  CHANGE | ADJUSTED CHANGE cosT
PHASE CHANGES | CHANGE cosT_| SA_cosT| . cosT | MULTIPLES

CONCEPT 0*(10}) 5,000 50,000 35,000 88,000 1%
VALIDATION 0*(20) 20,000 400,000 36,000 436,000 5X
FSED 26 20,000 520,000 36,000 556,000 6X
FSPD 27 35,000 945,000 37,000 982,000 11X
PP 12 90,000 {1,080,000 39,000 1,119,000 13X

UNLIMITED 20 400,000 8,000,000 43,000 | 8,043,000
PRODUCTION

*  ASSUMED REPORT LEVELS
** FIGURE 3-9 LOOKUP

Table 3-48 merges the total hardware program costs into one area for
comparison purposes. The program costs for the Airborne and Ground/Water
Environments compare rather closely, with the one exception occurring in the
Unlimited Production phase. The Ground/Water Environment Change Cost for
this phase is the highest of the sample set. The Space Environment starts
with a high change cost and maintains this high differential cost throughout
the development cycle.




TABLE 3-48. TOTAL HARDWARE CHANGE COSTS

PROGRAM

i ENVIRONMENT

‘ GROUND/

: DEVELOPMENT COMPOSITE SPACE AIRBORNE WATER
PHASE $K 3K $K $K

. CONCEPT 158 $55 90 88
: VALIDATION | 511 1,017 441 436
¥ FSED 1,171 2,757 741 556
! FSPD 919 2,354 743 982 ]
PP 2,011 4,146 1,035 1,119 3
UNLIMITED 6,131 6,493 4,849 8,043 '

PRODUCTION

Using the same approach as above, Tables 3-49 through 3-51 were derived
for software projects for the Composite, Airborne and Ground/Water Environments.
The Space Environment has no past software projects on which to derive a basis,
although several new projects have been initiated since the start of the RADC
App]1cat1on Guidelines effort. In general, the software program change costs
rise at a slower rate in the early development phases and exceed the hardware
costs in the latter two development phases. Software change cost trends indicate

a greater penalty associated with late identification and correction of program
problems.

TABLE 3-49. DERIVED SOFTWARE PROGRAM CHANGE COST BY PHASE, COMPOSITE

NO. OF $89K TOTAL
$SA »C0ST/|  CHANGE | ADJUSTED CHANGE €osT
PHASE _ CHANGES | CHANGE COST_ | SA_COST COST | MULTIPLES

CONCEPT o% s5) | 5,000 | 25,000 { 32,000 57,000 1x
VALIDATION 0%(10) | 20,000 | 200,000 | 33,000 233,000 ax
FSED 15 20,000 | 300,000 | 33,000 333,000 6X
% FSPD 12 35,000 | 420,000 | 34,000 456,000 8X
i PP a 90,000 3,690,000 | 36,000 | 3,726,000 65X
k. UNLIMITED 19 | 400,000 7,600,000 | 39,000 | 7,639,000 134X
: PRODUCT TON

* ASSUMED REPQORT LEVELS
*% FIGURE 3-9 LOOKUP




TABLE 3-50.

DERIVED SOFTWARE PROGRAM CHANGE COST BY PHASE,
ATRBORNE ENVIRONMENT

NO. OF $77K TOTAL
SA *C0ST/ | CHANGE | ADJUSTED CHANGE cosT

PHASE CHANGES | CHANGE | COST [SA cOST COST | MULTIPLES
CONCEPT 0% 5) 5,000 25,000 | 27,000 52,000 ¥
VALIDAT ION 0%10) | 20,000 | 200,000 | 28,000 228,000 4x
FSED 10 20,000 | 200,000 | 28,000 228,000 ax
FSPD 12 35,000 | 420,000 | 29,000 449,000 9%

PP 7 90,000 |3,330,00¢ | 31,000 | 3,361,000 65X
UNLIMITED 19 400,000 | 7,600,000 | 33,000 | 7,633,000 | 147X
PRODUCTION 1 :

* ASSUMED REPORT LEVELS

TABLE

** FIGURE 3-9 LOOKUP

3-51.

DERIVED SOFTWARE PROGRAM CHANGE COST BY PHASE,
GROUND/WATER ENVIRONMENT

PHASE

CONCEPT
VALIDATION
FSED

FSPD

44

UNLIMITED
PRODUCTION

NO. OF $108K TOTAL
SA **COST/ | CHANGE | ADJUSTED CHANGE cosT
CHANGES | CHANGE COST |SA COST | COST | MULTIPLES
0% §) | 5,000 25,000 | 39,000 64,000 1%
0*(10) | 20,000 | 200,000 | 40,000 240,000 ax
17 20,000 | 340,000 | 40,000 380,000 6X
0 35,000 0 41,000 -
51 90,000 |4,590,000 | 43,000 | 4,633,000 72%
o | 400,000 0 47,000

* ASSUMED REPORT LEVELS

comparison purposes.

** FIGURE 3-9 LOOKUP

Table 3-52 merges the total software program costs into one area for
A detailed comparison, however, may provide erroneous

trends considering the relatively small number of software projects.
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TABLE 3-52.

TOTAL SOFTWARE PROGRAM CHANGE COSTS

PROGRAM

ENVIRONMENT
COMPOSITE SPACE AIRBORNE GROUND/
DEVELOPMENT WATER
PHASE $K $K $K $K
Sttt

CONCEPT

57

52

64

VALIDATION 233 - 228 240
FSED 233 - 228 380
FSPD 454 - 449 -
PP 3,276 - 3,361 4,633
UNLIMITED 7,639 - 7,633 -
PRODUCT TON

During the literature search for change costs, relative cost levels to
correct software problems were identified in the July 23, 1981 Electronic Design b
Magazine, page 75. The base reference is "Tutorial-Software Design Strategies,” 2
TEEE, (EHD 149-5), 1974; authors Glen D. Bergland and Ronald D. Gordon. These -
relative costs are displayed in Figure 3-11. A reasonably close approximation

exists between the relative software program costs shown in Tables 3-49, 3-50,

and 3-51. The one major difference occurs in the Test or Pilot Production

phase, and that difference may be caused primarily by the selection of program

phase boundaries shown in Figure 3-11,

3.5.3 Cost-Effectivity. Sneak Analysis cost-effectivity can be measured
in terms of return on investment and cost avoidance. The return on investment
for Sneak Analysis projects in terms of program dollars spent to number of
report conditions is typically greater when performed in the early development
phases. The distribution of hardware Sneak Analysis costs through the various
program development phases is uniform, as shown in Table 3-15. The number of
reports generated by phase is shown in Figure 3-12. The figure illustrates the
higher number of hardware reports found in the early development phases. Thus,
for hardware systems, more reports are generated in the early development phases
for approximately the same program dollar expenditure.
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The distribution of software Sneak Analysis costs thiough the various
program development phases illustrates low average costs in the early phases
and higher costs in the later phases. The distribution of software reports by
phase is shown in Figure 3-13 and differs noticeably from the hardware trends.
The greatest number of reports occurs in the Pilot Production phase, two phases
later than the hardware trend. The offset is produced by the small number of
software projects and by project reliance on completed software code.

LEGEND:
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—— ACTUAL

TOTAL REPFORTS
SSR's
SOCR's

NUMBER OF SDER's

SOFTWARE 50
SNEAK ANALYSIS
REPORTS

SSR‘s
<« SOCR's

—
-
rﬂ:a’.’.—.
(

CONCEPT [VALIDATION

Figure 3-13. Development Phase Distribution of Software Reports

If Sneak Analysis becomes a formal part of Verification and Validation (V&V)
efforts, the early development phase report levels should increase, effectively
moving the report peak to an earlier phase. With low costs and higher average
report levels in the earlier phases and higher costs and high average report
levels in the latter phases, there is an evident need to direct the use of soft-
ware Sneak Analysis to earlier development phases to obtain maximum cost benefit.
The analysis would have to be implemented on each of the developed program
modules to identify modular level problems earlier and then followed by analysis
of the complete program code. If the analysis is imp'emented at an early
development phase, it is suggested that the Change Analysis option be selected
to compensate for the relatively large number of problems identified in the
later development phases. If software Sneak Analysis is not performed in the
early development phases, it should be used in the later phases because of the
relatively high number of problems which are identified.




Note: Cost-effectivity based on averages can be misleading especially
in the context of overall program costs. Meeting or exceeding
the average report levels is not a prime consideration or
expected result for any particular project application. The
identification of embedded system problems is the primary
consideration, regardless of the numbers found. The identi-
fication of only one serious hardware or software condition
can more than offset the cost of the analysis, and in the
case of the later development phase, there can be an actual
cost savings. In addition, problems that cannot be and were
not found by other analysis tools can also be identified in
a cost-efficient manner.

The F-4C Nose Wheel Steering Sneak Analysis project is one
such example of an embedded problem which was identified for
a small program expenditure. The steering problem existed
in the fleet of aircraft and had escaped detection by other
means, until found in the Sneak Analysis effort. The
analysis was undertaken to find only one major system problem,
which it did identify.

An additional return on investment occurs in the Pilot and Unlimited Pro-
duction phases for combined analyses. Based on analysis of the Appendix A
Project History Table data, a majority of projects which combined Sneak Analysis
with other analysis tools (FMEA's, FTA's, PHA's, etc.) are present in the latter
two development phases. The resultant report levels for just the Sneak Analysis
portion compare very closely to the report levels shown in Figure 3-12. The
projects costs for the combined analyses are slightly higher than Sneak
Analysis alone. In effect, more analysis is produced for the given program
investment. A suggested approach is to perform Sneak Analysis along with hazard
analyses (PHA's, SHA's, SSHA's, etc.) at an early development phase such as FSED
and follow this effort with additional analyses such as FMEA's, FTA's, Common
Cause Failure Analysis, and Single Point Failure Analysis. The initial hazard
analyses identified the primary system and subsystem level problems; Sneak
Analysis produces the network tree configuration and identifies detailed system
problems which are not fault dependent; and the final analyses search for fault
related problems and system effects. One major cost reduction associated with
combined analyses is the elimination of redundant documentation acquis.tion
efforts and redundant determination of system configurations. Some of the
redundant analysis and problem reporting functions are also eliminated in
combined analyses.

|}

Cost avoidance accrues to the program when problems are jdentified and
corrected early in the development cycle before cost becomes a dominant factor.
Tables 3-44 through 3-51 display a numeric cost multiplier which can be used to
determine cost savings. The cost multiplier establishes the relative cost to
perform Sneak Analysis and implement corrective fixes to system problems.
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A base level of one is established for the concept phase. The multiplier numbers
are then increases in costs over the concept phase costs. Differences in program
costs between any two phases represent added or avoided costs. Using the Air-
borne Environment Table 3-44, the cost multiplier for performing hardware Sneak
Analysis and incorporatinc system corrections in the FSED phase is 8 X ($741K),
while the same effort in the Unlimited Production phase is 54 X ($4,489K). The
cost avoidance for FSED is then approximately a factor of 6 X ($3,748K) of the
Unlimited Production phase analysis.

The Ground/Water Envirorment Table 3-47 contains the largest hardware cost
spread of the three environments. This distribution of cost is produced by the
relatively high nunber of reports identified in the later development phases.

A cost differential of 15 X occurs between the FSED and Unlimited Production
phases.

Figure 3-11 illustrates a greater differential between phases for software

programs. The differential between the FSED and Unlimited Production phases is
25X to 250X. The higher multiple can be expected and is reasonable when software
development is not firmly rooted and guided by the requirements and design phases.
Pro,-ams with formal V&V should tend toward the lower relative cost level.
Figures 3-11 and 3-13 demonstrate the importance of problem identification in
the later phases. Regardless of the testing and approach, reportable problems
still exist. Maximum cost avoidance for software development can be achieved
if Sneak Analysis is performed at the FSED while the design is still fluid and
can be changed for relatively small cost.

3.5.4 Schedule impacts. Schedule impacts can occur at the program level
and/or at the Sneak Analysis Project level. The problems jdentified in Sneak
Analysic reports can and have produced program level schedule impacts. Report
cond®’, s identified in late development phases, in particular the Uniimited
Produ. n phase, can have Serious implications for scheduled program milestones.
Severai nace Environment programs implemented hardware ¢orrections while the
vehicle s either on the launch pad or in a vehicle assembly building awaiting
rollout to the launch pad. When these serious problems were found, potential
design modifications were considered and then a final design fix was chosen and
implementa: The extensive testing and consideration of undesirable operating,
modes were accomplished in a very short period of time, a situation conducive to
error, (' ‘ously, it would have been desirable to identify and correct the
design or cperating def.ciencies at an earlier phase and allow for more extensive
testing of the design corrections.

Since the output of a Sneak Analysis Project is the Sneak Analysis report
set (SCR, DCR, DER, SSR, SDCR, SDER), the resultant program schedule impact
is dependent on the number and types of problems identified. Numerous equipment
or software conditions validated by the procuring activity and prime contractors
can become an indicator that the systems or subsystems included in the analysis
contain undesirable operating modes relevant to the safety of the crew and
successful mission completion. Suggestions for correcting the design or opera-
tional deficiencies included in the report offer the nroblem review board at
least one viewpoint for consideration. If the report conditions occur in areas
previously analyzed, then consideration should be given to expand the analysis for
the complete systems or subsystems,
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The types of problems found in a Sneak Analysis can also have an impact on
program schedules. One of the more desirable situations is to run a controlled
test to demonstrate the problem and its consequent system effects. Some problems
are of this category and are relatively easy to demonstrcte. Other problems
require vepeated cycling in order for the condition to occur. MNormaily these
equipment or software problems are associated with race conditions or equioment
sizing and may only occur after some component degradation. These apparently
non-repeatable or non-occurring problems give rise to the likelinood of occur-
rence argument. The reported condition may then be dismissed solely on the
basis of a value judgment., Extreme care should be exercised in dismissing the

report conditions and the possibie system effects.

In scme cases, a single Sneak Analysis report may document many conditicns,
although only one condition is described in the body of the report, For exargple,
multiple points in a design intended to have redundancy may be corprorised by a
common condition, such as common connectors, power supplies, or electrical
isolation. Rather than issue separate reports for each condition, only one
report is issued and all conditions are listed. The resolution of the report
conditions may be so extensive that only a major program redesign and/or corse-

quent schedule slide are possible,

Once problems identified by Sneak Analysis are detcrmined to have a schedule
1 impact, proposed equipment or software modifications should be sent to the ner- :
f forming Sneak Analysis contractor. The Sneak Analysis contractor should tnern {
incorporate the proposed changes into the configuration baseline {(network trees; ;
and reanalyze the affected circuitry or software. The intent here is to assure

that the modification achieves the desired system operation, and that no addi-

tional sneak conditions are generated. The analysis can be performed on a

proposed modification, thereby saving scheduie time in the redesign, impienenta-

tion and testing cycle. The later the program development phase, the more the

change analysis option should be considered by the procuring activity.

Scheduyle impacts can also occur in the performance of the Sneak Analysis

project itself. The data acquisition phase of a Sneak Analysis project is

critical to successful completion of the task. Timely data zcquisition of the

correct type documentation is required so that inspection of the da.a Yor cow-

pleteness and hookup can be performed. Any missing data areas or incompatible

conrigurations, especially at equipment or module interfaces, can be investicated

and new drawings or source computer code program listings ordered. 1In general

; all data should be received within the first 20% of the Sneak Analysis project,

f but this may vary depending on the requirements of the particular application.

o In no case should the data acquisition schedule exceed one-third of the project
duration, unless this data is change information. Failure 10 acquire data in a

timely manner can result in task schedule slides and increased anaiysis cost.

A1l Sneak Analysis reports should be evaluated by the procuring activity
in a timely fashion. Any comments on the reports, including final report disposi-
tioning, should be transmitted to the Sneak Analysis contractor. This is

especially important in the initial project phase for the Drawing Error Reports




for hardware and softwar2. Discrepancies between various types of documentation
are reported, including the stated assumption on the part of the contractor as to
which document(s) is correct. If the assumed correction is incorrect, errors can
occur in the subsequent network tree configurations, invalidating some downstream
anaiysis. All drawing error conditions should be resolved and coordinated with
the Sneak Analysis contractor prior to the first one-third of the project
schedule.

No evident project schedule impacts occur as a result of the type of equip-
ment or software to be analyzed. Digital type systems require a slightly longer
performance schedule than relay type logic only because of the amount of
circuitry incorporated in the system.

3.5.5 Analysis scope and depth. Scoping factors which should be considered
in a Sneak Analysis application include the following:

The number and type of components and/or computer instructions
Schedule requirements

Data availability

Change Analysis

Estimated project cost

The most important scoping factor in a Sneak Analysis application is the
number and type of components involved in the system or systems to be analyzed.
The greater the number of components, the higher the cost and the longer the
required project schedule. The type of equipment may be digital, analog, or
relay for hardware systems, and high order or assembly language for software
systems. No particularly significant scoping requirements are associated with
any of these system types. Digital systems incorporate much more circuitry in
small physical dimensions, but the analysis is basically performed using the
same approach, changing only some of the Sneak Analysis clues. Relay and
digital systems are the two most prevalent hardware categories selected for
Sneak Analysis, as shown in Tables 3-8, 3-17, and 3-26. Hardware systems cur-
rently are tending more toward digital type applications. Assembly language is
the most prevalent software category selected for Sneak Analysis. However, this
software trend should change as more and more program applications shift to the
high order languages.

Sneak Analysis project applications involve one or more of these equipment/
software types, even though the scoping requirements may restrict the analysis
to a particular system or subsystem. Table 3-53 displays a condensed listing
of the equipment/software applications found in the more detailed Appendix A
Sneak Circuit Analysis Project History Tables. The contractor selected for the
analysis should possess the demonstrated capability to perform in these areas.

Some of the prngram applications have involved the entire vehicle or
module, while other applications have been restricted to particular systems and
subsystems. Program cost and schedule considerations late in the development
cycle tend to 1imit the application of Sneak Analysis to particular systems and
subsystems. The limitation is due to the lack of programmed or allocated funds
for the analysis. The average 4-6 month analysis period of performance may not
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support program milestones if not properly scheduled. If the targeted program
represents a fielded system, there may be a problem concerning maintained and
up-to-date drawings to use in the analysis. Initiation of Sneak Analysis in the
earlier development phases allows for the analysis of more systems. The analysis
can also be staggered to concentrate on particular systems first and then to
initiate lower priority systems.

TABLE 3-53. SNEAK ANALYSIS EQUIPMENT/SOFTWARE APPLICATIONS

SNEAK ANALYSIS EQUIPMENT/SOFTWARE APPLICATIONS

ELECTRICAL POWER GENERATION
ELECTRICAL POWER DISTRIBUTION
ELECTRICAL POWER CONTROL
ELECTRICAL SUPPORT ENUIPMENT
FLIGHT/LAUNCH SEQUENCER
FLIGHT CONTROL SYSTEM

GU IOANCE/NAVIGATION SYSTEM
LANDING SYSTEM

ATTITUDE CONTROL SYSTEM
ANGLE-QF -ATTACK TRANSMITIcR
PROPULSION SYSTEM

ENGINE CONTROL SYSTEM

THRUST REVERSER;FULL CONTROL
AVIONICS SYSTEM

THERMAL CONTROL
ORONANCE/PYROTECHNIC SYSTEM
ARMING AND FUSING SYSTEM
WEAPON CONTROL SYSTEM

FIRE CONTROL RADAR SYSTEM
DETECTOR SYSTEM

CAUTION/WARNING SYSTEM
MONITOR/CONTROL SYSTEM
INSTRUMENTATION SYSTEM

DATA ACQUISITION AND PROCESSING
TELEMETRY/SIGNAL CONDITIONING
DATA RECORDER
COUNTERMEASURE/DISPENSER SYSTEM
LASER SEEKER SYSTEM
ENVIRONMENTAL CONTROL SYSTEM
EJECTION SEAT SEOUENCER
DIAGNOSTIC SYSTEM

LIGHTING SYSTEM

SAFETY SYSTEM

TRANSPORTATION SYSTEM
EXPERIMENT SYSTEM

COMPUTER DATA LINK COMTROLLER
SHOP TEST EQUIPMENT

BLOWOUT PROTECTION SYSTEM
TOWER LOWERING SYSTEM

ON-BOARD SOF TWARE

A prime consideration in scoping a Sneak Analysis project is the complete-
ness of functions depicted in the drawings and/or source program 1istings. Much
of a system design may be included in the supplied documentation, but the require-
ment for documentation outside of the scoped area may be required. For example,
assume that a flight control system interfaces with the electrical power system,
navigation system, active control system and the computer system. If the equip-
ment comprising only the flight control system is selected, undefined interfaces
exist beyond which the performing Sneak Analysis contractor cannot see. Assump-
tions as to function, timing and configuration must be made in the course of the
analysis. As much as possible assumptions should be based on interface documenta-
tion, which, while not showing the actual circuit or code detail, specifies
function and pin or channel number assignments. It would be desirable to include
documentation depicting the circuit/software configuration, eliminating the need
to make assumptions.

Sneak Analysis task schedule requirements can aiso have an impact on task
scoping. If the analysis effort is to coincide with and support major program
milestones such as PDR, CDR, test, and first flight, then consideration needs
to be given to the anticipated task duration. A majority of past projects
indicate a task duration of from three to nine months, as shown in Table 3-16,
with an overall project average of six months.
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The scoping and scheduling of Sneak Analysis is dependent on the availability
of system data. Complete data packages describing an individual system or sub-
system should be available for the analysis. If the complete data is not currently
available, the analysis can be scoped to those areas that are complete and the
analysis sequenced into the remaining areas as data becomes available. Ir. this
way, the complete system or subsystem can be analyzed a section at a time and then
the various sections joined in an integration analysis. [T many desired functions
are missing in the designated system and will not be available by at least one-
third of the project duration, the procurement for this application should be
s1id until the documentation becomes available.

The performance of change analysis is very dependent on project duration.
Short duration projects under three months are not jdeal applications for change
analysis, unless all baseline data and the complete change package are available
at project initiation., Attendant delays in transmittal of data can impact short
duration projects. Projects of six or more months duration are better candidates
for change analysis. Formal change analysis is an extra cost option for Sneak
Analysis tasks. Approved and released changes can be evaluated under this option.
Proposed changes occurring in response to reported sneak conditions can and
should be evaluated within the scope of the baseline Sneak Analysis effort.

Estimated project cost can be a major consideration in the performance of
Sneak Analysis. Costing information provided in Appendix B is an indicator of
analysis cost based on the types of equipment compcsition and the number of
components/instructions. Actual cost may be significantly less when the task
is scoped to analysis of particular system functions. Corresponding program
dollars should be allocated and maintained in the reliability program plan
so that the analysis can be performed. If the anticipated scope of the analysis
and/or the systems to be analvzed change sufficiently, cost considerations may
dictate a rescoping of the task. The cost tables should be used as an estimating
tool to determine the extent of the systems that can be included. Digital and
analog systems are higher cost due to the large amount of circuitry involved.
High order language software applications typically cost more than an equivalent
number of assembly language program applications. Additional tracking and ac-
counting of functions is required in the high order language application.

Depth of analysis should be at the detailed component/instruction level,
instead of at the subsystem or system level, Other analyses are available for
considering the higher level analyses, but very few of the analyses can be
jmpiemented on the detailed level. Sneak Analysis is unique in approach and hcs
demonstrated the capability to identify problems not found by these other
analyses and extensive testing. The experience, to date which is reflected in
Figures 3-12 and 3-13 indicate that the detailed lavel is the desired level to
perform Sneak Analysis. Some project appliations were performed at a higher
level with good results, but additional problems could have only been found at
the detailed level.




j 3.5.6 Application guideline summary. This section summarizes the Sneak
i Analysis Application guidelines which have been developed throughout this docu-

% ment. The primary guidelines include:

1. Establishing need for Sneak Analysis

f a. Reliability improvements in the overall program result from
: the identification and resolutions of system problems.
Sneak Analysis is very effective in identifying problems ,

|
which may be missed by other analyses.

Independent analysis is currently the only estabiished ap-
proach for the analysis. The analysis must be performed

by a contractor independent of the design group to preserve
the integrity of the effort. It is also an excellent
analysis tool which can be used to verify or cross-correlate

the results or findings of other analyses.

Problem detection to eliminate the need for costly retro-
fits or redesigns in mass-produced systems and possible
loss of irreplaceable one-of-a-kind systems such as
spacecrafts or particular airborne equipment are

immediate considerations for performing the analysis.

High criticality of the systems to be analyzed also
warrants the analysis. Man or mission critical systems
are the most likely candidates. Llow criticality systems
may be eliminated from consideration as long as no active

control functions are performed in these systems.

Unresalved system problems that have not been found by

[ other analyses or tests are also good candidates for

3 Sneak Analysis. If the analysis is undertaken to
identify or isolate these system prnblems (typically during
late development phases) allow the contractor some additional

§ Teeway in cost and equipment/instructions included as in-

i scope. Frequently, tlie unidentified problem causes are

i Tocated in "unrelated" cquipment/software areas. Analysis

: of only problem prone functions, or areas where the

I problem is manifest, such as an instrument panel or test
equipment, may be insufficisnt to locate the cause of the

system problems.

high change rate in the baseline design can also be used
to justify the analysis. Loss of the design configuration
baseline resulting from greater than expected change




: rates can be rectified hy the detailed analysis of each
: change before the change is implemented in the hardware
i or software system,

. g. Sneak Analysis is a cost-effective tool in all phases of R
program develupment, but the analysis results exhihit a
pronounced effectiveness in early development phases, and

particularly in the Full-Scale Engineering Development
Phase.

2. Determining applicable systems

a. Systems which perform active functicns are the primary
- B candidates for Sneak Analysis. Electrical power, distribu-
i tion and controls have traditionally been the main areas :

. for hardware analysis. Computer programs which actively -
: control and sequence system functions are good software

candidates. In general, those C9 systems which occur in

the commanu and control areas are the primary candidates.

Non-repairabie systems are especially good candidates.

b. Passive systems that do not affect the overall program
: operation can be omitted from analysis consideration.
This can include:certain communication systems and navi-
gating systems, such as stand-alone radars. Fire control
radars, however, are integrated with other systems and
provide direct control over specific functions. They
are not passive systems. Highly redundant passive systens
| may also be exciuded. Redundancy in control areas, however,
! is not grounds for eliminating the analysis. There may
|

be design problems which compromise or destroy the redundant
design.

¢. Sneak Analysis can and has been successfully implemented on
complete vehicle or program applications, a< well as limited
: subsystem or functional applications. The analysis is best
'; performed on configurations involving numerous system inter-
i faces and large size systems. The high number of interfaces
; as well as the complex designs are primary causes of embedded
sneak conditions.

| d. The applicable systems should be completely specified by
component or instruction level documentation in the form
: of schematics, drawings, wire lists and source computer
1 program code so that the analysis can be conducted at
: the "as-built" and "as-coded" Tevels, respectively.



Detailed analysis of critical systems can be performed by
blending various analysis techniques which bring to bear
the best features of each analysis in identifying design
and fault related problems. Favorable project results
and costs are obtained in blended analyses. Highly
critical functions can be identified by othker high level
system analyses such as a Preliminary Hazard Analysis or
System Hazard Analysis.

Calculating project cost and allocation of prugram budget

The cost of Sneak Analysis can be computed on the basis of
the number and type of hardware components and the number
and type of computer program language instructions. The
Appendix B cost tables are used in cost computations and
assume the performance of a detaiied Sneak Analysis for
all of the components in the estimate.

Limited budgets may force scope reductions and restrict

a broad program application of Sneak Analysis. The
aralysis can and has been scoped to individual systems,
subsystems and functions. Excessive scoping, however,
could 1imit the analysis effectiveness by eliminating
the detailed function tracking which is typically
developed across system boundaries. Acceptable project
costs are possible by selection of limited program
systems as illustrated in the Appendix A Project
History Tables.

1f program funding and/or documentation are major factors
restricting performance of Sneak Analysis, then an
incremental contracting approach can be undertaken.
Perform Sneak Analysis on one or more of the higher
criticality systems for which documentation is readily
available. In a following fiscal period, contract for
Sneak Anaiysis on the remaining systems, with the stipu-
Tation that the analysis includes the new systems and inter-
faces intc the previously analyzed systems. This approach
is especially desirable when detailed drawing or code
instructions are missing for particular equipment or
program modules, respectively. Functional diagrams

should be made available to the Sneak Analysis contractor
for these missing areas.

The procuring activity can expect annual program costs for
Sneak Analysis and problem resolution to range from 0.1%
in the early development phases to approximatuly 5% in
the later phases. There are significant cost and risk
penalties associated with late identification and
resolution of system problems.
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The ratio of Sneak Analysis cost to total change cost ranges
) from approximately 50% in the Concept phase to 0.5% in the
X Unlimited Production phase.

f. The percentage of Sneak Analysis cost for the entire program
duration averages approximately 0.06% for each of the

three program environments, with the highest level of 0.4%
and the lowest level at 0.0001%.

Space Environment correction costs are the highest overall
for the three environments, while the Ground/Water

Environment has the highest sinale phase correction cost
during Unlimited Production.

| Program budget for the analysis should be allocated in the
B formulation of the reliability program plan and maintained
'1 throughout the development cycle for the desired schedule
! start time. If program dollars have not been programmed
for the analysis, they may not be available when required.

Since Sneak Analysis can be effectively blended with other
analyses, reduced project costs for the combined analyses
can be achieved,

L, 4, Scheduling requirements

a. Sneak Analysis should be scheduled so that final project
results are obtained and can be adequately evaluated by
| the procuring activity and equipment manufacturers prior
, to the end of the Full-Scale Prototype Development Phase.
Program costs to implement system changes increase
| dramatically after this phase, as shown in Figures 3-10
|

and 3-11,

b. The preferred start time is prior to COR in the Full-Scale
! Engineering Development phase. This is an ideal time to
! provide a formal input into the design review process.
1 Optional change analysis should be considered to track
; and evaluate the resulting system changes brought about
|
|
|

by CODR,

¢. Timely results can be obtained for all scheduled Sneak Analysis
projects and also for those projects which are intended to
identify a single test, operational, or fleet problem. For

A single problem oriented Sneak Analysis limited system scoping

4 and available documentation can provide project results as

' soon as one to two moiiths into the project schedule.
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d. Orderly scheduling of Sneak Analysis can be based on the average
four to six month project duration. Targeting the analysis to
a specific program milestone can be performed by moving the
start date back the specified number of calendar months. The
two most important items affecting successful perfor ance by
the designated program milestone date are data avail:pility
and contractor performance.

5. Establishing contract requirements

a. Specification requirements are available in this document for
Sneak Analysis. Reference Section 3.4.1 and Appendix I.

b. Request for proposal considerations have been presented in
Section 3.4.2.1, which identify and describe the various tasks
involved in the Sneak Analysis process. These items are in-
tended to provide the procuring activity with necessary and
sufficient project requirements. Since no formal documenta-
tion of the technique is available in open literature, these
considerations are quite important in competitive and sole-
source applications. The fundamental analysis approach is
based on the systematic network tree technigue which has
served effectively in problem identification.

c. Evaluation criteria are provided in Section 3.4.2.2, which
should aid the procuring activity in evaluating contractor
responses to the RFP's and eventually selecting the contractor
to perform the analysis. Important criteria are applicable
contractor experience, intended approach, depth of analysis,
and cost. Selection of an independent contractor to perform
the analysis is preferred. Security requirements may be
necessary faor contractor personnel and facilities.

d. A majority (84%) of the Sneak Analysis projects have been
awarded as sole source Firm Fixed Price contracts. Cost-
Plus-Fixed-Fee contracts are awarded for long duration
Sneak Analysis projects, large system analyses, and those
projects with optional change analysis.

6. Procuring activity monitoring guidelines

a. Data acquisition has customarily been assigned to the procuring
activity. If data acquisition is assigned to the Sneak
Analysis contractor, extra cost is incurred. Proprietary
data from vendors and contractors typically requires pro-
prietary data agreements which may require significant time
to acquire. Projects involving classified data require
special data handiing procedures and appropriate level
security clearances for personnel and facilities.
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b. Sneak Analysis report evaluation-and coordination at probiem
review boards and engineering change boards are an important
procuring activity function. Tracking all reports and their
eventual dispositions is an important element in assuring
effective program benefits for the project expenditure. The
resolution of the identified problems provides a measure of
reliability improvement and sneak finding capability of the
performing contractor. Dacument error reports are typically
found early in the project schedule, and once the network
tree drawings or diagrams are generated, the primary re rts
are design and sneak condition reports.

¢. Liaison, contract monitoring, contract modification and project
closeout are the remaining procuring activity functions.

3.6 Task 6 - Feasibility Study. Task 6 - The contractor shall perform a
feasibility study on developing simplified or modified Sneak Circuit Analysis
techniques that are applicable to small scale (i.e., part complexity of less than
5000) or one of a kind equipments. The study shall investigate schedule impacts,
program costs and sneak analysis effectiveness.

3.6.1 Special considerations. The number of components and mix of com-
ponents in a system have a special bearing on this feasibility study. The
basic feasibility study is intended to be sized for a system of 5000 or less
components. The intended system sizing limit is inordinately large, however,
when the system composition is considered. Table 3-54 has been compiled using
selected system size values and a cost determination made by use of Table B-1
of Appendix B. The values are based on a detailed Sneak Analysis of all com-
ponents in the system for the specified component mix. The values would be
significantly less when extraneous circuitry beyond designated system functions
are excluded from the analysis. Scoping of the task to specified functions
permits the application of Sneak Analysis to large systems for moderate cost
as shown by a review of the Appendix A projects.

The threshold 1imit of 5000 hardware components for typical mixes of relay
logic, general systems and highly digital logic systems results in an analysis
cost of $400,000 or more. Only 4% of the 109 Sneak Analysis projects have oc-
curred in this range, as shown in Table 3-13. That table is based on actual
Sneak Analysis costs. If the actual Sneak Analysis cost is adjusted to a 1981
dollar basis by use of Table 3-43, less than 7% of the projects occur in this
sizing category. Note that the component mix has an important effect on cost

for this particular level.

When the average Sneak Analysis project cost is considered, the adjusted
1981 dollar cost is $111,000, as shown in Table 3-42. This cOst average is
high, because some of the past projects included not only Sneak Analysis but
additional analyses such as FMEA's, FTA, etc. At this average project cost
level, the eguivalent number of components analyzed in detail for a relay logic
mix would be 1405; 1181 components for the generalized mix, and 391 devices
for the MSI mix. These levels are significantly below the desired 5000 com-

ponent threshold.
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TABLE 3-54. HARDWARE SNEAK ANALYSIS COST ESTIMATES
BASED ON NUMBER AND MIX OF COMPONENTS

NUMBER OF RELAY LOGIC GENERALIZED MEDIUM SCALE INTEGRATED
HARDWARE MIX AT MIX AT (MST) CIRCLITS AT
COMPONENTS $79/COMPONENT $94/COMPONENT $284/COMPONENT

+14% 120% tg5

5000 $395,000 ¥ 55,300 $470,000 * 94,000 $1,420,000 % 56,800
4000 316,000 t 44,200 376,000 ¥ 75,200 1,136,000 * 45,400
3000 237,000 ¥ 33,200 282,000 ¥ 56,400 852,000 * 34,100
2000 158,000 ¥ 22,100 188,000 ¥ 37,600 568,000 ¥ 22,7C0
1000 79,000 * 11,100 94,000 ¥ 18,800 284,000 * 11,400
500 39,500 ¥ 5,500 47,000 ¥ 9,400 142,000 ¥ 5,700

100 7,900 ¥ 1,100 9,400 ¥ 1,900 28,400 ¥ 1,100 |

It is assumed that the intent of this feasibiiity study is to determine
whether Sneak Analysis can be modified to handle small systems effectively,
at reasonable cost, and with little schedule impact. It is our considered
opinion that Sneak Analysis can indeed be adapted to handle small systems. The
problem is more related to the upward 1imits on size and mix of system components.
If a system of 5000 components is not a small system, then the question can be
asked as to what does constitute a small system. Project cost, manhour require-
ments, and schedule duration can be used to define a small Sneak Analysis applica-
tion as one composed of 100-200 components based on a relay loaic or generalized
mix. A system of 100 components {devices) in the MSI category represents a
complex and complicated configuration that although small in numerical level
would still not be considered a small or inconseguential analysis effort.

One final consideration concerning the sizing level for this feasibility
study is the application of automation aids in performing the Sneak Analysis
task. Very small tasks can be performed effectively in a manual approach, but
above the threshold Timit of 100 components, establishing detailed intercon-
nections and performing the function pathing become very difficult and time
consuming. Repeatability of system configurations and confidence in the network
trees decrease above this low threshold level.
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3.6.2 Task Results.

Section 3.4.2.2.
is presented below in Table 3-55.

Wt s

Manual - for systeris composed of 100 or fewer components
Automated - for systems composed of more than 100 components.

For each of the two approaches, the relevant tasks are defined in

A determination was made during the feasibility study
that two approaches could be taken to develop simplified or modified Sneak
Analysis techniques for small scale systems. The approaches are:

A summary of the feasibility study by approach and task element

TABLE 3-55.

TASKS

ACQUISITION
PRE-ANALYSIS
PARTITIONING
TREE DRAWING
ANALYSIS
CHANCES

ACQUISITION
PRE-ANALYSIS
PARTITIONING
CODING

DATA
PROCESSING
PLOTTING
ANALYSIS
CHANCES

a manual mode.
sary to establish the desian baseline to be analvzed.
preanalyzed to determine the general or top level functions performed, the
system interfaces, and any missing but required documentation.
will be performed to isolate specific and detailed functions within the system
configuration drawings,

FOOTNOTES:

Manual approach task results.

The assumption has been made that the manual

techniques and automation aids are available for use in each respective approach
and that skilled analysts are performing the task.
ments are presented in the next major section.

FEASIBILITY STUDY TASK RESULTS

System and technique require-

SIMPLIFICATION
AREA

b1 000

1 000
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+
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For very small applications (100
components or less), the six basic tasks shown in Table 3-55 can be performed in

A1l documentation will be gathered, loqged and annotated as neces-

The overall svstem will be

Partitioning
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The network trees will also be cross-referenced and appropriately annotated to
illustrate all cause and effect relationships and all equipment functions.

Problems will be reported as identified.
| and the change data incorporated into the network trees, Cross-references and
1 functional remarks will be modified and the resulting trees re-analyzed.

the standard process in the manual approach.

2. Schedule Impact - Schedule impact for the manual approach is

3.

Change drawings will then be cataloged

Simplification Area - Of the six manual approach tasks shown, there are

no apparent areas of simplification that can be achieved over the
current approach. Even in small system applications, the hallmarks
of Sneak Analysis are thoroughness, consistency and a systematic
approach. To shortcut any of the steps would degrade the analysis
effectiveness. One possible approach to simplifying the process
would be to analyze the functional or high level composite system
drawings instead of the detailed drawings that comprise the system.
This is a compromise, however, to achieve cost, schedule and pos-
sible manning reductions at the expense of a thorough analysis.
Several projects have been conducted in this manner at the buyer's
direction. The problem with conducting the analysis at this level
is that typically numerous discrepancies exist between the func-
tional configuration and the detail schematic configuration. The
number and type of discrepancies vary by project and by supplier.
Consequently, the higher level drawing configuration may not
adequately reflect the real configuration and adversely affect

the analysis effectiveness. To achieve confidence in the func-
tional level drawings, it should be standard practice to verify
the functional level drawings to the detail drawings and identify
any discrepancies. The cost to perform this comparison would
virtually result in the identical cost to perform the analysis

at the detail level in the first place.

primarily affected by the tree drawing and change analysis tasks.
Even though the system may be small, the network tree drawing
phase can occupy a disproportionate share of the overall effort.
The incorporation of changes is especially difficult in the
manual approach. The location of specific points, wires and
components in the network trees must be available on the tree

or in the functional documentation to determine where_ to add,
delete or revise the circuit configuration. As project size
increases beyond the 100 component threshold, longer schedules
or periods of performance are required for Sneak Analysis,

Program Cost - Program costs will be higher for the manual analysis
approach than for the corresponding automated approach, except
for the very small project applications. Increased manpower will
be reguired to complete the tree drawing and change analysis tasks,

resulting in a higher program cost. As a project size increases

This is




; significantly above the 100 component threshold level, the

] manpawer level required for these tasks increases along with
i the project duration, resulting in a net increase in program

& cost. If the mix of components coniains a high percentage of
digital devices, then timing diagrams will have to be con-
structed which verify circuit timing. The timing diagrams are
assumed to be generated manually. The generation of the timing
diagrams, network trees, and the possible lack of consistency

; in the network trees results in the postulated increase in the
k! analysis task cost.

4, tffectiveness - Small scale manually conducted Sneak Analysis projects
are proportionately as effective as larger automated projects. The
. effectiveness of manually conducted analyses, however, drops off as
5 system size increases. 1In addition to size, the effectiveness of
- f the analysis is very dependent on the accuracy of the network trees.
! [f the trees are incorrect, important problems can be missed by the
analyst, probably the most severe situation discussed so far.
Faulty trees can also impede efficiency and reduce contractor
credibility when problems are reported that are legitimately not
problems. Project time, procuring activity time, and possibly
prime contractor time can be wasted evaluating reports based on
incorrect trees. Individual trees can be properly analyzed but
; the key failing of the manual analysis approach is the inability
b to see all cause and effect relationships in the circuitry. This
' failure is based on the difficulty associated with tree cross-
referencing and annotatina the affected network trees. Unapparent
_ functional relationships can occur at inconspicuous Jocaticns in
| circuitry and unless all cross-references are generated, some
problems will be missed. Again the basic tree drawing function
and modifiration (change analysis) are the main areas affecting
effective ss.

‘ 3.6.2.2 Automated approach task results. For applications larger than the
R 100 component threshold, the eight basic tasks shown in Table 3-55 should be
H performed with the aid of automated techniques. It will be assumed in this study
i that all detailed program steps will be manipuiated by a user friendly interface.
; User friendly interface in this context indicates a software package that makes
! the program, the job control language, computer equipment resources, and other
B! software related setup and execution functions transparent to the user. The
. user merely signs on the CRT terminal with an approved password, selects func-
H tions from a menu and perfr desired processing by a predesigned set of user
p: prompts. The us. . 5pond . the English type questions and all of the detailed
k. computer program requirenents are accomplished automatically. The user can con-
»f centrate on the specific processing function without need to understand program
! language, structure, options, resource requirements and program linkages.




Al1 documentation can be encoded into the program system under control of a
user friendly interface routine which will automatically format, edit, sort and
report documentation received and used in the baseline and change analyses. Pre-
analysis and partitioning are performed in virtually the same manner as in the
manual approach. The coding, processing and plotting tasks generate the network
trees, all cross-references and all network tree annotation. The analysis task
is performed primarily in a manual manner, but some tasks including timing
analyses for digital devices can be performed with linked software. Problem
report generation is similar to the manual approach. Automated change analysis
can be accomplished in a much more straightforward, organized and easier approach
than the manual approach. Use of automated aids is the approach used in the vast
majority of projects listed in the Sneak Analysis Project History Tables.

1. Simplification Area - A1l but two of the eight basic automated approach
task areas can be mudified to provide a simplified Sneak Analysis
technique. The logging part of the data acquisition task can be
simplified by creation of a friendly user interface routine. A1l
documentation can be automatically recorded, the latest documentation
reported and ail change documentation identified and reported. The
program system would also maintain a record of all documentation
identified as necessary for the task but not yet received by the
performing contractor. Pre-analysis and partitioning are two tasks
which do not lend themselves to any type of rigid automation. The
two tasks are largely engineering subjective and should remain so.

To simplify the enccling task, the use of digitizers and component
1ibraries should be considered. To avoid the extreme detail found
at the encoding level, these features would allow the analyst to
key in the device or component, the interconnecting wiring and any
special features or functional remarks that describe the system
component configuration. The data entry system would also be under
control of a user friendly interface routine. Separate routines
would be available which would check the validity of all input
data, reporting all inconsistent and erroneous data. Once the
input data has been checked and corrected, the mainline program
processing can be invoked by user command. If the mainline com-
puter programs are intended to be installed in a small mini- or
micro computer, the source code programs would have to be modified
or rewritten. The resulting program system would process the data
and transfer the results to an on-line or off-1ine plotter device
which would output hardcopy network trees. These network trees
would be pathed, structured, leveled, annotated and cross-referenced.
Some automated circuit analysis could be performed on the resulting
network trees by inspection and identification of components and
tree topology. Identification of digital devices in a tree could
invoke the timing analysis routine to automatically or semi-
automatically produce timing diagrams. Problem reporting could be
minimally aided by merely highlighting the problem area(s) on the
plotted network trees.




o3

The change aaalysis process can be particularly accommodated by the
automated approach. A1l change cocumentation can be rapidly entered
into the logging program, the actual change information entered into
code, data processing invoked, and plotter output generated for only
those areas of change. A new cross-reference wet is normally re-
quired when component changes occur. The subseauent analysis and

reporting are the same as in the baseline analysis, except only a

Timited set of network trees are produced which the analyst needs

to evaluate. Evaluating proposed and/or implemented changes is a

very simplified task when performed with the aid of a computerized

system.

2. Schedule Impact - For the entire Sneak Analysis project, there should

i be a positive schedule impact using the automated approach. Some
elements of the overall project are unaffected by the approach and

' this includes data acquisition, pre-analysis and partitioning. Coding

and data processing are the two tasks which have a negative impact on

schedule. These are additiona) tasks and expenses compared to the N
: manual approach. Plotting, analysis and change incorporation, how- ’ 3
: ever, are tasks which should result in a significant schedule )
F: reduction. The magnitude of the schedule reduction associated with ..
the plotting and change incorporation more than offsets the coding “

and data processing tasks, thereby resulting in overall schedule
. reduction. Some of the analysis schedule time could conceivably
bl be reduced by minimizing the number and type of checks based on
' the components present in the tree structure.

. 3. Program Cost - Overall cost to the program, assuming prior development
'! and training, should be lower for the automated approach than the

' manual approach. In effect, the extra costs for manpower and com-
puter processing costs are offset by the greater costs to manually
construct the network trees, incorporate changes, and perform some
system analysis. Many of the functions can be more completely and
consistently performed in the automated approach, resulting in more
attention to the analysis task and thus more return for the project
dollar investment.

4, Effectiveness - Overall project effectiveness should be high, as shown
in Table 3-55 for the simplified system. The automation aspects and 9
user prompting should simplify many of the necessary but detailed 3
nroject related functions so that more attention is directed toward
the mainline analysis task. Recovery time associated with incor-
porating change data into the system should be minimized and the
analyst resources c¢’rected toward evaluating the modified system
configuration. Th. ,rime effectivity consideration, however, is
not necessarily cost per report, reports per equipment type, or

reports per program development phase. The prime consideration is

the use of an automated approach “o0 ensure a more thorough analysis

and less likelihood of missing reportable conditions.




NOTE: Effectiveness of the manual and automated approaches
for "small" systems can be adversely affected by
the following factaors:

a. The system being analyzed may be too small
to identify the cause and effect relation-
ships.

b. Interfacing equipment beyond the system bounds
will have to be postulated which would dis-
guise the real system configuration,

c. Limited clues would be applied resulting in
some degradation of analysis effectiveness.

d. Training can be a decidedly negative facter
because of the initial and continuing need
to keep personnel abreast of current tech-
nology and the unique perspective of the
analysis approach.

3.6.3 System development requirements. The system development requirements
for the manual and automated approaches are presented in this section. The
requirements are summary statements and would require additional expansion and
detail to translate into detailed system requirements. The intention here is
primarily to convey the proposed system concepts.

3.6.3.1 Manual approach requirements. In both approaches, training films
and documentation would be beneficial to convey the top level and detail analysis
concepts. Since the Sneak Analysis task may be performed at remote sites, the
introduction and training in the project tasks would be essential to an effective
analysis. The training films and documentation would have to be sufficiently
detailed and complete to act in a stand-alone mode.

Detailed procedures would have to be developed which 1ist the necessary
steps to be accomplished for each task element. Adequate descriptive material
would have to be supplied which would show why the step is necessary and include
examples to further illustrate the concept. Because Sneak Analysis offers a
unique perspective of system circuitry (and software), the documentation effort
would necessarily be extensive.

The procedure development for documentation logging would be the most
simple of the procedures to accomplish. Pre-analysis and partitioning procedure
development are conceptually simple, but in actual performance are difficult to
document. System component mix and size have definite bearings on the approach,
but the configuration (hook-up) of components also influences the approach. The
effort would be largely one of documenting engineering judgment.




The first of two major procedure developments involves network tree genera-
tion. These procedures would have to address component symbols, tree structure,
tree leveling or orientation, function annotation, and cross-references. The
mechanics of tree drawing are reasonably straightforward. Leveling of the tree
to demonstrate circuit function development and propagation involves some
engineering judgment. The approach would also need to demonstrate symmetry and
introduce techniques to minimize crossed lines in the trees. Practice examples
would have to be included which step a user through different circuit and com-
ponent configurations. Examples would have to include typical power generation
and distribution through switching logic, the main circuit functions involving
electrical leads and switching devices in relay, digital and analog equipment,
and finally the electrical return circuitry.

The second major procedure development concerns the analysis approach. The
primary aspects would include pattern recognition, clue lists, function identi-
fication and propagation, cross-tree cause-and-effect relationships, and problem
identification. This task would appear to be boundless due to the nature and
type of problems that can be generated by a system circuit. However, the approach
would have to be 1imited to generic conditions, with specific examples provided
which illustrate the various conditions. The analyst would be cast into a highly
active role, with all pattern recognition, ciue application and problem identifi-
cation dependent on introductory training, native intelligence, and experience.
This development effaort would be very involved even when a limited set of clues
are considered.

3.6.3.2 Automated approach requirements. The idealized automated approach
should be desicned to minimize the tedium associated with the Sneak Analysis
task and the requirements for detailed knowledgqe for each step. The approach
should also be desianed to minimize user time and effort in primarily the
network tree generation and change modification functions so that more task
emphasis can be devoted to analysis. The automated system should be self-
quiding with easv to understand prompts that sequence the user through a
consistent and thorough process.

Computer System Composition - The host computer could be installed
on a large-scale computer, mini-computer, or micro-computer. The
equipment selected to some extent would determine the speed of
processing, the amount of data that could be processed, and the
amount of sophisticatiun that would be available through the
user friendly interface. The main driving factor would
be the computer programs that perform the network tree
generation and plotting functions. Existing codes can be in-
stalled on mini-computers and large scale computers. Rewriting
of program code would have to be performed for a micro-computer
application,




The idealized computer system would be composed of the equipment shown
in Figure 3-14. A digitizing device would bec used strictly as a 3
medium to enter data. The device would have defined symbols, blocks ' ;'
of code for each symhol. movable coordinates to layout or trace com- ’
ponents, and linking routines that al’ow the user tn establish the
detailed wiring hookups between devices. The user would input one
page of a drawing or schematic at & time by indicating devices and -

;| interconnects. The software would automatically ganerate the cor- .

} responding Sneak Analysis code in a form usable by the Sneak system

}

dagiitd

programs.

The CRT controllers would be the primary user devices for the network
tree generation task. The CRT's would be desigied to allow the LY
user to bring up processirg step menus, descriptive narrative, t“.

) yes-no type questions, data file contents and possibly some on-

! line computar plots. The user would not see detailed job control

language, source computer program code, and detailed input data

requirements and formats. This type interface wculd greoatly
simplify the analysis process and the analyst educational and
experience background requirements. The CRT coulu also be used

. as a data input device with component Tibraries similar to those

1 associated with the digitizer. All system processing would be

controiled by the CRT's,

D /(A
C

DIGITIZER CRT CONTROLLER PLOTTER
-: (CODING) e USER INTERFACE e HARDCOPY NETWORK
i » (MENU's) TREES
) e DATA STORAGE e TIMING DIAGRAMS -
e DATA PROCESSING 3

j' e ANALYSIS STEPS
i e TIMING ANALYSES

Computer System Equipment Composition
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: The on-1ine or off-line plotting devices would produce hardcopy network
i tree plots. Selection of these devices would be dependent on the
. volume and frequency of network tree produntion. Automated scaling
. of drawings is an additional important consideration because network
o tree size can only be controlled to a limited extent by the pre-
analysis and partitioning functions.

! 2. Software Requirements - The software for this particular application
l should perform the following functions:

a. Accept user passwords - This includes the user sign-on or

{ log-on code and a protected macro or reserved word that

1 would initiate the display of a Sneak Analysis processing
| function menu.
1

1

h. User Friendly Interface Routines - These routines would
link all program code and control the sequence of program
operations. The interface would provide descriptive text
and prompts to guide the user through the processing

steps. 3
\ ¢. Stored Component Libraries - Computer code for individual
a components would be stored on disc and accessed by

I number code firom the digitizer or by a generic name or

’ part number from the CRT console. The library would
have to be updatable to incorporate new or modified
devices.

d. Core Programs - The basic Sneak Analysis code would either
_ have to be procured or written to perform the mainline
4 data processirqg. This would include all data entry,
i formatting, editing, error reporting, merging, pathing,
J sorting, report writing, plotter file generation, tiie
R analyses, patiern recognition routines, and clue list
. displays. L

! e. Network Tree Generation and Modification - The network trees
1 for the basic data file should be generated and plotted.
X The capability should exist to modify tree layout in the
1 likely evert that a different network tree perspective is
| required. In addition, the capability to split network
I trees or combine two or more trees would be necessary and
useful in subsequenti analysis phases.

f. Pattern Recognition Routines - This code would inspect the
resulting network trees for the presence of particular
node topographs which are basic circuit patterns. Auny
syster circuit or portion of circuitry can be decomposed

-] into these basic patterns. The pattern recognition routine

3 would be a driver routine along with a component identifica-
' tion routine that would result in specific clue list
displays.

1 \ 139
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g. Network Tree Analysis - A generic clue 1ist or questions
associated with the topographic patterns would be dis-
played to the user to guide the analysis effort. The
display would be narrative in nature and the response
would not direct any additional processing.

h. Timing Analysis - A network tree reference list of all
digital devices would be automatically generated and
displayed to the user so that applicable areas could
be interfaced to the digital logic timing analysis
routine that would provide timing diagrams. Detailed
libraries of system devices would have to be compiled
and stored on disc for this function.
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SECTION 4
4, CONCLUSIONS

Sneak Fnalysis is an especially effective problem identification tool which
can be included in MIL-STD-785B reliability program plans to improve systems and
overall program reliability. The analysis tool adds a new dimension to assessing
and evaluating reliability of new or mature systems. Most of the reliability
tools are fault cr failure related. The fault related analyses are based either
on determining eventual system effects produced by specified equipment failures,
or alternately identifying undesirable top level system events and then deter- E:
mining those functions which can produce the undesired events. Sneak Analysis, :
however, provides a critical review of systems based on intended modes of opera-
tion and assumes no equipment or code failures. The identification of unintended
modes of operation and their resultant system effects is the end product of a
Sneak Analysis task. As such, Sneak Analysis is complementary to the fault
related techniques. The analysis is best performed by a contractor, agency or
i group independent of the equipment or program instruction design group. Sneak

- . . -
e e e
P s i O

e e e

Analysis should be based on actual system design produced from “"as-built"
drawings, schematics and wire lists for hardware systems and from "as-coded”
computer program source code for software systems.

This study effart has resulted in the collection of a significant amount of
information on past Sneak Analysis efforts (presented in Appendix A) which verify
the original objective of the study. Sneak Analysis can identify probiems before
they occur in test or operation so that the cost to modify or redesign should be
decreased and the reliability and safety of the system should increase. The
analysis tool can be specified, program dolilars allocated, and scheduled early
enough in the program development cycle to aliow cost-effective system changes to
¥ be implemented. One very important finding of the study effort is that regardless
g of the program development phase, application environment, equipment/software
type, criticality ranking, or program cost, Sneak Analysis identifies a signifi-
cant number of system problems. The problem report levels are typically high in
early development phases and iaper to lower, but significant, levels in late

development phases. Man and mission critical systems represent areas of high
problem report levels.

Rough order of magnitude costs for Sneak Analysis can be estimated by the 3
procuring activity based on the system or software composition. Due to limited 2
program dollars allocated to reliability analyses, it may be necessary to reduce
Sneak Analysis project scope to selected systems or equipment functions.

Tailoring of the analysis can reduce the scope of the effort and bring the cost

to more acceptable levels. The cost of the analysis is high because of depth

of analysis associated with the technigque. Sneak Analysis is a detailed and

systematic analysis, not a cursory analysis.

o)

8 Guidelines for application of Sneak Analysis have been developed and presented
' throughout this document with the aim of informing prospective and current project
procuring activities about the nature, function and roles of Sneak Analysis. The
guidelines present pre-contract considerations, contracting methods, analysis

! scheduling, cost estimation, system applicability, expected results, and task

! monitoring activities. A thorough reading of the document will provide the pro-

curing activity with the knowledge to effectively contract and manage a Sneak
Analysis effort.

14



i SECTION 5

5. RECOMMENDATIONS

» Recommendation 1 - A major element missing from this effort which could be

' considered in measuring effectiveness is a method to track the resulting disposi-
tions for the Sneak Analysis Reports. The information necessary would include
the equipment/software/procedure changes made in response to the reports and
their associated costs. It appears that some correlation could be establjshed
between the reports, phase of development, and change costs.

Unfortunately, most procuring activities have not supplied this information
to The Boeing Company. In approximately 10% of our projects, we have gathered
dispositions on some of the reports, but virtually no change cost figures.
Typical report dispositions include:

a. Equipment/Software Change
b. Procedural Change

¢. Acceptable Risk

d. Cancel

1 In the future, the performing Sneak Analysis contractor could complete a
project table entry according to estabiished guidelines and submit this data in
the Project Final Report. The procuring activity would then have an added task
to complete the remaining data categories after final report dispositions and E
costs are determined. The completed form would then be transmitted to RADC. 3
In this way, the Appendix A Project History file could be maintained in an &
organized manner at minimal expense to RADC.

. . Lo .
£} ot s A Mt Y Mt i 18 st L

ivoim n enngyind

Maintaining these files should provide the following benefits:

a. An assessment of the criticality of independent analysis
versus performance by the design group or contractor.

b. An evaluation of sneak finding capability of various
contractors.

o Sk G e it

¢. An assessment of approaches other than the systematic
network tree technique to identify problems.

d. An up-to-date and complete file on Sneak Analysis that
can be used as a guide for future applications.

Recommendation 2 - A task effort to develop an automated Sneak Analysis ,
system involving related functions for small-scale hardware equipment applications K i
should be initiated. The results of Task 6, Section 3.6, indicate the system £ i
composition and functions. The proposed computerized system would provide the user . E
with the capability of entering discrete components and the unique configuration
of interconnecting wiring. The software wouid generate the system configuration 3
drawings and provide limited analysis checks. The profusion of relatively inex- -
pensive computer systems makes this an ideal suggestion to incorporate Sneak :
Analysis at the detailed component level and at an early development phase. The
software package would be available to the system designer and others involved in
systems analysis and evaluation efforts. 3

142 3

R RO A A b is A v i Db 3




Recommendation 3 - [nvestigate an approach to combining data required by the
various analysis techniques onto a common data base. The performance of the
various analyses results in a significant level of duplicate data acquisition
efforts and duplicate system configuring efforts. If the common data base capa-
bility is developed, the file can be used by automated systems to perform design,
reliability and safety checks with less program expense and a better consistency of
results. Reliability analysis tools could then be scheduled and implemented
directly from the data base.
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APPENDIX A

SNEAK ANALYSIS PROJECT HISTORY TABLES
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APPENDIX B
SNEAK ANALYSIS COST ESTIMATION




SECTION 1

1. INTRODUCTION

This section of Appendix B presents information to assist in developing rough
order of magnitude cost estimates for the performance of hardware and software

Sneak Analysis tasks. The cost estimation approach is derived from the project

histories pre<ented in Appendix A of this document. A1l cost figures have a 1979
l cost base. This cost estimating approach is to be used for Sneak Analysis tasks
¥ that are performed at the detailed component/instruction level and use the net-
i work tree path analysis approach and certain additional proprietary enhancements

described in Sections 3.2.1.2 and 3.3.3.1. The Section 2 cost estimating approach '
is to be used for Sneak Analysis tasks perforimed at the system or subsystam level
tree analysis approach.

and use a technique other than the network

1.1 Hardware Cost Estimating Process. The estimating process for hardware
Sneak Analysis tasks is normally conducted in two phases. In the first phase,
the initial scope of work is presented and example documentation is inspected to
deterrine the approximate size of the system to be analyzed and cost of the
analysis. In the second phase, the complete system of documentation is inspected
and a detailed cost estimate is generated based on actual comnonent or instruction
count., Additional task tailoring can be performed in the second phase by
excluding specific functions in the component or instruction count, thereby

3 Towering costs.

1.1.1 First phase hardware estimate. The procuring activity should prepare

a rougn order of magnitude cost eslimate based on the composition of the system,
the type and amount of hardware involved, and the tentative schedule desired.
Example documentation should be available for basing the estimate. The ROM will
establish the general cost to perform the analysis. Based on this approximate
| parts count, the procuring activity can determine cost by use of Figure B-1.
¥ The cost/parts curve is based on a generalized mix of hardware components, when

: actual system composition is not known. Some applications primarily composed
of manually switched systems would encounter lower costs than shown in Figure B-1,
while highly digital systems would encounter higher costs.

1.1.2 Second phase hardware estimate. The secord phase will be a detailed
examination of documentation to establish a better estimate of the type and number
of electrical system components. The source, type and means of acquiring all
documentation for the analysis will be determined, as well as the use of any
computerized systems to assist the analysis process. The generation of the
detailed analysis cost will also reflect the added costs relevant to the handling
of classified data and subsequent change analysis for documentation over and
X above the baseline system. The second phase estimate should contain an itemized
! lTisting of task elements. The cost tables are reasonably regular and support

a linear ccst relationship with parts count, except near the origin. Because of
the differences in the amount of labor, computer time, and materials required to
analyze different hardware part types, each part type has a different weighting




factor in -Jetermining the cost of the Sneak Analysis task.

type.
types and their approximate tolerances.

The cost (in 1979

; dollars) can be calculated by adding together the costs for each individual part
Table B-1 presents the weighting factors for different hardware part
Table B-2 presents a sample calculation

for a system consisting of 1000 parts of the indicated mix ratio.

S

-’

Rz
g .JA
R

o

4

COST IN $100,unD

3
QUANTITY OF COMPONFNT PARTS (1000 UNITS)

Figure B-1.

1.1.3 Cost adjustments.

Labor, Bureau of Labor Statistics (BLS).
in these publications are shown in Table B-3.

1.1.4 Hardware cost estimating accuracy.

mix in Table B-1 is used, the accuracy is *20%.

SCA Cost Vs. Job Size

. the parts-count technique presented in Table B-2 is #10%.
' ponent mix is not known and the weighting factor for a generalized component
Both of these estimators

.? produce larger errors for parts-count below about 300 parts. n this region,

the data are better represented by a constant dollar figure of $30,000 ¥ $20,000.

I

Costs calculated for Sneak Analysis tasks are
stated in 1979 dollars for work generally performed in the Houston, Texas area.
Cost adjustments for inflation in later years and for different geographical

areas can be made using current statistics provided by the U. S. Department of
Examples of the type of data available

These data are not necessarily
current; the latest available issues of the BLS data should be consulted.

Historically, the accuracy of
When the exact com-




TABLE B-1.

COST FACTORS FOR DIFFERENT PART TYPES

Weightin
Part Type Fagtor 3

Weighting
Factor
Tolerance

$/Part

Resistors, Capacitors,
Coils 29

Relays, Transistors,
Switches 19

Small-Scale I[ntegrated
Circyits (SSI)

Medium~Scale Integrated
Circuits {MSI)

Large-Scale [ntegrated
Circuits (LS1)

Generalized Component Mix
(Used when actual component
mix is not known) 94

$/Part
+8

=,

+19

TABLE B-2. SAMPLE CALCULATIONS

Number Weighting

Part Type
Parts X Factor

= Component
Cost

Resistors, Capacitors,

Cotls 400 X 29/Part

Relays, Transistors,
Switches

SS1
Msl
LSl
Totals 1,000

200 X 79/Part
164/Part

284/Part

50 b 468/Part

$ 11,600

= 15,800
24,600
28,400

23,400
$103,800
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1.2 Software Cost Estimating Process. The estimating process for software
Sneak Analysis tasks is based on the number of executable lines of assembly
language instructions. The cost is approximately $10 per assemhly language
instruction. Software programs are typically composed of executable and non-
executable code. Only the executable code is to be counted for estimate purposes.

High ordcr languages present a problem in the estimation process. A high
order language instruction is a generic or "English type" instruction that
represents one or more equivalent assembly language instructions. Each language
has a unique expansion factor for conversion to an equivalent assembly language
basis. Very little historical data is available except for three high order
languages. Additional information for estimating high order language analysis
applications should be available in the near future.

The accuracy for estimating software Sneak Analysis costs using this
approach is ¥10%.




SECTION 2
2.

INTRODUCTION

This section of Appendix B presents information to assist in developing
rough order of magnitude cost estimates for hardware and software Sneak Analysis

tasks using an analysis approach different than that specified in Sections 3.3.1.2
and 3.3.3.1.

2.1 Cost Estimates for Other Sneak Analysis Procedures. Estimating the
cost of a Sneak Analysis task when new or innovative procedures are to be per-
formed or when the scope of the task has been limited by some tailoring process
is more difficult. If the technical monitor is sufficiently knowledgeable of
the analysis procedure which is to be used, an estimate of cost can be derived.
The cost estimate is developed by isolating each task to be performed. Preparing
a Work Breakdown Structure (WBS) of the required tasks is a very useful first
step. The WBS elements involved are Project Management, Data Management,
Engineering Analysis, Quality Assurance, and Reporting. The procuring activity
would estimate the engineering and support time involved in each WBS element,
any computer charges involved, special materials, equipment charges, and travel.
It is not the intent herein to provide a "cookbook" for this estimating process,
but rather to identify some of the factors that should be considered.

2.1.1 Engineering skill levels required. The performance of Sneak
Analysis requires an analyst possessing certain learned skills if it is to be
performed efficiently. It also requires a depth of experience in electrical
equipment design {or in software coding practices) which is not generally
available in entry-level personnel. Most detailed electrical Sneak Analysis
will be done by engineers in categories II, III, and IV as defined by the U. S.
Department of Labor, Bureau of Labor Statistics. The exact mix will be
dependent both on job requirements and on the engineering mix that the con-
tractor has available at a given time. The contractor may, for example, substitute
a higher engineering category for a lower one if there is an insufficient number
of personnel in the lower catagory on his staff. Equivalent statements can be
made for software analysts; personnel capable of doing software Sneak Analysis
normally have titles such as "Systems Analysts" or "Senior Systems Analysts."

The Department of Labor Statistics has not defined skill categories in this
technical discinline.

2.1.2 Engineering time.

Although Sneak Analysis techniques v
have certain common features:

h Y

a. Data assimilation and entry. This is normally done by engineering
aides, keypunch operators, or computer assistants. It will also
require some engineering time to organize and supervise the effort.
A time estimate can generally be made by estimating the number of

data entries involved including any verification time.




b. Computer or manual data processing to nroduce usable working
materials for the analyst, such as, reduced network schematics,
network trees, assembly code flow diagrams, and timing diagrams.
This is Tikely to vary so much with different Sneak Analysis

techniques that no useful gquidance can be given.

c. Detailed analysis by a trained sneak analyst who applies certain
"clues" to isolate potential sneak conditions. This is
generally done on a worksheet of some sort to aid in the
"housekeeping" necessary to assure completeness. It may be .
done with the assistance of computerized aids. The time required
can normally be estimated from the expected number of hours per
worksheet. It should be remembered that this is the step in
the analysis process most affected by tailoring. Tailoring will
result in the analyst reviewing fewer networks and worksheets,
thus reducing the amount of analysis time required. Tt would be
expected that tailoring would result in a significant deviation

from the linear parts-count relationship presented in Table B 1.

d. Report preparation costs should include technical, typing, editing,
3 and drafting labor, and any special equipment and materials cost
“3 required to meet specific CDRL requirements.

2.1.3 Taking advantage of available data. The process of cross-checking
a supplier's estimate can become quite involved. The Government monitors should
take advantage of all available data sources to make their estimates as accurate
as possible. Depending on the situation, the technical or contract monitor may

; have available the supplier's labor rates, overhead, G8A, and fee structure.
! This information would be available, for instance, if they were evaluating a

g | supplier's quote on any cost-reimbursable tyne contract. On fixed fee or in-
centive fee type contracts, they would also have the supplier's estimate of total

) man-hours in each labor category, computer, and other direct costs. If the

¥ analysis effort were to be funded in phases, they would also have the supplier’s

& estimate by phase. Lacking this specific information on supplier costs, the
monitors can use average labor rates in the geographical area involved which are

available from the Department of Labor Statistics. Approximate rates for over-

head, G&A, and fee s*vuctures can be found in other contracts with the involved
company or inferred rrom similar information from competitive companies.

2.1.4 Costs of subcontracting Sneak Analysis. In addition to the costs
involved in duplicating the data base at a subcontractor's facility, standard
industry practice is for the prime contractor to add G&A and profit charges on a
subcontracted Sneak Analysis. Subcontractor costs wili already include the
subcontractor's G&A and fee charges. This duplication in charges will increase
costs and may dictate a direct contract between the Government and the performing
activity in some instances, but this consideration must be traded off agains®
other factors, such as which activity is best positioned to manage and understand
the technical aspects, and costs involved in incorporating design changes as 2

result of the anaiysis.




2.1.5 Procuring activity costs. In addition to contractor costs for Sneak
Analysis, the costs for procuring activity coordination must also be included.
These costs would include any special costs for travel, coordination, data
acquisition, review, or independent technical consultant services associated

The roles of the procuring activity are presented

with the Sneak Analysis effort,
in Section 3.4.4.
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STATEMENT OF WORK
HARDWARE SNEAK CIRCUIT ANALYSIS

1. GENERAL

A Sneak Circuit Analysis shall be performed on the
hardware. The analysis shall be performed using the sneak analysis network
tree approach. This analysis shall identify latent electrical circuit paths
and conditions that can cause an unwanted function to occur or inhibit a desired
function without component failure. Recommendations for corrective action to
eliminate these conditions shall be provided. Also, document errors and areas
of design concern discovered during the analysis shall be reported.

2. SCOPE

The System/Subsystem of the _
shall be analyzed at the detailed component level to identify potentially
undesirable circuit conditions. The system(s) included in this analysis are

and as
defined by drawing(s) and

3. CHANGE ANALYSIS (OPTIONAL)

The analysis shall include identified changes to the data baseline received
prior to s 19 .

The change analysis shall be limited to a total equal to percent of
the baseline hardware design data base as established by actual count of data
records added, deleted, or revised due to engineering changes. Each change shall
be evaluated and subject to separate negotiation depending upon size and complexity.

4, TASK DESCRIPTION

Specific tasks to be performed as part of this analysis contract shall
consist of the following:

4,1 Receive and set up files for wiring diagrams, schematics, wire 1lists
and other input data defining electrical continuity, operation and functions
of the system(s) to be analyzed.

4,2 Convert circuit data for entiy into network trees and apply existing
analysis techniques to identify all continuity paths.

4,3 Perform a sneak circuit analysis on the resulting network trees to
identify potential sneak circuit conditions, such as:

4,3.1 Sneak paths, wich may allow current or energy to flow along an
unexpected route.

4.3.2 Sneak timing, which may cause current or energy to flow or to
inhibit a function at an unexpected time.
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4.3.3 Sneak indicatiens, which may cause an ambiguous or false display
of operating conditions.

4,.3.4 Sneak labels, which may cause incorrect stimuli to be initiated.

5. REPORTS

The reports shall be delivered in accordance with the attached schedule.
(See Figure 1).

5.1 Prepare Sneak Circuit Reports (SCR) on all potential sneak conditions
found. Each report shall describe the sneak condition in detail. The SCA shall
include a sketch of the suspect circuit, where appropriate. Recommendations
for corrective action shall be given along with reference to supporting
documentation. The report forms include a section for the customer to indicate
the action taken to resolve the condition being reported. All reports shall
be appropriately dated, titled and numbered for indexing and tracking.

5.2 Prepare Design Concern Reports (DCR). The DCR shall describe certain
undesirable circuit conditions found during the analysis which do not qualify as
sneak circuits. Conditions to be reported include:

Single failure points.

Unnecessary circuitry or components.

Improper implementation of redundancy.

Improper application of components.

Lack of transient suppression or improper suppression for inductive loads.

5.3 Prepare Drawing Error Reports (DER) on discrepancies found in the input
data for the analysis. £tach report shall identify the discrepant document and
explain the error relative to referenced supporting documentation.

5.4 Prepare and submit activity reports to describe the work accomplished
during the reporting period. The reports will include analysis progress,
problems, recommendations, and results of meetings. The reports shall be
submitted in accordance with the attached schedule (see Figure 1). The SCR, DCR,
and DER reports generated during the reporting period shall be attached. A
tabulation of all previously submitted reports (SCR, DCR, and DER) including
status, shall be attached to each activity report. The status of each report
shall be based on the contractor's comments stated on each report.

5.5 Prepare and submit a Final Report containing a summary of the analysis
effort, including the general analysis method used, the extent of the analysis,
conclusions drawn and recommendations based on the analysis. All SCR, DCR,
and DER reports written shall be included. One report shall be prepared at the
completion of the baseline analysis, and revised at the end of change analysis,
if elected, to include the reports from changes.




6. DATA REQUIREMENTS

The analysis shall be based upon data defining details of electrical
continuity and components. The information will be supplied to the Sneak Analysis
Contractor in the form of manufacturers detail electrical schematics, wire lists,
wiring interconnect diagrams, and component specifications. The data will be
supplemented with available functional flow or integrated schematics, interface
control documents, and design criteria specifications. Manufacturing level
electrical data and supplemental electrical data shall be furnished by
. Requests for additional data after the baseline
master files have been established will be made only for data absolutely
essential to the completion of the analysis. Data must be delivered by
» 19, to enable a timely and accurate analysis.

Delay in receipt of data shall result in a aay-for-day slide in the schedule,
and the contract price shall be equitably adjusted to reflect additional costs,
if any.

7. PERIOD OF PERFORMANCE

The period of performance for the Sneak Circuit Analysis of the

System shall be __ months after receipt of input data
necessary to establish the master file beginning » 19, and
ending , 19 . Change analysis shail be performed on all
previously described changes received prior to , 19 ,

and the final report will be submitted by . 19
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STATEMENT OF WORK
FOR SOFTWARE

1. GENERAL

A Software Sneak Analysis shall be performed on the
! System. The analysis shall be performed using the sneak analysis network

i tree technique as referenced in Section 3.4.2.2. This anaiysis shall identify

, latent data paths and logic conditions that can cause an unwanted function to

L occur or inhibit a desired function without a hardware failure., Recommendations

x for corrective action to eliminate these conditions shall be provided. Also,

g document errors and areas of design concern discoverad during the analysis

shall be reported. '

SCOPE

2,

The Software Sneak &nalysis shall cover the software program for the
computer. The software shall be analyzed at the detailed

instruction level. The software program is coded in

3. CHANGE ANALYSIS (OPTIONAL)

The analysis shall include changes due to corrective action taken to
eliminate Sneak Analysis identified problems received prior to
19 . The change analysis shall be limited to a total equal to % of the
baseline design data base as established by actual count of software instructions
added, deleted or revised due to corrective changes. Wherever possible all
changes shall be submitted by copies of the completed software problem/change
reports, copies of the revised data tapes or card decks, and 1istings.

4, TASK DESCRIPTIONS

Specific tasks to be performed as part of this analysis contract shall
consist of the following:

s 4.1 Receive and set up files for the software program and any design and
: program documentation defining the operation and functions of the software to

be analyzed.

4,2 Process software instructions for entry into computerized algorithms
: which reduce a software program into topological network trees identifying
: all data and logic continuity paths.

4,3 Perform a sneak analysis on the resulting software network trees to
identify potential sneak conditions, such as:

4,.3.1 Sneak paths, which may allow data or logic to flow along an unexpected
route.

4,.3.2 Sneak timing, whicn may cause data or logic to flow, or to inhibit
a function at an unexpected time.




4.3.3 Sneal indications, which may cause an ambiguous or false display of
system operating conditions,

4,3.4 Sneak labels, which may cause incorrect stimuli to be initiated.
5. REPORTS

Repogts will be submitted in accordance with the attached schedule. (See
Figure 1.

5.1 Prepare Sneak Software Reports (SSR) on all potential sneak conditions
found. Zach report shall describe the sneak condition in detail. The SSR shall
include a listing of the suspect software instructions where appropriate. Recom-
mendaticns for appropriate corrective action shall be given along with reference
to supporting documentation. The report forms include a section for the customer
to indicate the action taken to resolve the condition being reported. A1l reports
shall be appropriately dated, titled and numbered fer indexing and tracking.

5.2 Prepare Software Design Concern Reports (SDCR) to describe certain
jtems of concern with specific design implementation. These conditions to be
reported include:

5.2.1 Questionable design practices.

5.2.2 Unnecessary software instruction,

£.2.3 Unused software instructions.

5.2.4 Specifications not met or not clear.

5.3 Prepare Software Document Error Reports (SDER) on discrepancies found
in the input data for the analysis. Each report shall identify the discrepant
document and explain the errov relative to referenced supporting documentation.

5.4 Prepare and submit activity reports to describe the work accomplished
during the reporting period. The reports will include analysis progress,
problems, reccmmendations, and results of meetings. The reports shall be sub-
mitted in accordance with the attached schedule. (See Figure 1.) The SSR, SDCR,
and SDER's generated during the reporting period shall be attached. A tabulation
of all previously submitted reports (SSR, SDCR, and SDER) including status, shall
be attached to each activity report. The status of each report shall be based on
the contrartor's comments stated on each report.

5.5 Perform analysis of software changes, provided a change analysis is
elected, and submit appropriat? reports,

5.6 Prepare and submit a Final Report containing a summary of the analysis
effort, including the general analysis method used, the extent of the analysis,
conciusions drawn and recommendations based on the analysis. All SSR's, SDCR's,and
SDER's written shall be included. One report shall be prepared at the completion
of the baseline analysis and if a change analysis is performed, the report shall
be revised to include any additional reports resulting from the change analysis.

D-3




6. DATA REQUIREMENTS

The analysis will be based on the assembly source listing and assembly
source code which should be pravided on magnetic tape. If the anelysis is to be
based on a high order language, then the source program listing, high order
source code and an asSembled program listing should be provided. All reference
manuals for the computer, cross-assembler, languaje and operating system should
be made availatle. Also, it is highly desirable that other program documentation
be provided such as module descriptions, flow diagrams and data stiructure
definitions so that the potential system impact for problems found can be more
agcurately asse sed, The above data will be furnished by
A1l data must .. delivered by to enabie a tiesly anc
accurate analysis. Delay in receipt of data will result in a day-for-day slide
in the schedule, and the contract price shall be equitably adjusted to reflect
additional costs, if any.

7. PERIOD OF PERFURMANCL

The period of performance for the Sneak Analysis of tne
System shal! be __months after receipt of input data
necessary to establish the configuration as defined in Paragraph 2, SCOPE. Change
analysis shall be performed on all previously describcd changes receivecd prior

to » 19, and the final report shall be submitted by

, 19, provided the contractor has acknowledged all

reports by having signed each report and stated the action taken to correct

the reported problem.
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STATEMENT OF WORK
INTEGRATED HARDWARE/SOFTWARE SNEAK ANALYSIS

1. GENERAL

An Integrated Sneak Analysis shall be performed on the
hardware and software. The analysis shall be performed using the sneak analysis
network tree techniques. The Sneak (ircuit Analysis shall identify latent
electrical circuit paths and conditions that can cause an unwanted function to
gccur or inhibit a desired function without component failure. The Sneak
Software Analysis shall identify latent data paths and logic conditions that can

3 cause an unwanted function to occur or inhibit a desired function without a

_i hardware failure. The integrated analysis shall integrate the interactions

E of the hardware with the system software. Recommendations for corrective action

: to eliminate sneak conditions shall be provided. Also, Document Errors and

areas of Design Concern discovered during the analysis shall be reported.

SCOPE

2.

2.1 Hardware

2.1.1 A Sneak Circuit Analysis shall be performed at the detailed component
on the System of the to
identify potentially undesirable circuit conditions.
analyzed are .

2.1.2 An analysis shall be performed on all interconnections between and
within the above subsystem, together with the "intertace" functions of the
subassemblies/subsystems.
! 2.1.3 The "interface" function is to be analyzed to its terminaticn inside

! the subassembly/subsystem. The function will be considered terminated if it

connects tn (1) chassis or signal ground; (2) a power source; or (3) an electrical
element which changes the characteristic or nomenclature of the function.

The subsystems to be

2.1.4 The Sneak Circuit Analysis shall be performed at the detailed
source program level on the Subsystems as defined by

the following drawings:

2.2 Software

The Sneak Software Analysis shall include the computer programs for ihe
The program consists of
lines

~(number] Tines of _(Higher érder}“CoHe/Instructfbns and _(number) _

of _ (Assembly) Code/Instructions.

3. CHANGE ANALYSIS {Optional)

3.1 The hardware change analysis shall include identified changes to the

design data baseiine received within _ months after the project
start date. The design data baseline is detined in paragraphs 2.1.4 and 2.2.
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3.2 The software change analysis shall be l1imited to ___ percent of the
design data baseline. A1l changes submitted after the month deadline
above will be evaluated and subject to separate negotiation, depending upon size
and complexity.

4. TASK DESCRIPTION

Specific tasks to be performed as part of this analysis contract shall
consist of the following:

4.1 Hardware

4.1.1 Receive and set up files for wiring diagrams, schematics, wire lists
and other input data defining electrical continuity, operation and functions of
the system(s) to be analyzed.

4.1.2 Convert circuit data for entry into computer-generated, manually
drawn network trees. Apply existing analysis techniques to the network trees, to
identify all continuity paths,

4,1.3 Perform a sneak circuit analysis on the resulting network trees to
identify potential Sneak Circuit Conditions, Design Concerns and Drawing Errors.
Design Concerns are defined in paragraph 5.2,1, Drawing Errors in paragraph 5.3.
Sneak Circuit Conditions include:

a. Sneak paths, which may allow current or energy to flow along an unexpected
route.

b. Sneak timing, which may cause current or energy to flow or to inhibit
or initiate a function at an unexpected time.

c. Sneak indications, which may cause an ambiguous or false display of
operating conditions.

d. Sneak labels, which ..ay cause incorrect stimuli to be initiated,
4.2 Software

4.2.1 Receive and set up files for the software program, design specifica-
tions, logic flow diagrams, and any design and program documentation defining
the operation and functions of the software to be analyzed.

4.2,2 Convert software instructions for entry into computerized algorithms
which reduce a software program into topological network trees identifying all
data and logic continuity paths.

4.2.3 Perform a sneak analysis on the resulting network trees to identify
potential Software Sneak Conditions, Sfotware Design Concerns, and Software
Document Errors. Software Design Concerns are deifned in paragraph 5.2.2, the
Software Document Error in paragraph 5.3, Software Sneak Conditions include:
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a. Sneak paths, which may allow data or logic to flow along ar unexpected
route,

b. Sneak timing, which may cause data or logic to flow, or to inhibit or
initiate a function at an unexpected time.

¢. Sneak indications, which may cause an ambiguous or false display of
system operating conditions.

d. Sneak labels, which may cause incorrect stimuli to be initiated.

4.3 Hardware/Software Integration

In order to provide visibility of interactions of the system's hardware and
software, an Integration Analysis shall be performed. The effect of a centrol
operation initiated by a hardware element shall be traced through the hardware
until it impacts the system software. Similarly, the logic sequence of a
software initiated action shall be followed through the software and hardware until
its eventual system impact is assessed.

5. REPORTS

A1l reports described below shall be prepared and submitted in accordance with
the periodic status report requirements shown in the attached project schedule.
The reports shall be delivered incrementally with the activity report discussed
in paragraph 5.4.

5.1 Prepare Sneak Circuit Reports (SCR) and Sneak Software Reports {SSR) on
all potential sneak conditions found., Each report shall describe the sneak
condition in detail. The SCR shall include a sketch of the suspect circuit, and
the SSR shall! include a listing of the suspect software instructions, where
appropriate. Recommendations for corrective action shall be given, along with
reference to supporting documentation. The report forms shall include a section
for the customer to indicate the action taken to resolve the reported condition.
A1l reports shall be appropriately dated, titled and numbered for indexing and
tracking.

5.2 Prepare Design Concern Reports (DCR) and Software Design Concern
Reports (SDCR?.

5.2.1 The DCR shall describe certain undesirable circuit conditions found
during the analysis which do not qualify as sneak circuits. Conditions to be
reported include:

Single failure points,

Unnecessary circuitry or components.

Improper implementation of redundancy.

Improper application of components.

Lack of transient suppression or improper suppression for inductive loads.

a0 ?'Dl
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5.2.2 The SDCR shall describe certain items of concern with specific design
implementation. Conditions to be reported include:

Questionable design practices.
Unnecessary software instructions.
Unused software instructions.
Specifications not met ar not clear.

o0 oo
« s s o

5.3 Prepare Drawing Error Reports (DER) and Software Documen: Error Reports
(SDER) on discrepancies found in the input data for the analysis. Each report
shall identify the discrepant document and explain the error relative to
referenced supporting documentation. )

5.4 Prepare and submit activity reports to describe the work accomplished
during the reporting period. The reports will include analysis progress, problems,
recommendations, and results of meetings. The reports shall be submitted in
accordance with Figure 1. The SCR, SSR, DCR, SDCR, DER, and SDER reports
generated during the reporting period shall be attached. A tabulation of all
previously submitted reports %SCR, SSR, DCR, et. al.) including status, shall be
attached to each activity report. The status of each report shall be based on
the contractor's action taken to resolve each reported condition.

5.5 Prepare and submit a Final Report containing a summary of the analysis
effort, including the general analysis method used, the extent of the analysis,
conclusions drawn and recommendations based on the analysis. A1l SCR, SSR, DCR,
SDCR, DER, and SDER reports written shall be included. The report shall be
prepared and submitted in accordance with Figure 1.

6. DATA REQUIREMENTS
6.1 Hardware

The analysis shall be based upon data defining details of electrical
continuity and components. The information will be suppiied in the form of
manufacturers detail electrical schematics, wire lists, wiring interconnect
diagrams, and component specifications. The data will be supplemented with
available functional flow or integrated schematics, interface control documents,
and design criteria specification. The above information and data shall be
furnished prior to the project start date. The required data are listed in
Attachment 1. Requests for additional data after the baseline masterfiles have
been established will be made only for data absolutely essential to the completicn
of the analysis. These additional data must be delivered within 30 days after
the project start date, to enable a timely and accurate analysis.

6.2 Scftware

The analysis shall be based upon the software source ccde as described in
paragraph 2.2. All reference manuals for the computers, languages, and operating
systems will be made available. Specifications for the software, and for the
interface between th. software and hardware, are required for the integrated
analysis. Also, it is highly desirable that other program documentation be
provided such as module descriptions, flow diagrams, and data structure
definitions so that potential system impact for problems found can be more
E-5
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accurately assessed. These data will be furnished prior to the project start date.
Any additional duta must be delivered 30 days after the project start date, to
enable a timely and accurate analysis.

6.3 Schedule Impact

E ' Delay in receipt of either hardware or software data shall result in a
? day-for~-day slide in the schedule. The contract price shall be equitably
adju ted to reflect additional costs, if any.

7.0 PERIOD OF PERFORMANCE

; The period of performance for the Sneak Analysis of the system shall be
| months after contract start date (see Figure 1).
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5 AHRALYSIS, SNEAK CIRCULT 0I<R-22894
: T TSI TR S gy
; The sneak circuit analysis docuuents the results of analyses | § January 1978 _
performed to verify the absence ar presence of hidden flow 4404 £ R g
paths, unexpected outputs or undesirable functions of
squipsent or software. The amalysis will document the
; snalyses to identify, and corrective actfon proposed, which [ ees atevines
b can eliminata any latent flow paths that could cause un- 3
‘ expected operations during the 1ife of the hardware or saft. 3
ware. It details the methodology used in, and the extent S MPRROY ay LimTATION
and depth of, the analysis.
: G T o
\
| 7.1 The sneak circuit analysis provides documentation from ]
. which the Goverrment procuring activity can mike T——W-. [y = C 3
' determinations congarning system and equipment unwanted 3
: functions or inhibition rf desired functicns in the MIL~STD-7858 )
! absence of comgonent failure. %otice 1 'EC)
' 7.2 Sneak cirguit analysis is applicadle to mission
i critical hardware and software systems and equipment, r
i .. 3
E
e HuetMB %
; 23009 i
: qunm T TR T :
{ 0.1 The Sneak Circuit Amalysis shall include, but s not Vimitad to, the i
. following data: E
!
1. contract number, exhibit line ften mumber and this OID musbur 3
b. equipment specification number and paragraph number 1f applicadble i
d. description of the methodology and procedures used to satisfy the 4
requirements for snesk circuit analysis as stipulated in MIL-STD-785A ]
Notice 1 (EC) i
e, recommndations for corrective action with suftficient detail to ‘
demonstrate that the sneak path will be elininated.
10.2 Analyses shell be in the contractor's own fermt. s
FIGUAE 1. Contract data requiremants 1ist {Continued) 3
D‘ze-u‘664 /00182010, 4000 LYY J— .'.—‘;‘_::.‘.
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THIRD PARTY DATA AGREEMENT
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PROPRIETARY INFORMATION
NONDISCLOSURE AGREEMENT SAMPLE
(THIRD PARTY AGREEMENT)

Proprietary agreements. (Company Name) Division)
Address » and __Comgagx‘Nimél )ivision
Rddress have initiated a coordinated exchange of
data relating to {Name of Program) program. To maximize the
effectiveness of the program it appears that information exchange is or may become
necessary between the two companies. Accordingly, it is proposed that the
following letter agreement be entered into between these two companies to cover
all transmittals of information in connection with the program (or any subsequent
programs or contracts resulting from the program) between {First Company Name)
and (Second Company Name) , and by the United States Government to

(First Company Name) or (Second Company Name) .

1. Each party, to the extent of its right to do so, shall submit to the other
party technical information at times and of kinds and in forms which
in the judgement of the party originating the information are appropri-
ate to fulfillment of the obligations assumed by that party under its
respective portion of the _ (Program Name) program. This agree=
ment shall not be construed as itself creating any obligation on either
party to furnish information to the other.

2. Any technical information of (First Company Name) which
is submitted to (Second Tompany Name) and any technical
information of _ (Second Company Name) which is submitted to

(First Company Name] under this agreement, either directly
or through the United States Government, which information is
designated as proprietary to the submitting party by an appropriate
stamp, legend or other notice in writing shall be subject to the
provisions as to disclosure and use hereinafter set forth. Information
initially disclosed orally shall not be deemed proprietary unless
such information is confirmed as such in writing by the submitting
party within thirty (30) days after the initial disclosure thereof
to the recipient party. During the 30-day period, such orally
disclosed information shall be protected as if it were proprietary
information. Any such information which is not accepted by the
recipient party shall be promptly returned to the submitting party.
A11 such information which is accepted by the recipient party shall,
for a period of years from the date of transmittal of each
item of information covered by this provision:

a. Be used, duplicated and disclosed by the recipient party solely
for the purposes of performance of its portion of these
Joint activities.

b. Not be used, duplicated or disclosed for purposes of manufacture
or procurement of the equipment to which the information
pertains.
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¢. Be disclosed only to personnel of the recipient party and of
the United States Government with appropriate restrictive
legends authorized by ASPR: and

d. If reproduced in whole or in part, shall carry a proprietary
notice similar to that with which sumbitted to the recipient 3
party.

3. Information shall not be deemed proprietary or confidential, and

t2$ ;ecipient party shall have no obligations as to any information p
which:

a. Is already known to the recipient party. 3

b. Is or becomes publicly known through no wrongful act of the
recipient party.

c. Is rightfully received from a third party without similar
restrictions and without breach of this agreement.

d. Is furnished to the United States Government or other third

party by the submitting party without similar restrictions
of use and disclosure.

e. Is approved for release or use by written authorization of the
submitting party.

Provided, however, that information not deemed proprietary by
the recipient party in accordance with the above, but nevertheless
marked proprietary by the submitting party, will not be disclosed by
the recipient party without markings revealing the name or
interest of the submitting party.

3
!
3
g
b
1

4, The recipient party shall not be 1iable for inadvertent, accidental,

mistaken disclosure or use by its employees, of information obtained
under this government, provided that:

a. The recipient party shall use the same degree of care as used to
protect its own proprietary information of like importance.

b. Upon discovery of such disclosure or use, the recipient party
shall endeavor to prevent further disclosure or use.

5. With respect to any exchange of proprietary or confidential information
which may occur as a result of this A?reement. it is exgressly
understood and agreed that the below 1isted employees shall, on
behalf of the respective parties, be the sole and exclusive individuals
authorized to receive and/or transmit prop:~ietary or confidential
information under this Agreement:

(First Company Name ~ (Second Company Name)
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6. As regards the individuals identified in paragraph 5 above, each party
shall have the right and power to redesignate such persons within
their organizations as are authorized to receive or transmit
proprietary or confidential information exchanged under this Agreemant.
Any such redesignations which are made by either party shall be
effected by tendering written notice of such change to the other party.

T e —y

7. Nothing contained in this agreement shall be construed as granting .
or conferring any rights by 1icense or otherwise, expressly or :
implied, for any invention or discovery, or any patent covering !
such invention or discovery, which {s made or acquired prior to or

after the date of this Agreement, ‘
8. Any information not designated as proprietary in accardance with |

Paragraph 2 shall not, unless otherwise specifically agreed upon in

writing by the recipient party, be deemed to be praprietary or

submitted in confidence and shall be acquired by the reciplent party
free from any restrictions of use or disclosure (other than a claim

for patent infringement).

9, This Agreement, and all rights and obligations established hereby
except those specified in Paragraph 10, may be terminated by either
party on sixty (60) days written notice to the other. Unless thus

earlier terminated, termination will occur upon the first of the

following events:
Completion or termination of these joint activities by either party,

years from the effective date of this

a.

b. The expiration of
Agreement.

10. Termination of this Agreement shall not relieve the recipient party
of the obligations imposed by Paragraph 2 hereof with respect to
proprietary information exchanged prior to the effective date of
the termination; those gbligations shall continue for the period
applicable to each item of information as specified in said paragraph.

]
)
4
i
|
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ACCEPTED: .
)3

(First Company Name and Address) (Second Company Name and ‘Address) -
Individual: Individual: ! §
Title: Title: | 3
Date: Date: %
!
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EXAMPLE SNEAK ANALYSIS PROJECT SCHEDULE

1981
SUBTASK TR 5 ~ -
1. ESTABLISH DATA FILES |100% DATARECEIVED
ACCUMULATE DRAWINGS +
AND DATA .
2. ENCODE DATA FOR
COMPUTER PROCESSING
3. GENERATE NETWORK TREES ~|
4. ANALYZE NETWORK TREES _
S. UPDATE NETWORK TREES
BASED ON ANALYSIS —————————
RESULTS & CHANGES *
6. REPORTS
A. BI-MEEKLY ACTIVITY

AND STATUS REPORTS
8. SCRs, DCRs, DERs
C. FINAL REPORT

* IF CHANGE OPTION SELECTED
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APPENDIX I
PERFORMANCE/DESIGN/ INTERFACE
SPECIFICATION
FOR
SNEAK ANALYSIS
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PERFORMANCE/DESIGN/ INTERFACE
SPECIFICATION
FOR
SNEAK ANALYSIS

1. SCOPE

1.1 Scope - This specification covers the design requirements for application
of Sneak Analysis (SA) to electrical/electronic and software systems.

1.2 Purpose - The Sneak Analysis (SA) technique described herein establishes
a standard procedure for performing the analysis and reporting the results. The
analysis identifies and reports all sneak paths, sneak timing, sneak labels,
and sneak indicators which may exist in the design. All areas of design concern
and document errors discovered during the sne:k analysis are also reported. Such
sneak conditions and design concerns that are discovered are assessed for their
impact on system performance.

1.3 Intended Use - This specification is intended for use as a design
requirement for inclusion in contract end item (CEI) specifications, system
specifications, document procedures, and/or contracts as applicable.

2. APPLICABLE DOCUMENTS

2.1 Documentation - The following documents of the issue noted or, if not
noted, the issue in effect as of the date of the contract as shown in Department
of Defense Index of Specifications and Standards, and Army Missile Command
Index of Purchase Descriptions and Standards, form a part of this specification
to the extent specified herein.

MILITARY SPECIFICATIONS

erv’w PTG T R TR T AT W T T IR YORPINATRLSA  TI T R T W T ETRE R A Y S BTRAE SOV RIS W WL T T ST N VA TR T T LR O T :&T@H:m‘awmg\j
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MIRADCOM EXHIBIT QR-800-dJ Reliability Program for Systems and
(15 June 1978) Equipment Development (Para. 5.2.5)
MICOM-PAM-385-4 Safety, Ignition Systems for Army Rockets
(23 March 1973) and Missiles (Para. 8.b, 8.c)
MIL-STD-822A System Safety Program Requirements
(28 June 1977) (Para. 5.5.1.2.¢)
MIL-STD-781C Reliability Design Qualification and
(21 October 1977) Acceptance Test Standard (Appendix A,
Para. 40.7)
MIL-STD-785B Reliability Program Flan for Systems
(21 Aug 1978) and Equipment (Para. 5.2.1.2)
1-2
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3. REQUIREMENTS
3.1 Definitions

3.1.1 Sneak circuit. A sneak circuit is a latent path which causes an un- -
wanted function to occur, or inhibits a desired function, without regard to
component failure.

3.1.2 Software sneak. A software sneak is a combination of conditions,
causing unplanned events, that exhibit unapparent cause/effect relationships,
which may escape detection during system testing and occur without regard to
hardware failure.

3.1.3 Kinds of sneaks. The four kinds of sneaks are:

a. Sneak path - initiates an undesired function or prevents a desired
function.

b. Sneak timing - is an energy, data, or logic flow which causes or
inhibits desired functions at an unexpected time.

c. Sneak indicetion - is an ambiguous or false display of a condition
or data which could resuit in an undesired action being taken.

d. Sneak label - is an ambiguous or false name or function title which
could result in the application of the wrong stimuli by an
operator,

3.1.4 Sneak Analysis (SA). SA is a type of engineering analysis performed
on an electrical or electronic hardware system, or computer software program.
SA is a unique technique which involves accumulation of detailed circuit diagrams,
wirelists, and software; arrangement of circuit/software elements into topological
nodal sets (network trees) and the examination of these nodal sets for sneak
circuits,

3.1.5 Assumptions. Assumptions are made when performing SA to establish the
analysis boundaries, define terminology, and keep the scope within cost effective
bounds. Tables I and II 1ist the more common assumptions for hardware and soft-
ware respectively.

TABLE I. HARDWARE SA ASSUMPTIONS

A Sneak Circuit is not dependent on a component or circuit failure.

Unless otherwise specified, signals which cross analysis boundaries
(out of scope) are assumed to be correct in voltage, polarity, and
time for the circuit being analyzed.

c. The data base for the analysis represents the "as built" configura-
tion of the system.

d. Parametric calculations are performed only to the extent necessary
to understand true circuit operations.

e. Environmental affects are not normally considered in the analysis.
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TABLE II. SOFTWARE SA ASSUMPTIONS

a. The software specification is the design intent of the software.
b. The assembler or compiler does not introduce errors into the software.

¢. Assembled or compiled software is free of syntax ervors, ie., typo-
graphical errors,

d. The data provided represents the complete software program under
consideration,

e. Hardware induced problems are not considered.

3.1.6 Design concern. A design concern is a hardware or software condition
which is identified during the Sneak Analysis process which could cause or result
in a failure, a marginal operation, or a hazardous situation. The following are
kinds of design concerns:

Unnecessary logic, components, or circuits.
Improper sequence of software instructions.
Single failure points.

Unnecessary power consumption,

Improper or marginal application of components.

oo oo

.

3.1.7 Drawing or document error report (DER). A DER is one prepared during
the Sneak Analysis process which notifies the procuring activity of a discrepancy
found in the furnished data. The discrepancy can be within a single document or
between two or more documents. )

3.2 Scheduling SA in a System's Life Cycle - The typical life cycle for
production programs or systems is shown in Figure I-1. A detailed component level
SA shall be performed when good engineering documentation and drawings are released
to manufacturing. The time period prior to and just after the Critical Design
Review (COR) milestone is typically the best time in the 1ife cycle to start the
analysis. Performing SA from CDR to any later development phase including the
unlimited production and deployment phases is usually justified because problems
occur which were not evident during full scale development. Each program or
system shall be evaluated for its documentation maturity, and schedule forcing
functions, to determine when to start SA in the most cost-effective manner.

3.2.1 Scheduling of Software Sneak Analysis. The performance of a detailed
software Sneak Analysis also requires mature data. Although software Sneak
Analysis does not require the execution of the code, the code shall he debugged,
as a minimum, and the normal development validation and verification process
initiated when starting the software SA. Like hardware SA, the time period CDR is
typically the best time to start a detailed software sneak analysis. Usually
several versions of the software program are developed to-agree with the needs
of hardware factory testing, field testing, and operational use. The software
Sneak Analysis techniques used shall be adaptable to handle these program

changes.
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3.3 Sneak Analysis Performance. The following elements and procedures are i

required to perform a valid and cost-effective sneak analysis. v d

Collecting the data base. i
Partitioning of the system. !
Organizing and structuring of the data base. !
Application of SA techniques. :
Reporting of the analysis.

Quality control (QC) review of data and the analysis.
Control of data management and change. @
Technical interface with the procuring activity's representative. ‘
Delivery and debriefing of final report.

- ~h® QO U'?’

3.3.1 Collecting the data base. The performance of SA requiraes the
organization of the data and certain other sequential steps required to process
the data for analysis. The data furnished for the analysis shall be reviewed for
campletenessand an overview block diagram prepared. The data shall be further
organized, logged, and filed for use, Data requests shall be processed for any
missing data or information deemed necessary to support the analysis.

3.3.2 Partitioning of the system. The hardware or software system shall be
partitioned, subdividing it into modules, functional circuits, subroutines, or
manageable size pieces, A properly partitioned system will result in functional
modules in a topoiogical network tree format. All network trees shall be
functionally oriented, providing an easy application of clue lists. Partitioning
also provides an easily accountable and flexible system to analyze. Grounding
trees or power distribution trees shall be analyzed separately. (Typical areas
of partitioning are busses, both power and ground;: cross ties between redundant
circuitry; fuses; circuit breakers; and software functional modules.)

3.3.3 Organizing the data. The data selected for the analysis shall be
organized to provide a complete search of all paths in the software or hardware
system. A1l information about this system shall be completely and accurately
structured. Structuring is the input which establishes the data base masterfile.
This masterfile represents the complete data necessary to describe the system to
be analyzed. The structuring technique permits the analysts to accurately and
uniquely link the components and circuit segments together to form a complete
electrical path. In the case of software, it shall be a complete logic and data
path. All paths shall be uniquely identified. These paths shall be used to draw
the network trees. The network trees shall contain all of the necessary informa-
tion to apply the SA technique, and represent the system accurately.

L T R

N
%.

3.3.4 Application of SA technique, The network trees shall be drawn so as
to form one or more of the five basic topological patterns shown in Figure I2.
Recognition of these patterns is an important step in the analysis. Using these
patterns, analyst shall apply sneak condition criteria, or “clues," to the
circuitrﬁ. When all the sneak condition criteria applicable to a particular

. pattern have been considered, a high degree of confidence is established that

i all possible sneak conditions resulting from that portion of the circuitry have

: been identified. S5A training shall be provided the analyst, to allow the analyst

} , to quickly evaluate all modes of circuit operation, including the functional
interfaces with other circuitry. A detailed analysis of each identified condition
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Figure 1-2 Topological Patterns

shall be performed to determine the cause and effect of that condition. This
evaluation shall result in the reporting of sneak circuits, design concerns, and
drawing errors to the system designer for verificatioh and resolution. Design

concern and Drawing Error Reports are incidental outputs of the application of
the SA technique.

3.3.5 Reporting of the analysis. Periodic reports shall be generated. The
report shall be written using standard formats and delivered to the contracting
agency. Formats for Sneak Circuit Reports (SCR's), Sneak Software Reports (SSR's),
Design Concern Reports (DCR's), Software Design Concern Reports (SDCR's),

Drawing Error Reports (DER's), and Software Document Error Reports (SDER's) are
shown in Figures 3 through 8. The “"potential impact" and "recommendation"

parts of the reports reflect the SA analyst's assessment of the findings. The
“explanation" part of the report contains references to attached figures and
tables and describes the total intent of the report and analysis findings. A
status sheet reports the verification and resolution activity performed by the
contracting agency in response to the sneak analysis reports until they are closed
out. A final report shall be prepared at the conclusions of the analysis and shall
contain a description of the analysis activity, copies of all reports generated
during the analysis, a current status sheet, and other partinent information
related to the analysis and its findings.

I-7

Y - . . e - e e e o s s

SR——
J el oo e 40 vk i 591 S i et e S O it 2324 4

Sl i s, ot  SEREAL D S Al Lt et il

e



T OVITTERTS S Ty T TR, S TR oA AR T SR IR AT A PRI SRR e R R - L0ANMRE,. TR TR0 T T T EEREATW S WRAUERE O

B o M T U ST YT L T 06 TV sy nd atlmdige e as = 1 e s ek b o vesem = ¥ SRR, 1 SR TS LI e o geon wm

RENR T

3.3.6 Quality control (QC). Throughout the analysis period a QC engineer
shall review the network trees, proposed reports of conaitions found, and the
! master data file. The QC engineer shall be thoroughly trained and highly skilled
in the techniques and methods of performing an SA. Near the end of the analysis,
and before writing the final report, senior SA engineers shall review all nodal
sets, network trees, completed reports, and related data to establish that a
complete and thorough analysis has been accomplished.

R i

3.3.7 Data management and change control. The initial data establishes the
baseline data file (masterfile). The masterfile represents the data base for the
| complete analysis. Data changes received after this time shall be added into
g the masterfile and incorporated into the applicable network trees. Those trees
shall be reanalyzed to determine that the change accomplished its intent and that
no new sneaks were introduced.

3.3.7.1 Configuration management. The data base established for SA
represents the system "as-built" or "as-coded" source. This data base shall be
used for configuration management of the design. Changes made to the design or
block modifications shall be incorporated into the data base. This provides a
continuing management tool to control each configuration.

3.3.7.2 SA change control. Projects having block configuration changes
shall require SA to be performed on each configuration. This is possible because
the SA masterfile and all related documentation shall be stored for a minimum of
3 years, per ASPR 7-104.15. A contractual request for SA on a block update shall
be implemented by incorporating the drawing changes or new documentation into the
stored masterfile. 01d network trees shall be modified or replaced as necessary
for analysis.

3.3.8 Interfaces with the Technical Monitor. A government contract for
performing SA usually specifies a contracting officer and a technical monitor,
The technical monitor provides a day-to-day contact for information and data
transmittal as necessary. The technical monitor shall receive the SA reports
for investigation, resolution, and feedback.

3.3.9 Final Report Delivery and Debriefing. The final report as described
in Section 3,3.5 shall be prepared near the end of the analysis period after
the QC effort is complete and satisfactory. Sufficient time after delivery of the
report shall be altowed for the contracting agency to review it and prepare
comments for the debriefing meeting. The debriefing meeting shall resolve the out-
standing open reports or establish a report date for closeout.

4, QUALITY ASSURANCE PROVISIONS
4.1 Accountability.

4.1.1 General. To assure a valid Sneak Analysis, provisions must be
established to insure that: (1) all paths within a system have been analyzed;
(2) each path is directly traceable to the network tree in which it was analyzed;
(3) each component/statement is directly traceable to the path in which it was
analyzed; and (4) each component/statement is directly traceable to the specific
! documentation used to establish the data base masterfile.
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4.1.2 The following provisions shail be used to assure a valid SA:

4,1.2.1 Network trees analyzed for sneak circuits shall be traceable to the
system's manufacturing drawings or source code. The network trees shall contain
all the wiring, components, or statements used to generate the tree. Further,

all paths necessary to initiate and complete a given function shall be shown or
referenced on one network tree,

4.1.2.2 Each network tree shall be independently numbered.

4,1.2.3 An index shall be developed to show in which network tree each
component or statement appears.

4.1.2.4 Each path shall be traceable to the network trvee in which it appears.

4.1.2.5 Each path shall be independently numbered, and its wire segments,
companents, or statements traceable to the system's manufacturing drawings or
source code in which they appear.

4,1.2.6 Each path shall be independently aralyzed as to its effect on
system operation, and records maintained indicating analysis results and analyst.
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SRQUSCL_Eo20 MON. M
SNEAK CIRCUIT REPORT -1

nne SNEAK CURRENT PATH RESULTS INM UNINTENTIONAL MASTER ARMING OF
WPN RELEASE SQUIB FIRING CIRCULTS

KEFERENCES

1. Groundrugh AVN Owg. No. 501741, Rev. A, "Schematic DiagremcArmament Panei”
2. Groundrush AVN Dwg. No. 501608, Rev. C. *Interconnect List, cacrie®

3. Groundrush AVN Owg. No. 501476, Rev. A, “Circutt Card Assy - Ralease-A2,Ad"
4. Groundrush AVN Owg. No. 501233, Rev. A, “"Circuit Card Assy-Wpn Interface"
S, Groundrush AVN Dwg. No. W80100-302, Rov A, "Miring Harness, W302"

6. Groundrush AVN Dwg. Na. OMS0199-401, Rev. 8, “Wiring Harness, W4O1"

7. Coil Winders Inc. ODwg. No. 36R-8-41, Rev.-, “Box, Relay WPN-9421A1"

MODULE/EQUIPMENT
WEAPON CONTROLLER (9431A2)

EXPLANATION

As shown in Figure 1, whan the Master Amm switch is off, Emergency Jettison
has not been uloctod. and the Weapon Salect switch i3 1aft in the Center
Station position, a sneak path exists from the +mnc Wea Control power
wough the Neapon Select Switch (9417A3S3) ¢ h 9431A2A1R] to chn .
capacitor 943 1C1 and them .hrwxr‘tnnsisw 1A2A1Q1 to the firing
circuit. This sses the Mastar ‘A' function. Simtlar paths exist
for Master Avm '8° and the Left and Right Wing Stattons.

POTENTIAL IMPACT
1. Unexpected Master Avm power may contributa to inadvertent weapon
release.
2. The function of the Nea Relaase ‘A’ and '8' circuit breakers

kzcom&“ﬁgb and 2456A1C82) may be bypassed.

Add a blocking diode as showa in Figure 2.

f
REPORTED 8Y J. L. Vogas :)#/Zﬁ% DATE kt& 1‘. 1980
L4
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SNEAK CIRCUIT REPORT - 1
+28VDC FROM +28V0C ‘A
2486A1CH3 » L FRon mumxv\ ( :
sssnmou SELECT, A S2 L2 .
orr ?u C1A4STeR AR i
= Q0 QL NI OFF/p0 ypuep T "oen .
. g :
. b 9417A3 e
14 8 J :
pe b v ps
WaQ1
B4 b (13
va L : 12 - K
3?2
sp
b wsao >
J2_
g 1 1) —71
TR L Wl 1
3 b
[ 1 J To omzz
ST b STATIONS g
PYLON b w603
-l e e 5
T0 X | ="
1 ) ) 4
B T0 SQUIB =
1 FIRING CIRCULT ‘
Q WP CONTROLLER 4
l 9431A281
' TO WEAPON NOTE: .-
SELECT CIRQUIT o i DENOTES SNEAK PATH
FIGURE 1 SNEAK PATH TO SQUIA FIRING CIRCUIT
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SNEAK CIRCUIT REPORT = 1
+28V0C FROM +28VDC 'R
2488A1C83 Fava usmcm.\
9s'rmw SELECT.,d S2 94l
L. NING  OFF #
. I L 95 N N Awed BR)
8
2 9417A3
1 )
P w02 Ps
waol
/__LI_._Jf 4]
v J 17
s 2
w509
A0 k| 1 J
Pe. 171} 1 L
[ 2] _
[ ! — TO OTHER
N centem STATIONS
PYLON 603
- )
: 0
SQuIB
FIRING CIRCUIT
a WPN CONTROLLER
a 2\ 943142
$ ' TO WEAPON
SELECT CIRCUIT
FIGURE 2. RECOMMENOED CIRCUIT MODIFICATION
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DESIGN CONCERN REPORT . 2

PAQE e Qs

TITLE SHARED +6V & +28V RETURN PATHS MAY RESULT IN ERRONEOUS WEAPON
DISABLED SIGNAL

REFERENCES
1. Groundeush Avn Owg, No. OW50199-401, Rev. B, "Wiring Harmass, WA01."
2. Groundrush Avn Dwg, No. DWS0199-603, Rev. A, "Wiring Harmess, WE0)."
3. Groundrush Avn Dwg. No. $01733, nev. D, "Interconnect List, Stores Catir."

MODULE/ZQUIPMENT
WIRING HARNESS (W401)
EXPLANATION

As shown tn Figure 1. the +28 volt return for the release enable relays

(X1 and K2) and the uu?on release squibs in the pylon share the same

return path through cable WAQ]l with the +5 volt return for the Weapon Disabled
buffer (U2) in the weapon. The high +28VDC veturn current may raise the
potential at the ground pin (pin 7? of U2 to cause its output to be falsely
seen as a logic “high' at the input of U9,

POTENTIAL IMPACT

A felse indication of WPN OISABLED may be seen by the Stores Contraller
when Weapon Release Enable or Weapon Relesse is commanded.

RECOMMENDATION

Provide a separate return path for the +28 volt and +5 volt returns through
cable W40l and the Stores Controller.

REPORTED BY M&Qi_ép.g_ DATE ____2/2/81
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PROJECT F-99 WCM m:e..l_.of,,
DRAWING ERROR REPORT .2 A

5 "OOCUMENT NUMBER REV | VENDOR MOOULT/EQUIPMENT '
501233 A HAVN | PYLON

: [DOCUMENT TITLE

CIRCUIT CARD ASSY - WPN INTERFACE
REFERENCES

(IR SRR

MIL-R-83401/2 (USAF), 2 February 1973.
DISCREPANCY

On the subject document {schematic), device U2 1s listed as M3340102-
H102FB and shown as in Figure lA. However, Reference 1 shows the
internal connections for this device to be as shown in Figure 1B.

ASSUMED CORRECTION

On the subject document (501233), change pin 14 to pin 16.

“

, - CORTED BY _C. A. Malley (T // Momidh, DATE _October 16, 1930
CUSTOMER ACTION
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PROJECT F-99 WCM PAGE.2 _OF _2_

ORAWING ERROR REPORT - 2

+5Y

s

JONCE

FIGURE 1A - EXTERNAL CONNECTIONS AS SHOWN ON SCHEMATIC (S01233)

§ 15 14 13 12 11 10

AT g
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FIGURE 18 - INTERNAL CONMECTION AS SHOWN ON MIL-R-83401,2
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F-99 W
PROJECT M paceE) _or2
SNEAK SOFTWARE REPORT -1
TITLE INCORRECT TEST TO RETARGET WEAPON
REFERENCES

1. Groundrush Document No. 40198, Rev. C, Program Specifications
2. Groundrush Program Source Code, Release 19.1, F-99 ’
3. Groundrush AVN Dwg. No. 501741, Rev. A, "Schematic Dfagram - Armament Panel"

MODULE/EQUIPMENT
TXBCP MOOULE - TEST-BIT COMPARE

EXPLANATION

When the operator selects the weapan retargeting function from console switches,
a value is passed from the RETARGET module to the TEST-BIT COMPARE module. Per
Reference 1, the value is stored in variable UART1 and tested in the TEST-BIT
COMPARE module. If the value of UART1 = 0, 1, 2, or 3, then program processing
continues through the TRUE branch and the selected wadpon is retargeted. If the
valye of UART1 is >3, the software is expected to transfer control to the FALSE
branch, display "RETARGET ERROR" on the gperator's console, and interrupt
processing. Restart is contingent on operator response.

The Reference 2 program source code configuration shown in Figure 1 will not
generate the "RETARGET ERROR" message and program interrupt for all values of
UART1>3. For example, in an error condition where UART1=8, the test will inhibit
the error display and subsequent program interrupt and then incorrectly allow

?rogrum processing to continue through the TRUE condition into the ratargeting
ogic.

POTENTIAL IMPACT

1. Mission failure due to incorrect targeting of weapons
2. “"RETARGET ERROR" display and program interrupt are inhibited for particular
conditions.

RECOMMENDATION

Modify the Reference 2 computer program to accomplish the intent of the Refarence 1
specifications. Change the branch instruction to check for a numeric value

0<VART1<3. If JART1 is in this range, branch to the TRUE condition and retarget
weapon.

REPORTED 8Y

CUSTOMER ACTION

Program scurce code has been changed per DCN 1010 to Referance 2. Correction
of error reduced incidence of equipment maintenance and RETEST-OKAY dispositions.
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rngxﬂ F-99 von

SNEAK SOFTMARE REPORT -1

ARMAMENT PANEL

WEAPON
SELECT

ARGET
SELECT

FALSE

PROGRAM

UART1 RANGE 24

CONSOLE DISPLAY
“RETARGET ERROR"

INTERRUPT
FIGURE 1 - INCORRECT TEST TO RETARGET WEAPON

(FROM RETARGET MOUULE)

TXBCP/43

UART1/R

17 LS8 (91"}7—1)s )

TRUE

NZ 3
UART1 RANGE <4

| RETARGET

7 PROCESSING

TEST-BIT COMPARE MODULE

ENTRY POINT

OPERATOR INPUT FROM
RETARGET MODULE
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_PROUECT  F-99 WM ragel e 2
SOFTWARE DESIGN CONCERN REPORT -1
TITLE INCORRECTLY ESTIMATED UTILITY ROUTINE PROCESSING TIMES
REFERENCES

1. Groundrush Program Source Code, Relsase 19.1, F-99
2. Groundrush Document No. 42577, Rev. ~, Assembler Manual

MOODULE/EQUIPMENT
Refer to Table 1
EXPLANATION

Tha time to process tha Reference 1 software program utility subroutines does not
agree with the actual execution times as calculated by 2 worst-case path summs-
tion of the individual instruction execution times 1isted in the Raference 2
Assembler Manual. Thase discrepancies are dsscribed in Tadie 1.

POTENTIAL IMPACT

1. Possible timing problems
2. Possible unauthorized or undocumented software code changes

RECOMMENDATION

1. Compare software utility subroutine code to the Reference 2 document and
identify differences.
2. ‘Update code and documentation is necessary.

reporren sy D B, oare _22/10/80

CUSTOMER ACTION




_PRQUECT F-99 e motl orl,
SOFTWARE DESIGN CONCERN REPORT -1 :
STATED ACTUAL STATEMENT
TIME LOADING TIME LOADING No.
SUBROUT INE IN MICROSECONDS IN_MICROSECONDS  LOCATION
1. START A/D CONVERSION 12.93 7.3 $010
SUBROUTINE
2. A/D SIGNAL STORAGE SUBROUTINE 20.20 15.51 5240
3. D/A SIGNAL FORM SUBROUTINE 5.56 7.23 5416
GENERAL 1ST & 2ND ORDER
FILTER SUBROUTINE
4. 9 15T ORDER 60.00 76.60 5675
§. @ 2ND ORDER 110.00 120.60 5680
6. & ADD FOR QUTPUT GAIN 20.00 15.30 5685
PURE INTEGRATION SUBROUTINE
7.0 FORM 1 66.12 64.62 6275
8. & FORM 2 60.78 57.9% 6280
9. & ADD FOR ASYMMETRICAL 18.59 12.84 6285
LIMITS
10. SPECIAL FIRST ORDER 122.10 72.05 6565
SUBROUTINE
11. LIMIT, GAIN, SHIFT, 18.90 13.90 6795
SUBROUTINE
12. ASYMMETRICAL LIMIT 16.09 17.20 6945
SUBROUTINE
13. FILTER START SUBROUTINE 12.71 w2 7020

TABLE 1. STATED AND ACTUAL PROCESSING TIMES FOR UTILITY SUBROUTINES
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PROJECT  F-99 WCM race_l_os Ll
SOFTWARE DOCUMENT ERROR REPORT -1

DOCUMENT NUM(£R REV | VENDOR MODULE/EQUIPMENT
43290 A GROUNDRYSH SUBROUTINE cuT

DOCUMENT TITLE F-99 WEAPON CONTROL SOFTWARE DESIGN

REFERENCES
1. Groundrush Program Source (ods, Release 19.1, F-99

DISCREPANCY

The computer program design document, page 32, contains a branch in subroutine

CUT to BITS. However, page 33 of the software design document provides a flow
chart of subroutine CUT with a branch to BYTES. The software listing, Reference 1,
11sts & branch to BITS at instruction 1100,

ASSUMED CORRECTION

Change BYIZS in the software design document flow chart, page 33, to BITS.

REPORTED &Y __LM‘
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MISSION
of
Rome Air Development Center

RADC plans and executes research, development, fest and
selected acquisition programs in suppornt of Command, Coniiol
Communications ard Intebligence (C31) activities. Technical
and engineering suppornt within areas of technical competence
48 provided to ESD Program Offices [P0s) and other ESD
elements. The principal fechnical mission oreas cie
communications, electremagnetic ouidance and contnof, susi-
velflance of ground and aerospace objects, intelligerce data
collection and handling, information system technology,
Lonospheric propagation, sofdid state sclences, microwave
physics and electronic reliabilfity, maintainability and
compatibility.
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